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                                          PREFACE 
 
 
Significant advances have been accomplished in the second half of the twentieth 
century in the seismic protection of structures due to the development of new 
technologies and advanced materials. In twenty first century, the effective 
maintenance and management of structures built in last decades are urgent future 
work to realize the sustainable development society. Therefore, the design and 
construction of concrete structures which are friendly environment are important. 
Prestressed / precast concrete structures which can control the cracks due to 
introduction of prestressing and also enhance the workability due to production 
in factory and construction in field have been highlighted. The prestressed / 
precast concrete system can contribute to the realization of long-life structures 
and reduction of the construction and management cost. 
 
Main objectives of this research are to investigate the structural behavior and 
failure mechanism of prestressed / precast concrete members and to develop the 
rational structural design procedure of prestressed / precast concrete structures.  
 
Chapter 1 introduces the back ground, objectives, and the outline of this 
research. 
 
In Chapter 2, previous research on shear and flexural behavior of reinforced / 
prestressed concrete members and shear design equations for reinforced / 
prestressed concrete members are introduced. In shear analogies, Ichinose`s 
truss model, Vecchio`s modified compression field theory, and current shear 
design equations will be introduced. In flexural behavior, inelastic deformation 
capacity prediction method of reinforced concrete beams failed in flexure and 
shear after flexural yielding will be introduced. The achievement and future 
work of those analogies will be also discussed. 
 
Static loading test on shear behavior of post-tensioned precast concrete beams is 
described in Chapter 3. Experimental outlines and results on two series of 
half-scale post-tensioned precast concrete beams are reported. Structural 
properties of various shear failure modes (shear compression, shear tension, and 
diagonal tension failure etc.) will be clarified. By comparing of shear strength of 
post-tensioned prestressed concrete beams predicted by current shear design 
 II
analogy to the one observed from previous research, applicability of current 
shear analogy to post-tensioned precast concrete beams will be discussed. 
 
An innovative shear failure analogy (Model 1) for the post-tensioned precast 
concrete beams will be proposed in Chapter 4. The analogy covers shear 
compression or bond failure as well as shear tension failure which is considered 
at current shear design equation procedures. The proposed analogy will be 
verified by comparison between the analytical results by the proposed analogy 
and experimental data from previous research on shear behavior of prestressed 
concrete in the past. 
 
In Chapter 5, a diagonal tension failure analogy (Model 2) will be proposed. The 
shear analogy to be able to investigate the diagonal tension failure of reinforced 
/ prestressed concrete members is attained by fractural energy equilibrium 
condition on shear crack. The proposed analogy will be verified by comparison 
between the analytical and experimental results (shear strength, initial shear 
crack width, and failure mode). 
 
In Chapter 6, flexural shear compression failure model (Model 3) will be 
clarified. Based on the stress state of concrete in flexural compression zone, 
shear capacity at flexural shear compression failure will be evaluated. This 
analytical model can be very effective analytical tool to estimate the total 
deformation of post-tensioned precast concrete member failing in flexure as well 
as shear capacity of member in an integrative way. 
  
In Chapter 7, seismic performance of prestressed concrete beam has been 
conducted by the FEM analysis. Two analytical parameters, bond strength of PT 
tendon and mild steel ratio are selected. The effect of bond strength and mild 
steel ratio of prestressed concrete beams on seismic performance 
(load-displacement relation, the maximum load capacity, energy dissipation 
capacity, and residual deformation) will be investigated analytically. 
   
Chapter 8 summarizes the conclusions of this research and suggests 
recommendations for future work. 
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1.1 Background and object 
The world wide consensus and expectation aim to provide a modern society with 
structures able to sustain a design level earthquake with limited or negligible 
damage have been developed for high-performance, cost-effective, and seismic 
resisting systems [1.1]. In addition, a broad consensus between public, 
politicians and engineers/scientists communities for the conservation of energy 
and the reduction of CO2 emission in whole process throughout design, 
construction, and management of building structures seem to be achieved, 
recently.  
 
As a result, in an attempt to develop adequate structural systems, prestressed / 
precast concrete systems are highlighted. It is because prestressed / precast 
concrete systems contribute for realization of sustainable developed society due 
to enhancement of durability and cost-effective. In the structural behavior, an 
introduction of prestress in concrete leads to prevention of cracking (durability). 
In addition, a shortening of construction period due to production of structural 
members in factory leads to enhancement of workability. Therefore, the 
damage-control design of prestressed / precast concrete systems can contribute 
for achievement of high-performance, cost-effective, and energy conservation 
structures as well as a realization of seismic resisting building structures. 
 
Referring to the concept of damage-control design, have developed the 
Performance Based Design (PBD) for seismic structures. However, there are 
few experimental and analytical data for seismic performance of prestressed 
concrete members while the data for that of reinforced concrete members are 
extensive. For design and analysis of prestressed concrete member, many design 
equations or guidelines [1.1, 1.3] are currently based on the results from the 
research using reinforced concrete (RC) members. However, there is still 
 ２
considerable disagreement among researchers in proposing and using a rational 
way of investigating flexure or shear failure mechanism of prestressed / precast 
concrete members.  
 
In order to resolve the problems on applicability of the design or analytical 
analogy for RC members to prestressed concrete beams or columns, the 
following establishment of research object must be made. 
 
On shear behavior of prestressed concrete members; 
1. Experimental investigation on shear behavior and failure mode of 
post-tensioned precast concrete members.  
2. Investigation on effect of experimental parameters of prestressed 
concrete members on failure mechanism. 
3. Suggestion of analogy on shear failure mechanism of prestressed 
concrete members. 
4. Discussion on applicability of proposed analogy to seismic design of 
prestressed concrete members. 
 
On flexural behavior of prestressed concrete members; 
1. Investigation of bond strength in post-tensioning (PT) tendon and 
amount of mild steel on structural behavior of prestressed concrete 
members. 
2. Suggestion of flexure-shear integrative analogy on flexural and shear 
failure mechanism of post-tensioned precast concrete members. 
3. Discussion on applicability of proposed design analogy to prestressed 
concrete members with unbonded PT tendons 
 
Resolving the research object above leads to the realization of quantitative 
evaluation for the structural performance of prestressed/precast concrete 
members. Then, it is expected that the main results of this study contribute for 
the establishment of damage-control design based on the collapse mechanism. 
The quantitative evaluation for the structural performance is defined as the 
proposition and the estimation of the minimum required damage (crack width 
etc.), energy dissipation capacity, and the residual deformation to satisfy the 
performance levels of structure (1. serviceability, 2. reparability, 3. safety), 
developed as part of an attempt to provide an alternative for the PBD guide lines. 
The establishment of damage-control design leads to the prevention the structure 
 ３
from the collapse and the maintenance of reparability of the structure.  
 
The main results from the proposed method in this study (the evaluation of the 
stress in shear cracked concrete in model 1 (Chapter 4), the prediction of the 
primary shear crack width in model 2 (Chapter 5), and the evaluation of drift 
angle of precast concrete member at flexural failure in model 3 (Chapter 6)) is 
the criteria to investigate the structural performance of precast/prestressed 
concrete members. It is expected that the prediction method of failure mode of 
precast/prestressed concrete members in model 1 to 3 (Chapter 4 to 6) leads to 
the establishment of damage-control design based on the collapse mechanism of 
structures.  Moreover, the energy dissipation capacity and residual deformation 
properties of prestressed concrete with unbonded PT tendon shown in Chapter 7, 
will be referred to achievement of structural performance level of 
prestressed/precast concrete structures. 
 
1.2 Outline of research 
This research is consisted of seven chapters. 
 
In Chapter 2, previous research on shear and flexural behavior of reinforced / 
prestressed concrete members and shear design equations for reinforced / 
prestressed concrete members are introduced. In shear analogy, Ichinose`s truss 
model, Vecchio`s modified compression field theory, and current shear design 
equations will be introduced. In flexural behavior, inelastic deformation capacity 
prediction method of reinforced concrete beams failed in flexure and shear after 
flexural yielding will be introduced. The achievement and future work of those 
analogies will be also discussed. 
 
Static loading test on shear behavior of post-tensioned precast concrete beams is 
described in Chapter 3. Experimental outlines and results on two series of 
half-scale post-tensioned precast concrete beams are reported. Structural 
properties of various shear failure modes (shear compression, shear tension, and 
diagonal tension failure etc.) will be clarified. By comparing of shear strength of 
post-tensioned prestressed concrete beams predicted by current shear design 
analogy to the one observed from the previous research, applicability of current 
shear analogy to post-tensioned precast concrete beams will be discussed. 
 
An innovative shear failure analogy (Model 1) for the post-tensioned precast 
 ４
concrete beams is proposed in Chapter 4. The analogy covers shear compression 
or bond failure as well as shear tension failure which is considered at current 
shear design equation procedures. The proposed analogy will be verified by 
comparison between the analytical results by the proposed analogy and 
experimental data from previous research on shear behavior of prestressed 
concrete in the past. 
 
In Chapter 5, a diagonal tension failure analogy (Model 2) will be proposed. The 
diagonal tension failure is most brittle and catastrophic failure mode induced by 
excessive opening of primary shear crack. A different approach from Model 1 is 
necessary to investigate the diagonal tension failure. The shear analogy to be 
able to investigate the diagonal tension failure of reinforced / prestressed 
concrete members is attained by fractural energy equilibrium condition on shear 
crack. The proposed analogy will be verified by comparison between the 
analytical and experimental results (shear strength, initial shear crack width, and 
failure mode). 
 
In Chapter 6, flexural shear compression failure model (Model 3) will be 
clarified. Based on the stress state of concrete in flexural compression zone, 
shear capacity at flexural shear compression failure will be evaluated. This 
analytical model can be very effective analytical tool to estimate the total 
deformation of post-tensioned precast concrete member failing in flexure as well 
as shear capacity of member in an integrative way. 
 
In Chapter 7, seismic performance of prestressed concrete beam have been 
conducted by the FEM analysis. Two analytical parameters, bond strength of PT 
tendon and mild steel ratio are selected. The effect of bond strength and mild 
steel ratio of prestressed concrete beams on seismic performance 
(load-displacement relation, the maximum load capacity, energy dissipation 
capacity, and residual deformation) will be investigated analytically. 
   
Chapter 8 summarizes the conclusions of this research and suggests 
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2. Previous Research on Flexural and 
Shear Behavior of Reinforced / 




Previous flexural and shear analogy of reinforced / prestressed concrete 
members are specified in Chapter 2. Further, properties and problems of the 
analogies will be also scrutinized. 
 
In current earthquake design, potential plastic hinge zones are designed. In 
particular, for preventing brittle shear failure, the shear strength of reinforced / 
prestressed concrete members is designed to exceed the shear demand developed 
by their maximum flexural strength [2.1]. In order to design the prestressed 
concrete members in which shear strength is larger than their flexural strength, it 
is necessary to investigate and evaluate shear strength of reinforced / prestressed 
concrete member in a rational way. By the middle of 1980, many researches on 
shear analogy of reinforced / prestressed concrete members have been based on 
a truss analogy by Ritter and Morsch (1899). In the analogy, diagonal 
compressive stresses in the concrete act as the diagonal members of the truss 
while the stirrups act as vertical tension members [2.2]. After the truss analogy 
by Ritter and Morsch, extensive truss analogies such as variable angle truss 
analogy have been proposed by many researchers. Then, plastic theory by 
Nielsen and Modified Compression Field Theory (MCFT) by Vecchio [2.3] were 
developed. 
 
In existing models on shear capacity of reinforced / prestressed concrete 
members, the shear strength and deformation capacity of the members are 
determined at the intersection of the shear capacity curve and the shear demand 
curve that represents the shear force required by the flexural action of the 
 ７
member as shown in Fig. 2.1. However, the degradation curve of the shear 
capacity due to inelastic flexural deformation has been empirically obtained. 
Choi [2.1] and Nakatsuka [2.4] proposed an analytical method for predicting the 
degraded shear capacity and deformation capacity of reinforced concrete beams 
subjected to cyclic loading. 
 
   
Fig. 2.1 Load-displacement relation and shear capacity 
 
In Section 2.2 and 2.3, shear analogies on reinforced / prestressed concrete 
members in the previous researches [2.3, 2.5] are introduced. Current shear 
design equations used in the design of shear resistance members are also 
mentioned in Section 2.4. In Section 2.5, Choi`s [2.1] and Nakatsuka`s [2.4] 
model to evaluate inelastic deformation capacity of reinforced concrete beams 
failed in flexure and shear after flexural yielding are specified. 
 
 
2.2 Ichinose`s Truss Analogy 
2.2.1 Research Background 
The uniform truss model as shown in Fig. 2.2 had been accepted widely in Japan 
for calculating shear strength of reinforced concrete members. The diagonal 
compressive stress in concrete strut is equilibrated with bond force of 
longitudinal bar and tensile force of shear reinforcement. However, the uniform 
truss model has two theoretical weak points: (1) compressive stress of concrete 
is assumed to distribute uniformly even in critical sections of member, and (2) 
longitudinal reinforcement is assumed to be strong enough beyond its yield 
strength [2.5]. To improve these weak points, Ichinose proposed the modified 
truss analogy with concrete struts of variable angles and shear resistance zone of 
cover concrete as shown in Fig. 2.3.  
 ８
 
2.2.2 Ichinose`s Truss Model 
Figure 2.3 illustrates the Ichinose`s truss model. It is assumed that uniform angle 
concrete struts distribute in shaded zone BEJF. In shaded zone BDF and EGJ, 
variable angle struts distribute. At the ends of the member, compressive stress, fc, 
and shear stress, τc, exist at between A and C or H and K.  
 
Uniaxial compressive stress in zone BDF push apart region BD and DF. It points 
out that diagonal compressive stresses in shaded zone BDF are not carried by 
tension in the shear reinforcement. As shown in Fig. 2.3 (b), overall section are 
not effective against shear because the diagonal compressive stresses in shaded 
zone BEJF are supported by longitudinal bars at four corners in the member 
section. In a view of overall section, it can be seen that member section will fail 
in compression at lower stress than uniaxial compressive strength, Fc.  
 
 
Fig. 2.2 Conventional uniform angle truss model subjected to double curvature 
   
 ９
 
Fig. 2.3 Ichinose`s Truss model 
 
An increase in axial compressive stress leads to an increase in axial stress of 
compressive mild-strength bar. However, the bond force in mild strength bars is 
not enough to carry the axial reaction force of diagonal compressive strut. To 
improve this problem, Ichinose introduced axial resistance component of 
compressive cover concrete as shown in Fig. 2.3 (c). Stress circles at zone ABE 
and BEJF are illustrated in Fig. 2.4 (a) and (b), respectively. Fig. 2.4 (c) 
illustrates enlarged view of region BE. Diagonal compressive stress in zone 
BEJF, f2, is equilibrated with the sum of diagonal compressive stress in zone 
ABE, fco, transverse reaction force by shear reinforcement, ρwfwy, and bond stress 
of mild strength bar, τbc.  
 
 
Fig. 2.4 Stress state of concrete struts in Ichinose`s truss model 
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Shear force in region AC, VAC, is expressed as Eq. (2.1) because it is equilibrated 
with transverse reaction force in region EF, ρwfwy.  
∫ ∫ === AC EF owywtwywAC fbjdxfbdzzbV φρρτ cot)(        Eq. (2.1) 
 
Distribution of bond stress in upper mild strength bar is shown in Fig. 2.3. (a). 
The bond stress in region BE, τbc, is smaller than the bond stress required in this 
truss model, (b/ψ)ρwfwycotϕo, because shear stress from AB, τc, is transferred to 
BE. In the member with high axial load, bond stress at region E, (b/ψ)ρwfwycotϕo, 
is frequently larger than τf. To solve this broblem, Ichinose used the required 
bond stress expressed as Eq. (2.2) using compressive and tensile resultant force 








It can be seen that Ichinose`s truss model is effective to investigate the shear 
resistance mechanism of reinforced concrete member with high axial load or 
small bond stress of mild-strength bar. However, Ichinose has not been made the 
quantification on compressive stress of concrete strut, f2, angle and compressive 
stress of cover concrete, ϕc and fco, in the model. Further, Ichinose`s model can 
not explain that shear reinforcement does not yield at ultimate state. The 




2.3 Modified Compression Field Theory (MCFT) 
2.3.1 Research Background 
Predicting the structural response involves the two interrelated tasks of 
determining how the load is shared among the elements of the structure (global 
analysis) and how each element responds to its applied loads (element analysis). 
[2.3]  
 
The models for the response of reinforced concrete element analysis have not 
matched because of the sophistication of the structural analysis procedures while 
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the extensive global analysis have been developed during last 50 years. 
Predicting the response of the simple reinforced concrete element shown in Fig. 
2.5 is not as straightforward a task as it would first appear. Under a particular set 
of loads, new cracks may form or pre-existing cracks may propagate. The 
stresses in the reinforcing bars will vary along the lengths of the bars, and will 
be highest at the crack locations [2.3]. Also, tensile stress will exist in the 
concrete lying between the cracks.  
 
 
Fig. 2.5 Structures idealized as an assemblage of membrane elements [2.3] 
 
While the Ichinose`s truss model used the only stress equilibrium condition, 
strain compatibility conditions as well as stress equilibriums is applied to 
Modified Compression Field Theory (MCFT) proposed by Vecchio. By using 
these conditions, Vecchio succeed in continuous simulation of the shear behavior 
of reinforced concrete member until failure.  
 
In the MCFT proposed by Vecchio, the cracked concrete is treated as a new 
material with its own stress-strain characteristics. Equilibrium, compatibility, 
and stress-strain relationships are formulated in terms of average stresses and 
average strains [2.3]. Tensile stresses in the shear cracked concrete are taken into 
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account in the MCFT. Further, Vecchio verified analytical results from his theory 
by comparison with the experimental results for the cracked concrete.  
 
2.3.2 Analytical Assumptions 
Vecchio applied the analytical assumptions below [2.3]. 
1. For each strain state there exist only one corresponding stress state; 
situations in which the influence of loading history is significant will not 
be treated. 
2. Stresses and strains can be considered in terms of average values when 
taken over areas or distances large enough to include several cracks. 
3. The concrete and the reinforcing bars are perfectly bonded together at the 
boundaries of the element (i.e., no overall slip). 
4. The longitudinal and transverse reinforcing bars are uniformly 
distributed over the element. 
Tensile stresses and tensile strains will be treated as positive quantities while 
compressive stresses and strains will be taken as negative. 
 
2.3.3 Compatibility Conditions 
The initial strain in non-prestressed reinforcement is same as that in surrounding 
concrete. Hence 
xcxrx εεε ==                    Eq. (2.3) 
and 
ycyry εεε ==                    Eq. (2.4) 
where εrx and εry are axial and transverse initial strain of reinforcement, εcx and 
εcy are axial and transverse initial strain of concrete, εx and εy are axial and 
transverse initial strain in element.  
 
If the three strain components, εx, εx, and γxy where γxy is average shear strain of 
element are known, the strain in any other direction can be found from geometry 





)(2 2−= xxy                  Eq. (2.5) 






























22tan       Eq. (2.7) 
where ε1 is the principle tensile strain, ε2 is the principle compressive strain, and 
θ is angle of inclination of principle strains to x-axis. 
 
 
(a) Average strains in cracked element  (b) Mohr`s circle for average strains 
Fig. 2.6 Compatibility conditions of shear cracked element 
 
2.3.4 Equilibrium Conditions 
The force applied to reinforced concrete element must be equilibrated with 
stress in concrete and reinforcements. For the free body diagram shown in Fig. 
2.7, the equilibrium requirement that the forces sum to zero the x-direction can 





dAfdAfdAf               Eq. (2.8) 
where fx is average stress in x-direction, fcx is stress in concrete in x-direction, frx 
is stress in x-reinforcement, Ac is sectional area of x-face or y-face of concrete, 




Fig. 2.7 Free-body diagram of part of element 
 
For the overall section ignoring sectional area of reinforcement, Eq. (2.8) can be 
expressed as 
rxrxcxx fff ⋅+= ρ                  Eq. (2.9) 
where ρrx is reinforcement ratio for reinforcing steel in x-direction 
 
In a similar manner, the following equilibrium conditions can be derived. 
ryrycyy fff ⋅+= ρ                  Eq. (2.10) 
rxrxcxxy τρττ ⋅+=                  Eq. (2.11) 
and 
ryrycyxy τρττ ⋅+=                 Eq. (2.12) 
Assuming that 
cxycycx τττ ==                   Eq. (2.13) 
where fy is stress applied to element in y-direction, fcy is stress in concrete in 
y-direction, ρry is reinforcement ratio for reinforcing steel in y-direction, fry is 
average stress in y-reinforcement, τxy is shear stress on element relative to x, y 
axes, τcx is shear stress on x-face of concrete, τcy is shear stress on y-face of 
concrete, τrx is shear stress on x-reinforcement, τry is shear stress on 
y-reinforcement, and τcxy is shear stress on concrete relative to x, y axes, 
respectively. 
 
The Mohr’s circle for the concrete stresses shown in Fig. 2.8 yields the 
following useful relationships. 
ccxyccx ff θτ tan/1 −=                 Eq. (2.14) 
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ccxyccy ff θτ tan1 ⋅−=                 Eq. (2.15) 
and 
)tan/1(tan12 cccxycc ff θθτ +⋅−=           Eq. (2.16) 
where fc1 is principle tensile stress in concrete, fc2 is principle compressive stress 




Fig. 2.8 Stresses in cracked concrete 
 
2.3.5 Stress-strain Relationships 
Constitutive laws are required to link average stresses to average strains for both 
the reinforcement and the concrete. These average stress-average strain relations 
may differ significantly from the usual local stress-local strain relations 
determined from the standard material tests. The axial stress in the 
reinforcement will be assumed to depend on only one strain parameter, the axial 
strain in the reinforcement [2.3]. The usual bilinear uniaxial stress-strain 
relationship shown in Fig. 2.9 applied in relationship between axial stress and 
axial strain. Thus 
yxxrrx fEf ≤= ε                    Eq. (2.17) 
yyyrry fEf ≤= ε                    Eq. (2.18) 




Fig. 2.9 Stress-strain relationships for reinforcement 
 
It is assumed that principle stress axes in concrete are coincide to principle strain 
axes in concrete. It is expressed as follows. 
θθ =c                        Eq. (2.20) 
 
To investigate the structural properties of cracked concrete, Vecchio carried out 
30 tests on reinforced concrete elements subjected to simple well-defined 
loading conditions. In the tests, known values of stress were applied to the 
reinforced concrete (fx, fy, and τxy), and the resulting specimen strains were 
measured (εx, εy, and γxy). For the detail of the tests, refer to reference [2.3].   
 
The principle compressive stress in the concrete, fc2, was found to be a function 
not only of the principle compressive strain, ε2, but also of the co-existing 
principle tensile strain, ε1. Thus, cracked concrete subjected to high tensile 
strains in the direction normal to the compression is softer and weaker than 

































εε           Eq. (2.22) 
 
The relationship between the average principle tensile stress in the concrete and 
the average principle tensile strain in nearly linear prior to cracking is as Eq. 
(2.23). Vecchio suggested the relationship after cracking as Eq. (2.24). 







f                   Eq. (2.24) 
 
To consider local variations at a shearcrack, Vecchio proposed the relationship 
between the shear across the crack, τci, the crack width, w, and the required 
compressive stress on the crack, fci, based on the experimental studies including 














ciτ             Eq. (2.26) 
 
The crack width, w, to be used in Eq. (2.26) should be the average crack width 
over the crack surface. It can be taken as the product of the principle tensile 
strain and the crack spacing sθ; that is 






=                  Eq. (2.28) 
 
2.3.6 Conclusions 
MCFT proposed by Vecciho is effective and innovative analytical tool to 
investigate the shear mechanism of reinforced concrete member because the 
simulation of shear force-deformation relationship is possible. However, further 
investigation for the applicability of the MCFT to post-tensioned precast 
concrete member needs because the MCFT does not take into account the effect 




2.4 Current Shear Design Equations 
2.4.1 ACI Shear Design Equation 
The following a set of shear design equations are specified in ACI318-08. The 
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shear strength is based on an average shear stress on the full effective cross 
section, bd. In a member with shear reinforcement, a portion of the shear 
strength is assumed to be provided by the concrete and the remainder by the 
shear reinforcement [2.7]. The equations are consists of the concrete 
contribution, Vc, and the shear reinforcement contribution, Vs in S.I. units. The 
concrete contributions, Vc, are obtained as follows.  











⎛ += ρ24.1716.0          Eq. (2.29) 
Assuming that 





          Eq. (2.30) 
 
For reinforced concrete members subjected to axial compression, the following 
equation is permitted to compute Vc using Eq. (2.29) with Mm substituted for Mu 
and Vud/Mu not then limited to 1.0. 




























          Eq. (2.33) 
 
For concrete contribution of prestressed concrete members subjected to shear, 
the concrete contribution, Vc, can be obtained by lesser of flexural shear 
cracking strength, Vci, and web shear cracking strength, Vcw as. 
Concrete contribution for prestressed members  





VbdFV creippcci ++=          Eq. (2.35) 
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( ) ppiccw VbdfFV ++= 3.029.0          Eq. (2.36) 
 
Shear strength provided by shear reinforcement is obtained as follows. 
Shear reinforcement contribution for noprestressed and prestressed members  
s
dfA
V wyws =                  Eq. (2.37) 
 
The shear design equations for the concrete contribution in ACI provision, Vc, 
are based on the experimental results taking into account parameters affecting 
shear failure of member. Therefore, the design equations can not be applied to 
the member in which geometric or material properties are exceed to applicable 
coverage. Further, an equation for the shear reinforcement contribution, Vs, 
underestimate the experimental results because it is based on the conventional 
45 degree angle truss model. 
 
2.4.2 AIJ Shear Design Equations for RC member 
For the reinforced concrete member subjected to pure shear, the following 
equations are specified in Architectural Institute of Japan (AIJ) guide line for 
reinforced concrete memebers [2.8] which based on the strut and truss analogy. 
The equations consist of strut mechanism (concrete contribution) and truss 
mechanism (shear reinforcement contribution) as indicated in Eq. (2.38) to 
(2.41). The shear strength of reinforced concrete member is obtained as the 
lesser of Vu1, Vu2, and Vu3. Vu1 in Eq. (2.39) indicates a sum of strut and truss 
mechanism. Vu2 and Vu3 in Eq. (2.40) to (2.41) represent shear strength by truss 
mechanism. Refer to reference [2.8] for the detail notations. 























λν=                  Eq. (2.41) 
 
Figure 2.10 illustrates the relationship between amount of shear reinforcement, 
ρwefwy, and shear strength, Vu, by AIJ guide line [2.8]. Variables in vertical and 
horizontal axis in Fig. 2.10 are dimensionless by effective compressive strength 
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of concrete strut, νFc. As shown in Fig. 2.10, two shear resistance mechanisms 
(strut and truss mechanism) exist in reinforced concrete member with low 
amount of shear reinforcement. In the member with high amount of shear 
reinforcement, truss mechanism significantly resists against shear. It points out 
that the AIJ guide line [2.8] take into account the effect of amount of shear 
reinforcement on shear strength of reinforced concrete members.  
 
 
Fig. 2.10 Relationship between amount of shear reinforcement and shear 
strength by AIJ guide line [2.78] 
 
The effective compressive strength represents compressive strength of concrete 
softened by cracks and damages. The effective compressive strength coefficient, 
ν1, is obtained as follows. 
200
7.01
cF−=ν                  Eq. (2.42) 
 
The effective compressive strength is based on the lower boundary theory of 
plasticity theory. Then, the equations only take into stress equilibrium conditions 
consideration. In the equations, it is assumed that shear reinforcement yields at 
shear strength while it has been reported that shear reinforcement did not yield 
at the ultimate state [2.9-2.15]. Further investigation needs for the applicability 
of the shear design equations in AIJ guide line to prestressed concrete members. 
 
2.4.3 AIJ Shear Design Equations for PC member 
Equation 2.43 indicates shear design equation specified in AIJ guide line for 
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prestressed concrete structures [2.16]. The Eq. (2.43) is based on the strut 
mechanism (0.5bD(νFc-2ρwfwy)tanθ) and truss mechanism (bjoρwfwy). In the truss 
mechanism, it is assumed that shear reinforcement yield at shear failure. An 
effective compressive strength of shear cracked concrete, ν2Fc, is considered in 
strut mechanism. The effective compressive strength coefficient, ν2, is obtained 
as Eq. (2.44). In general, increase in prestress in concrete leads to increase of 
shear strength of prestressed concrete members. The beneficial effect of 
prestress on shear strength is considered as indicated in Eq. (2.44). It points out 
that the shear design equation in the AIJ guide line [2.16] is useful for evaluation 









L 1αν                   Eq. (2.44) 
where 
( ) DLDL /1/tan 2 −+=θ                 Eq. (2.45) 
D
aLr 2
=  and cF/60=α                 Eq. (2.46) 
Assuming that 
1≤rL  and 1≤α                       Eq. (2.47) 
 
However, further investigation needs for an applicability of high-strength shear 
reinforcement to shear strength of prestressed concrete beam, because the upper 
limit of yield strength of shear reinforcement is designated as 295 MPa in the 
AIJ guide line [2.16]. Further, the definition of distance between reinforcing bar 
in compression and tension, jo, is ambiguous for post-tensioned precast concrete 
members. It can be taken as either the distance between the top and bottom 
non-prestressed longitudinal mild-strength reinforcement or the one between the 
top and bottom prestressig steels. Mild-strength reinforcements are usually not 
connected at the joint between members assembled by post-tensioning. 
Therefore, an effect of the bond type of prestressing steel on shear behavior 
should be investigated, then it is necessary to propose a new shear mechanism 





2.5 Inelastic Deformation Capacity Prediction Method 
of RC Beam Failed in Flexure 
2.5.1 Introduction 
The low deformation capacity of reinforced concrete members is attributed to 
the fact that under cyclic loading, the shear capacity of concrete deteriorates as 
the flexure-shear cracks in the plastic hinge zones widen [2.1]. As shown in Fig. 
2.1, the existing models determine the shear strength and deformation capacity 
of a reinforced concrete member using intersection of the shear capacity curve 
and the shear demand curve that represents the shear force required by the 
flexural action of the member. In the conventional analytical model, the 
degradation curve was empirically obtained by test results with insufficient 
theoretical background. To solve this problem, Choi [2.1] proposed an analytical 
method for predicting the degraded shear capacity and deformation capacity 
using the concept of the strain-based shear strength model. 
 
2.5.2 Maximum Shear Stress Capacity of Concrete 
It is assumed that the shear resistance of reinforced concrete beams is proved by 
the compression zone of the intact concrete and shear reinforcement, then the 
contributions of aggregate interlock and dowel action is neglected. Using 
Rankine`s failure criteria, the failure criteria by compression and tension for the 
















τ            Eq. (2.49) 
where f1 and f2 are the principle tensile and compressive stress, and fc and τc are 
the current normal and shear stress, respectively. 
 
Equation (2.48) and (2.49) can be expresses using allowable maximum shear 
stress, τut and τuc as follows. 
))(()( zfFFz cttut +−−=τ           Eq. (2.50) 
))(()( zfFFz cccuc −=τ            Eq. (2.51) 
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2.5.3 Shear Capacity of Concrete Compression Zone 
Figure 2.11 (a) and (b) illustrate the distribution of the normal strain and stress at 
a cracked section, which are developed by the flexural action of a beam. Fig. 
2.11 (c) illustrates the shear stress capacities, τut and τuc, respectively.  In these 
figures, αεo is the current compressive normal strain at the extreme compression 
fiber of the cross section, εo is the compressive strain corresponding to the 
compressive strength of concrete. The value αεo represents the current flexural 
damage of the cross section [2.1].  
 
After the compressive normal stress at the extreme compression fiber of the 
cross section reaches the compressive strength of concrete (αεo>εo, Stage DE), 
the failure criteria in Eq. (2.49) is defined by the softened compressive strength 
and it is satisfied by the compressive normal stress alone. It results that the part 
of the compression zone experiencing compressive softening no longer provides 
the shear stress capacity controlled by compression [2.1].  
 
Choi defined the governing shear stress capacity, τu, at a location in the 
compression zone as the minimum of τut and τuc obtained from Eq. (2.50) and 
(2.51), respectively. When, α ≤ 1.0 (αεo ≤ εo), the distribution of the governing 
shear stress capacity, τu, can be simplified as the distribution of the shear 
capacity controlled by tension, τut. On the other hand, when α > 1.0 (αεo > εo), 
the shear stress capacity in the region experiencing compressive softening is 
neglected. 
 
After inclined tensile crack reaches the neutral axis (Stage CD in Fig. 2.11), the 
shear force is resisted primary by the compression zone of the intact concrete. 
To derive a simplified analytical model, Choi used the average normal stress, fa, 
in the compression zone. The shear capacity at Stage CD is derived as follows. 
( )∫ +−−≈= c attutCD cfFFbdzzbV 0 )(τ         Eq. (2.52) 
where b is the beam width, and c is the depth of the compression zone, which is 
determined based on the force-equilibrium in the cross section. Both fa and c can 




Fig. 2.11 Variations in normal stress and maximum shear stress capacity with 
change in flexural deformation at cracked cross section 
 
After the compressive softening at the extreme compression fiber (αεo > εo, Stage 
DE), the shear capacity of the cross section is provided only by the remaining 
part that did not experience the compressive softening 0 ≤ z ≤ c/α, because the 
part of the compression zone experiencing compressive softening cannot resist 
the shear force. The shear capacity during Stage DE is defined as follows. 
( )∫ +−−≈≈ α ατ/0 /)(c attutDE cfFFbdzzbV         Eq. (2.53) 
 
2.5.4 Evaluation of Shear Capacity and Shear Demand 
Shear failure must be examined at all locations of the potential critical sections 
because the shear capacity and shear demand vary along the beam span. The 
first potential critical section becomes the actual critical section. In general, the 
shear failure of a slender cantilever beam with shear reinforcement occurs in the 
plastic hinge region at the fixed beam end [2.17-2.19]. It points out that the 
critical section for shear failure is located in the plastic hinge zone of the beam 
end, and shear demand curve can be determined by the flexural moment of the 
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beam. The moment at the fixed end of a cantilever beam, Ma, can be defined as a 
function of the normal strain, αεo, at the extreme compression fiber of the cross 
section [2.1]. The tensile force of the reinforcing bar, Arfr in Eq. (2.54) is defined 
as Eq. (2.56). 
drra jfAM =                  Eq. (2.54) 
where [ ] [ ] cddzzdzzzj c uc ud −+= ∫∫ 00 )(/)( σσ           Eq. (2.55) 
ryr
c
urr fAdzzbfA ≤= ∫0 )(σ              Eq. (2.56) 
 





V drrad ==                  Eq. (2.57) 
 
In reinforced concrete beams with shear reinforcement, the overall shear 
capacity of the beams with shear reinforcement, Vu, is defined as the sum of the 
shear contributions of concrete, Vc, and shear reinforcement, Vs. The shear 
contribution of concrete, Vc, is obtained by Eq. (2.52) and (2.53). 
scu VVV +=                     Eq. (2.58) 
where 
)(cot cdbfV wyws −⋅= θρ               Eq. (2.59) 
where the average shear crack angle, θ, is assumed to be 45 degrees [2.20]. 
 
For the displacement, the rotation of a cantilever beam is defined as R = δ/a. 
Choi used the following relationships to evaluate the rotation of the beam.  
)3/(aR aφ=      for ya φφ ≤         Eq. (2.60) 
hyay LaR /)()3/( φφφ −+=      for ya φφ ≤        Eq. (2.61) 
where ϕy (=εy/(d-c)) is the curvature of the beam at yielding of reinforcing bars, 
and Lh is the length of the plastic hinge where is estimated as 0.5d(M/Vh) [2.21].  
 
An analytical model developed by Choi [2.1] is effective and rational tool to 
evaluate the inelastic deformation capacity of slender or intermediate beams 
subjected to cyclic or monotonic loading. The analytical model also covers bar 
buckling and bar fracture as well as flexural failure. Moreover, the proposed 
method is applicable to the concrete beams with a/d greater than 2.0 and shear 




2.6 Inelastic Deformation Capacity Prediction Method 
of RC Beam Failed in Shear after Flexural Yielding 
2.6.1 Introduction 
In shear failure after flexural yielding of reinforced concrete member, AIJ guide 
line [2.8] specifies a method using relationship between rotation angle of plastic 
hinge and effective compressive strength of concrete strut to consider the 
deterioration of shear capacity of the member after flexural yielding. However, 
its theoretical basis is ambiguous. To investigate inelastic deformation capacity 
of reinforced concrete members failing in shear after flexural yielding, 
Nakatsuka [2.4] proposed a new analytical model using the potential shear 
resistance of concrete in flexural compression zone. 
 
2.6.2 Analytical Model 
To construct a relationship between the deterioration of shear capacity and the 
shear resistance of concrete in flexural compression zone, Nakatsuka [2.4] used 
the Mohr-Columb failure criteria. The following the analytical assumptions are 
applied. 
1. Shear stress in flexural compressive zone is neglected. 
2. An effect of shear stress in neutral axis on axial stress-strain curve of 
concrete is neglected [2.22].    
 
Figure 2.12 illustrates resistance mechanism of reinforced concrete member 
subjected to shear force. As shown in Fig. 2.12, resistance mechanism of 
reinforced concrete member consists of four resistances: 1. shear resistance of 
concrete in flexural compression zone; 2. shear resistance of shear 
reinforcement; 3. interlocking of aggregate; and 4. dowel action of reinforcing 
bar. Shear resistance due to interlocking of aggregate is neglected in this study 
because an increase in shear crack width after flexural yielding leads to the 
deterioration in interlocking resistance. The effect of dowel action of reinforcing 
bar on shear resistance mechanism of reinforced concrete member is also 





Fig. 2.12 Resistance mechanism of reinforced concrete member 
 
Two shear resistance mechanisms (shear resistance of concrete in flexural 
compression zone and shear reinforcement) were considered in this study. 
Potential shear capacity of reinforced concrete member after flexural yielding 
can be expressed a sum of shear capacity of concrete in flexural compression 
zone, sVcu, and shear capacity at yield strength of shear reinforcement, sVwy as 
shown in Eq. (2.62). Valuable β in shear capacity in yield strength of shear 
reinforcement, sVwy, can be expressed as Eq. (2.65) because it is corresponded to 
the range D-xn [2.23] as shown in Fig. 2. 13. 
wyscusus VVV +=                       Eq. (2.62) 
∫= nx cucus dyybV 0 )(τ                     Eq. (2.63) 
wywswys fDbV ρνβ=                     Eq. (2.64) 
DxD n /)( −=β                       Eq. (2.65) 
0.1=sν  for 66.0≤γ                    Eq. (2.66) 
γν /66.0=s  for 66.0>γ                    Eq. (2.67) 
cwyw Ff /)(ργ =                       Eq. (2.68) 
where xn is neutral axis depth, τcu is potential shear strength, ρw is shear 




Fig. 2.13 Shear resistance of shear reinforcement 
 
In concrete subjected to axial compression force and shear force, compressive 
stress, fc, and shear stress, τc, at failure are satisfied with Mohr-Columb’s failure 
criteria [2.22]. It was assumed that the shear capacity of concrete in flexural 
compression zone is satisfied with Mohr-Columb’s failure criteria in this study. 
Figure 2.14 illustrates calculation procedure for the potential shear capacity of 
the concrete in flexural compression zone. The potential shear strength, τcu, is 
obtained as the following procedures:  
1. Estimate the strain in flexural compression fiber, εc. 
2. Based on the plane assumption, distribution of strain at critical section 
can be obtained. 
3. The stress distribution also can be obtained. The strain–stress relationship 
for the concrete subjected to compressive stress in this step is obtained 
as Eq. (2.69) and (2.70). 
4. Calculate the potential shear strength, τcu, using Mohr-Columb’s failure 
criteria shown in Eq. (2.71) where fc is the stress in flexural compression 
zone which were obtained in step 3. 
5. Calculate the potential shear capacity of the concrete in flexural 
compression zone, sVcu, as resultant force of τcu. 
6. Obtain the curvature corresponded to εc. Then, plot the relationship 
between shear capacity and curvature of reinforced concrete member as 
shown in Fig. 2.15.  
( )[ ]2/11 occ Ff εε−−=  for oεε ≤            Eq. (2.69) 
























       Eq. (2.71) 




Fig. 2.14 Calculation procedure of the potential shear capacity 
 
 
Fig. 2.15 Illustration of results obtained by proposed method for the potential 
shear capacity 
 
The analytical method proposed by Nakastuka [2.24] evaluated the relationship 
between shear capacity and inelastic deformation capacity of reinforced concrete 
member failing in shear after flexural yielding in a good accuracy. It point out 
that Nakatsuka’s model is effective method to calculate inelastic deformation 
capacity and to investigate the mechanism of deterioration of shear capacity 





In Chapter 2, previous flexural and shear analogies of reinforced / prestressed 
concrete members were introduced. The properties and problem of previous 
analogies also are described. 
 
Ichinose’s truss analogy took into account the shear contribution of compressive 
cover concrete and required bond stress of reinforcing bar. It points out that 
Ichinose’s truss analogy can be applied to reinforced concrete members which 
are subjected to axial force or with insufficient bond stress of reinforcing bars. 
However, the truss model did not make quantitative relationships between 
valuables. 
 
MCFT proposed by Vecchio and based on the stress and strain status of concrete 
and reinforcement simulated shear force-deformation relation very well. As 
upper limit condition for calculation procedures Vecchio used yield strength of 
shear reinforcement, fwy, and softened compressive strength of concrete strut, 
fc2max, respectively. However, MCFT did not take into account shear contribution 
of compressive cover concrete. Moreover, shear resistance mechanism for 
reinforced / prestressed concrete members with multiple layered reinforcing bars 
can not be investigated by MCFT. It is necessary to develop a new shear 
resistance model for reinforced / prestressed concrete with shear contribution of 
compressive cover concrete or with multiple layered reinforcing bars. 
 
Current shear design equations in ACI provision [2.7] and AIJ guideline [2.8, 
16] were introduced. Shear design equations in the ACI provision consists of 
shear contribution of concrete and shear reinforcement. The shear contribution 
of concrete in the ACI provision was empirical equations based on the 
experimental parameters affecting shear behavior of reinforced concrete member. 
Therefore, the design equations can not be applied to the member in which 
geometric or material properties are exceed to applicable coverage. An equation 
for the shear reinforcement contribution in ACI provision underestimates the 
experimental results because it is based on the conventional 45 degree angle 
truss model. Shear design equations in AIJ guide lines were based on the strut 
and truss analogies as shear contribution of concrete and shear reinforcement, 
respectively. In order to apply the equations in AIJ guide line to prestressed 
concrete member with cut-off longitudinal bar at ends of the member, further 
investigations on the effect of bond stress of PT tendons and cover concrete on 
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the shear behavior need. 
 
In order to investigate inelastic deformation capacity of reinforced concrete 
beams failing in flexure, analytical method proposed by Choi [2.1] was 
introduced. Choi used Rankine’s failure criteria to investigate stress-strain 
relationship of concrete in flexural compression zone. Based on the shear 
capacity of concrete in flexural compression zone, Choi developed the analytical 
method to investigate the deterioration of shear capacity of slender reinforced 
concrete beams. However, the model can not be applied to reinforced concrete 
beam failing in shear or short beam. Also, to apply the model to prestressed 
concrete members, further investigations need. 
 
To investigate the deterioration of shear capacity of reinforced concrete failing 
in shear after flexural yielding, Nakatsuka [2.4] proposed analytical model based 
on the Mohr-Columb’s failure criteria. To simulate deterioration of shear 
capacity after flexural yielding, Nakatsuka [2.4] used the shear resistance 
capacity of concrete in the flexural compression and shear reinforcement. 
Nakatsuka’s model is effective tool to investigate the deterioration of shear 
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3. Static Loading Test on Flexural and 
Shear Behavior of Post-tensioned 




In order to investigate shear behavior of prestressed concrete beams, two series 
of static loading tests (Test 1 and 2) using half-scale post-tensioned precast 
concrete beams have been conducted. In Test 1, shear behavior of post-tensioned 
precast concrete beams failing in shear compression (SC) and shear tension (ST) 
is conducted. In Test 2, structural behavior of diagonal tension (DT) failure of 
prestressed concrete beams is investigated. 
 
 
3.2 Test on Flexural Shear Behavior of Post - 
tensioned Precast Concrete Beams (Test 1) 
3.2.1 Design of Specimens 
To investigate flexural shear behavior of post-tensioned precast concrete beams, 
seven half-scale beams were designed. Figure 3.1 illustrates test specimens. Two 
experimental parameters were selected: shear span depth ratio, a/D, and shear 
reinforcement ratio, ρw. Table 3.1 indicates experimental parameters allocated to 
specimens. Table 3.2 shows the geometric and material properties applied to the 
specimens for the design. Fig. 3.2 illustrates the relationship of the shear 
capacity and a load-displacement curve of the specimens when flexure is 
dominant. Vertical and Horizontal axis in Fig. 3.2 represent shear force, V, and 
member rotation angle, R, defined as a ratio of relative displacement of beam, δ, 
to beam length, L. Notation (C), (S), and (Y) in Fig. 3.2 indicate expected 
flexural cracking, shear failure, and, yielding of prestressing steel, respectively. 
Flexural crack moment, Mcr, flexural yield moment, My, in Fig. 3.2 were 
 ３５
obtained by Eq. (3.1) to (3.3). Stiffness reduction factor, αy, for flexural yielding 
was obtained by Okada [3.1] and Sugano’s [3.2] model as shown in Eq. (3.4) 
and (3.5). Stiffness reduction factor after flexural yielding, α3, is defined as 
0.001 [3.2].   
ZfM pbcr =                      Eq. (3.1) 
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 Eq. (3.4) 









K cce =             Eq. (3.6) 
where fpb is stress at the extreme tension fiber of the beam section due to 
prestress, Z is section modulus (=bD2/6), and Mu is flexural strength obtained 
using stress block (k1=0.83 and k2=0.42) specified in the reference [3.3]. 
 
 




Table 3.1 Experimental parameters 
ρw (%)  
0.21 (2-S6@100) 0.42 (2-S6@100) 0.63 (2-S6@100) 
1.0 - S-10-L42 S-10-L63 
1.5 S-15-L21 S-15-L42 S-15-L63 a/D 
2.0 S-20-L21 S-20-L42 - 
 



































Note: a = shear span; D = overall depth of section; Pi = initial prestressig force; 
Py = yield force of prestressing steel; and ρw = shear reinforcement ratio. 
 
 
(a) Shear failure prior to flexural yielding (b) Shear failure after flexural yielding 
Fig. 3.2 Load-displacement relationship and shear capacity 
 
Figure 3.3 plots the load-displacement relationship and shear strength obtained 
by AIJ guide line [2.8]. The equation is specified in Eq. (2.38) to (2.41). It is 
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(c) Specimens with a/D =2.0 




3.2.2 Materials, Construction, and Test Specimens 
Table 3.3 summarizes the geometric and material properties used in the 
specimens. Beam cross sections are shown in Fig. 3.4. Fig. 3.5 to 3.7 illustrate 
the reinforcing details of the specimens. All beams were post-tensioned by 
prestressing strands (2-6×ϕ12.7, SWPR7BL), and shear reinforced with 
high-strength shear reinforcement (S6, KSS785), which were supported by 
supplementary longitudinal reinforcing bars of mild-strength steel (D10, 
SD295A). The beam cross sectional dimensions is 300×400 mm. The beam 
length was 800, 1200, or 1600 mm. A beam and stubs were assembled by 
post-tensioning through a 20 mm thick high-strength non-shrinkable mortar joint. 
Prestressing force corresponding to approximately 80% of the yield force of the 
prestressing strands was introduced. Effective prestressing force, Pe, at the time 
of testing ranged from 1093 kN to 1419 kN as shown in Table 3.4.  
 
Table 3.3 Geometric and material properties in test specimens 
Concrete Fc (MPa) Ft (MPa) Ec (GPa) 
S-10-L42, S-10-L63 57.3 - 28.9 
S-15-L21, S-15-L42, S-15-L63 62.3 3.26 30.0 
S-20-L21, S-20-L42 55.9 3.89 28.1 
Mortar at joint Fc (MPa) Ft (MPa) Ec (GPa) 
S-10-L42, S-10-L63 75.1 4.35 24.0 
S-15-L21, S-15-L42, S-15-L63 82.1 4.14 25.8 
S-20-L21, S-20-L42 83.4 3.14 30.8 
Grout for prestressing steel Fc (MPa) Ft (MPa) Ec (GPa) 
S-10-L42, S-10-L63 55.9 3.20 15.2 
S-15-L21, S-15-L42, S-15-L63 68.8 3.93 15.2 




Grade fy (MPa) εy (%) fu (MPa) Es (GPa)
S6 31.67 KSS785 984.2* - 1165 194.4 
D10 71.33 SD295A 360.9 0.20 510 178.3 
Prestressing strands Type Py (kN) Pu (kN) εuf (%) Ep (GPa)
6ϕ12.7 SWPR7BL 1069* 1188 6.0 186 
*0.2% offset 
Note: Fc and Ft = compressive and splitting tensile strengths; Ec = Young’s 
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modulus; fy and fu = yield and tensile strengths of reinforcement; εy = yield strain 
of reinforcement; Es and Ep = Young’s modulus of reinforcement and 
prestressing strand; Py and Pu = yield and tensile forces of prestressing strand; εuf 
= strain at failure of prestressing strand, respectively. 
 
Table 3.4 Effective prestressing force Pe and prestressing level η 
Specimen Pe (kN) η(=Pe/bDFc) 
S-10-L42 1204 0.175 
S-10-L63 1104 0.161 
S-15-L21 1115 0.150 
S-15-L42 1093 0.146 
S-15-L63 1178 0.158 
S-20-L21 1419 0.212 
S-20-L42 1396 0.208 
 
 




























(b) S-20-L42  
Fig. 3.7 Reinforcing details of test beam (a/D=2.0, L=1600mm) 
 
3.2.3 Loading and Measurements 
The specimen was rotated by 90 degrees and set in the loading rig as shown in 
Fig. 3.8. The loading setup consisted of a L-shape steel frame with two sets of 
hydraulic jacks of 2000 kN and 8000 kN capacity. To simulate a beam in the 
moment-resisting frame subjected to earthquake loading, the vertical jacks of 
8000 kN kept the top stub horizontal during testing. The total load of these two 
jacks was kept zero for not applying any axial load on the beam. The horizontal 
loads were applied by the 2000 kN jacks. The first loading cycle was up to R= 
1.0%, and was followed by a series of member rotation controlled cycles 
comprising two full cycles to each of the member rotation of 0.25%, 0.5%, 
0.75%, 1.0%, 2.0%, 4.0%, and 6.0%, respectively. The loading patterns are 












Fig. 3.9 Loading patterns 
 
Strain gauges were attached to some of the reinforcements (e.g. PT bars, 
longitudinal bars, and shear reinforcements) as shown in Fig. 3.10. The strain 
gauges were attached at two sides of the single reinforcement. All 
instrumentation was monitored and recorded continuously throughout testing. 
Flexural and shear deformations of the beam were measured by the linear 
displacement transducers attached on the beam, which was divided into six to 
ten segments as shown in Fig. 3.11. 
 
 
(a) Specimens with a/D=1.0 
Fig. 3.10 Position of strain gauges attached on the reinforcements 
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(b) Specimens with a/d=1.5 
 
(c) Specimens with a/D=2.0 
Fig. 3.10 Position of strain gauges attached on the reinforcements 
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(a) Specimens with a/D=1.0           (b) with a/D=1.5 
 
(c) Specimens with a/D=2.0 
Fig. 3.11 Setup of linear displacement transducers 
 
3.2.4 Test Results 
Load-displacement relationships and crack patterns 
Figure 3.12 shows beam shear force, V, -drift angle, R, relations. The shear force, 
V, is obtained as Eq. (3.37) and (3.38) considering horizontal force of leaned 
vertical hydraulic jacks. The drift angle, R is defined as a ratio of relative 
displacement of beam to its length (=δexp/L). The horizontal dashed lines 
 ４８
represent shear force, Vf, at flexural strength, Mf, which is theoretically obtained 
using the ACI 318 concrete stress block, the ultimate concrete strain of 0.3%, 
and plane section assumption. Symbols ○, ●, ∆, □, and ◊ in Fig. 3.12 represent 
first flexural cracking, first shear cracking, peak load, yielding of prestressing 
strand, and yielding of shear reinforcement, respectively. 
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exptan
δθ =    Eq. (3.38) 
where Vtop and Vbottom are shear force by two jacks, Ns and Nn are axial force by 
two vertical jacks, Nsx and Nnx are lateral force by two vertical jacks, tanθ is 
rotation angle of vertical jacks, δexp is lateral displacement of specimens, and H 
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Fig. 3.12 Shear force, V – drift angle, R, relations 
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Table 3.5 summarizes the test results. In Table 3.5, Vcr_f is shear force at flexural 
cracking, Vexp is peak load, and Rexp is beam drift angle at peak load, respectively. 
Figure 3.13 shows crack patterns of beams for difference of drift angle of 0.25% 
to 6.0%. Seven failure modes, shear tension failure (ST), shear compression 
failure (SC), diagonal tension failure (DT), flexural shear compression failure 
(FSC), bond failure (B), flexural failure (F), and shear failure after flexural 
yielding (FS), are used in this study. Moreover, the shear failure can be further 
categorized by its definition as follows: 
1. Shear tension failure (ST): Tensile stress of shear reinforcement develops 
due to initiation of shear crack, and it reaches its yield strength at 
ultimate state. 
2. Shear compression failure (SC): Tensile stress of shear reinforcement 
develops due to initiation of shear crack. Compressive principle stress in 
diagonally cracked concrete reaches its compressive strength and 
crushes prior to yielding of shear reinforcement. 
3. Diagonal tension failure (DT): Rapid decay of load carrying the shear 
capacity of beam due to excessive open of shear crack immediately after 
initiation of the crack. 
4. Bond failure (B): Deterioration of shear resistance of beam due to bond 
failure of longitudinal bars or PT tendons. 
5. Flexural shear compression failure (FSC): Decay of load carrying the 
capacity of a member due to deterioration of shear capacity of the 
concrete at flexural compression zone.   
 
Table 3.5 Summary of test results 
Vcr_f (kN) Vexp (kN) Rexp (kN Specimen Failure mode 
+ - + - + - 
S-10-L42 S(FSC) 510.9 -428.0 706.4 -658.6 1.79 -1.92 
S-10-L63 FS 470.6 -461.0 721.6 -761.5 3.48 -1.98 
S-15-L21 S(DT) 279.3 -293.1 515.7 -502.9 1.79 -1.00 
S-15-L42 F 219.0 -208.2 511.8 -507.8 1.96 -1.87 
S-15-L63 F 212.0 -201.7 536.0 -525.3 1.85 -1.88 
S-20-L21 FS 176.8 -184.9 386.1 -387.4 1.74 -1.82 
S-20-L42 F 183.9 -154.9 385.9 -386.4 1.76 -1.92 
Note: S is shear failure, FS is shear failure after flexural yielding, F is flexural 
failure, FSC is flexural shear compression failure, and DT is diagonal tension 
failure, respectively.  
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All specimens except S-15-L63 and S-20-L42 had been designed to fail in shear 
prior to yielding of prestressing steel. However, only two of them (S-10-L42 and 
S-15-L21) failed as designed. The reason for this is that Eq. (2.43) to (2.47) 
which were used for design of the specimens underestimated their shear 
capacities. The equations have been used in practice for design of ordinary 
reinforced concrete members. It is useful because shear capacity deterioration 
with increasing inelastic deformation is included. However beneficial effect of 
prestress on shear resistance is not taken into consideration in the equations.  
 
       
  0.25%   0.5%    0.75%   1.0%    2.0%     4.0%     6.0% 
(a) S-10-L42 
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(b) S-10-L63 
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(c) S-15-L21 
Fig. 3.13 Crack patterns 
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(d) S-15-L42 
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(e) S-15-L63 
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Fig. 3.13 Crack patterns 
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  0.25%    0.5%     0.75%     1.0%     2.0%      4.0%     6.0% 
(g) S-20-L42 
Fig. 3.13 Crack patterns 
 
As shown in Fig. 3.12 to 3.13, flexural cracks in all beams were initiated in 
R=0.1%. In S-10-L42, shear crack was initiated at R=0.1% and propagated until 
peak load of R=2.0%. Shear reinforcement did not yield, and the load carrying 
the shear capacity of beam decayed due to crushing of concrete at flexural 
compression zone at R=2.0%. The failure mode of S-10-L42 is judged as FSC 
(flexural shear compression failure). 
 
In S-10-L63, shear cracks were propagated after its initiation at R=0.25%. No 
significant deterioration of the load carrying the shear capacity is until R=2.7% 
in which prestressing steel yielded. The load decayed after R=4.0%. It is judged 
as FS (shear failure after flexural yielding). 
 
Specimens with a/D=1.5 except S-15-L21 failed in flexure (F). Gap opening at 
joints occurred at R=0.25%. The load carrying the shear capacity in S-15-L21 
rapidly dropped immediately after initiation of primary shear crack. It is because 
of deterioration of interlock resistance on shear crack due to the excessive 
opening of the crack. S-15-L21 is judged that it failed in diagonal tension (DT). 
 
In S-15-L42 and S-15-L63, gap of joint at ends of beam opened at R=0.1%, and 
prestressing steel yielded at R=2.0 and 1.8%, respectively. No deterioration of 
the load carrying the shear capacity of beams is while shear crack propagated 
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until R=6.0%. They failed in flexure (F). 
 
In S-20-L21, the prestressing steel yielded immediately after the peak load of 
R=1.8%. At R=3.8%, flexural shear crack was initiated, and significant decay of 
the load occurred. It is judged as shear failure after flexural yielding (FS). 
 
In S-20-L42, no significant deterioration of the load in S-20-L42 was until 
prestressing steel yielded at the peak load of R=1.8%. It is judged as flexure 
failure (F). 
 
Decomposition of flexural and shear deformation 
To investigate the distribution of flexural and shear deformation in the beams, 
the flexural and shear deformation was obtained based on the displacement 
measured by the linear displacement transducers attached on the beam as shown 
in Fig. 3.11. Fig. 3.14 illustrates the relative displacement of the linear 
displacement transducers in decomposed flexural and shear deformation. It is 
noted that the relative displacements are δi1, δi2, δi3, and δi4 in Fig. 3.14 are 
vertical and diagonal displacement measured by linear displacement transducers. 




















LL δδααγ −+=+=      Eq. (3.39) 
As shown in Fig. 3.14, the relative displacement in area i and in area i+1 due to 
flexural deformation in area i can be obtained as Eq. (3.40) and (3.41). Therefore, 
relative displacement in a beam due to flexural deformation, δf, is derived as Eq. 
(3.42). The relative displacement due to shear deformation, δs, is expressed as 
Eq. (3.43). Total relative displacement due to flexural and shear deformation, 







i φφ == ∫  for area i            Eq. (3.40) 











































iis Lγδ        Eq. (3.43) 




Fig. 3.14 Decomposition of flexural and shear deformation 
 
Figure 3.15 illustrates distribution of a ratio of decomposed deformations to total 
deformation, δdcp /δexp. The decomposed deformation consists of flexural and 
shear deformation. In specimens with a/D=1.0, a ratio of shear deformation to 
total deformation of S-10-L42 was larger than that of S10-L63. It can be seen 
that amount of shear reinforcement (ρw) significantly affected shear deformation 
of beam. A ratio of flexural deformation to total deformation in specimens with 
a/D=2.0 (S-20-L21 and S-20-L42) gradually increased while that in specimens 
with a/D=1.0 (S-10-L42 and S-10-L63) did not. It points out that flexural 
deformation is dominant in large shear span ratio beams. It is noted that 
decomposed total deformation, δdcp, in large drift angle was not coincided with 
measured lateral displacement, δexp, well. It is necessary to develop the 
measurement method of flexural and shear deformation which can evaluate 
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(d) S-15-L42  
















































Fig. 3.15 Distribution of δdcp/δexp for a difference of drift angle, R 
 
Tensile stress distribution 
(1) PT tendon 
Figure 3.16 illustrates the stress distribution of PT tendons in test specimens for 
difference of drift angle, R: (a) S-10-L42; (b) S-10-L63; (c) S-15-L21; (d) 
S-15-L42; (e) S-15-L63; (f) S-20-L21; and (g) S-20-L42. The horizontal dashed 
lines represent yield strength of prestressing strands, fpy. Upper and lower graphs 
in each specimen plot the distribution of tensile stress of prestressing strands in 
upper and lower side, respectively. In Fig. 3.16, compression and tension fiber at 
critical section in positive loading direction also indicated as `Compression side` 
and `Tension side`, respectively. 
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As shown in Fig. 3.16, tensile stress of PT tendon concentrates in gap joints. It 
point out that flexural deformation concentrates within selected discrete regions 
of the member, typical referred to plastic hinge or gap joints in precast concrete 
members. In flexural compression zone at critical section, tensile stress of 
prestressing strands kept its initial prestress. It is because most compression 
resultant force is resisted by concrete while prestressing strands does not 
significantly resist against compression force. 
 
(a) S-10-L42 














Fig. 3.16 Distribution of tensile stress of prestressing strands 
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(f) S-20-L21  
 
(g) S-20-L42 
Fig. 3.16 Distribution of tensile stress of prestressing strands 
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(2) Non-prestressed longitudinal bar 
Figure 3.17 illustrates the stress distribution of non-prestressed longitudinal bars 
in test specimens in a same manner with Fig. 3.16: (a) S-10-L42; (b) S-10-L63; 
(c) S-15-L21; (d) S-15-L42; (e) S-15-L63; (f) S-20-L21; and (g) S-20-L42. 
Compressive yield strength of longitudinal bar, fry, is also represented in Fig. 
3.17. As shown in Fig. 3.17, non-prestressed longitudinal bars in flexural 
compression zone reached their yield strength while those in flexural tension 
zone did not. It is because tensile force of the longitudinal bar is hardly 
transferred to anchorage zones due to discontinuity of longitudinal reinforcing 
bars. It point out that bond stress of non-prestressed longitudinal bars due to 
tensile force does not significantly develop and then, shear resistance by the 








(b) S-10-L63  
 
(c) S-15-L21 
Fig. 3.17 Distribution of tensile stress of non-prestressed longitudinal bars 
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(d) S-15-L42  
  
(e) S-15-L63 
Fig. 3.17 Distribution of tensile stress of non-prestressed longitudinal bars 
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(f) S-20-L21  
 
(g) S-20-L42 
Fig. 3.17 Distribution of tensile stress of non-prestressed longitudinal bars 
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(3) Shear reinforcement 
Figure 3.18 illustrates the tensile stress distribution of shear reinforcements in 
test specimens: (a) S-10-L42; (b) S-10-L63; (c) S-15-L21; (d) S-15-L42; (e) 
S-15-L63; (f) S-20-L21; and (g) S-20-L42. Tensile yield strength of shear 
reinforcement, fwy, is indicated in the figure. As shown in Fig. 3.18, no shear 
reinforcement yield in all specimens. In specimens failed in shear (S-10-L42 and 
S-15-L21) and shear after flexural yielding (S-10-L63 and S-20-L21), tensile 
stress of shear reinforcement at mid-span was larger than that at both ends of 
beam. It points out that shear strain at mid-span of the beam is the largest, then 
concrete strut subjected to uniaxial stress exists at both ends of the 






Fig. 3.18 Distribution of tensile stress of shear reinforcement 
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Fig. 3.18 Distribution of tensile stress of shear reinforcement 
 
Residual ratio of tensile force of PT tendon 
Figure 3.19 plots relationshop between the ratio of residual tensile force of PT 
tendon to effective prestressing force, P/Pe and drift angle, R. Vertical and 
horizontal axis in Fig. 3.19 represent P/Pe and R, respectively. The residual 
tensile forces of PT tendon, P, are obtained by measured tensile strain of PT 
tendon in top and bottom joints (PCL_T and PCL_B for prestressing strands in 
left side, and PCR_T and PCR_B for prestresiing strands in right side). Py in Fig. 
3.19 indicates yield force of prestressing strands. As shown in Fig. 3.19, P/Pe, in 
all specimens increase until peak load (R=2.0% cycle). It can be seen that the 
bond stress of prestressing strands is large enough to transfer tensile stress. In 
S-10-L42, S-10-L63, S-15-L21, and S-15-L42, P/Pe decreases after R=4.0% 
 ６８
cycle. It is because an increase in compressive axial strain due to crushing of 
concrete in flexural compression zone leads to the decrease in effective 
prestressing force of prestressing strands. 
  























Fig. 3.19 Residual ratio of tensile force of PT tendon 





























































(1) PT tendon 
Figure 3.20 plots the distribution of bond stress of PT tendons. Upper and lower 
graphs of each specimen plot the distribution of bond stress of prestressing 
strands in upper and lower side, respectively. Horizontal dashed lines represent 
bond strength of prestressing strand, τmax. For bond strength of prestressing 
strand, τmax, it is assumed as 4 MPa referred to analytical bond strength 
equations [3.4-3.6] as shown in Table. 3.5. As shown in Fig. 3.20, the bond 
stress of prestressing strands in S-10-L63, S-15-L42, and S-15-L63 reached their 
bond strength. However, the bond stress of prestressing strands in the specimens 
did not significantly affect the shear strength. Moreover, there is negative bond 
stress in region A of all specimens as shown in Fig. 3.20. It is because tensile 
stress of prestressing strands at gap joints (region A in Fig. 3.20) is larger than 
the tensile stress at region B and C in Fig. 3.20. It is closely related to the 
deformation behavior of precast concrete member.   
 
Table 3.5 Analytical bond strength [3.4-3.6] 
Reference Analytical bond strength Equation 
[3.4] 2.0 to 4.5  
[3.5] 4.5 to 4.9 gF602.0max =τ  






















Fig. 3.20 Distribution of bond stress of PT tendon 
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(2) Non-prestressed longitudinal bar 
Figure 3.21 plots the distribution of bond stress of non-prestressed longitudinal 
bars. The bond strength of longitudinal bar, τmax, was obtained as shown in Table 
3.6 referred to reference [3.7]. As shown in Fig. 3.21, no shear reinforcements in 
all specimens reached their bond strength. The bond stress of longitudinal bars 
hardly developed until peak load (R=2.0% cycle). It is coincided with Yoshida`s 
test results [3.8] that the bond stress of cut-off longitudinal bars in precast 
concrete members does not increase.   
 
Table 3.6 Analytical bond strength [3.7] 
































Fig. 3.21 Distribution of bond stress of non-prestressed longitudinal bar 
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Shear crack width 
To investigate the behavior of shear crack, the width of shear crack had been 
measured by linear displacement transducer attached on the surface shown in 
Fig. 3.22. The width of shear crack was continuously monitored. Fig. 3.23 plots 
relationship shear force and observed shear crack width in S-10-L42, S-10-L63, 
S-15-L21, and S-15-L42. As shown in Fig. 3.23, shear crack width in specimen 
failed in DT (S-15-L21) rapidly increases immediately after initiation of primary 
shear cracking (●). In other failure mode, shear crack width gradually develops 
until peak load. It points out that primary opening of shear crack in member 
failing in diagonal tension leads to shear failure. Therefore, quantification of 
relationship between opening of primary shear crack and shear resistance needs 
for investigation of shear failure mechanism which can apply to diagonal tension 
(DT) failure as well as shear tension (ST), shear compression (SC), or flexural 
shear compression (FSC).   
 
 







































































(c) S-15-L21 (DT)                 (d) S-15-L42 (F) 
Fig. 3.23 Relationship between shear force and observed shear crack width 
 
 
3.3 Test on Diagonal Tension Failure of 
Post-tensioned Precast Concrete Beams (Test 2) 
3.3.1 Design of Specimens 
To investigate structural behavior of prestressed concrete beams failing in 
diagonal tension, four half-scale beams were designed. Design of the specimens 
had been conducted with similar manner with test 1 in section 3.2. Two 
experimental parameters were selected: shear span depth ratio, a/D, and shear 
reinforcement ratio, ρw. Table 3.7 indicates experimental parameters allocated to 
specimens. Table 3.8 shows the geometric and material properties applied to the 
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specimens for design. Load-displacement relationship when flexure is dominant 
for design of specimens was obtained in a same manner with test 1 in section 3.2. 
Equation (3.1) to (3.6) were used for flexural crack moment, Mcr, flexural yield 
moment, My, Stiffness reduction factor, αy, and member rotation angle at 
yielding of prestressing steel, Ry, respectively. Stiffness reduction factor after 
flexural yielding, α3, is defined as 0.001 [3.2].  
 
Table 3.7 Experimental parameters 
ρw (%)  
0.00 (-) 0.10 (2-S6@200) 0.21 (2-S6@100) 
1.0 - S-10-L10 S-10-L21 
a/D 
1.5 S-15-L00 S-15-L10 - 
 






























Note: a = shear span; D = overall depth of section; Pi = initial prestressig force; 
Py = yield force of prestressing steel; and ρw = shear reinforcement ratio. 
 
Table 3.9 Ratio of shear strength and flexural yielding strength, Vu/Vy 
 My (kN·m) Vy (kN) Vu (kN) Vu/Vy 








Note: My is bending moment at yielding of prestressing steel, Vy is shear force at 
yielding of prestressing steel (=My/a), a is shear span, and Vu is shear strength by 
AIJ standard [2.16]. 
 
Table 3.9 indicates ratio of shear strength and flexural yielding strength, Vu/Vy. 
The shear strength, Vu, was obtained by AIJ standard for PC members [2.16]. 
The equations are specified in (2.43) to (2.47). To evaluate expected shear 
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strength of post-tensioned precast concrete beams, distance between prestressing 
steel in compression and tension side, jp, was applied to jo in Eq. (2.43). 
Moreover, upper limit for yield strength of shear reinforcement (fwy≤295 MPa) is 
neglected for the design of the specimens. It is expected that two specimens 
(S-10-L10 and S-10-L21) fail in shear prior to flexural yielding.  
 
3.3.2 Materials, Construction, and Test Specimens 
Table 3.10 summarizes the geometric and material properties used in the 
specimens. Beam cross sections are shown in Fig. 3.24. Fig. 3.25 to 3.26 
illustrate the reinforcing details of the specimens. All beams were post-tensioned 
by prestressing strands (2-12×ϕ12.7, SWPR7BL), and shear reinforced with 
high-strength shear reinforcement (S6, KSS785), which were supported by 
supplementary longitudinal reinforcing bars of mild-strength steel (D10, 
SD295A). The beam cross sectional dimensions is 300×600 mm. The beam 
length was 1200 or 1800 mm. A beam and stubs were assembled by 
post-tensioning through a 20 mm thick high-strength non-shrinkable mortar joint. 
Prestressing force corresponding to approximately 70% of the yield force of the 
prestressing strands was introduced. Effective prestressing force, Pe, at the time 
of testing ranged from 2580 kN to 2650 kN as shown in Table 3.11.  
 
Table 3.10 Geometric and material properties in test specimens 
Concrete Fc (MPa) Ft (MPa) Ec (GPa) 
S-10-L10, S-10-L21, S15-L00, S-15-L10 65.2 3.21 36.8 
Mortar at joint Fc (MPa) Ft (MPa) Ec (GPa) 
S-10-L10, S-10-L21, S15-L00, S-15-L10 63.9 4.47 23.8 
Grout for prestressing steel Fc (MPa) Ft (MPa) Ec (GPa) 
S-10-L10, S-10-L21, S15-L00, S-15-L10 53.9 1.38 14.8 
Reinforcements As (mm) Grade fy (MPa) εy (%) fu (MPa) Es (GPa)
S6 31.67 KSS785 1006* 0.698 1183 202 
D10 71.33 SD295A 381 0.202 533 183 
Prestressing strands Type Py (kN) Pu (kN) δu(%) Ep (GPa)
12ϕ12.7 SWPR7BL 2088* 2316 2.3 195 
Note: *0.2% offset, Fc and Ft = compressive and splitting tensile strengths; Ec = 
Young’s modulus; fy and fu = yield and tensile strengths of reinforcement; εy = 
yield strain of reinforcement; Es and Ep = Young’s modulus of reinforcement and 




Table 3.11 Effective prestressing force Pe and prestressing level η 
Specimen Pe (kN) η(=Pe/bDFc) 
S-10-L10 2650 0.226 
S-10-L21 2580 0.219 
S-15-L00 2640 0.225 
S-15-L10 2640 0.225 
 
 
















Fig. 3.26 Reinforcing details of test beam (a/D=1.5, L=1800mm) 
 
3.3.3 Loading and Measurements 
The loading and measurements also had been conducted in similar manner with 
the test 1 in section 3.2.3. The loading setup and loading patterns which are 
same with those of test 1 in section 3.2.3 were used as shown in Fig. 3.8 to 3.9.  
 
Strain gauges were attached to some of the reinforcements (e.g. PT bars, 
longitudinal bars, and shear reinforcements). These strain gauges were placed as 
shown in Fig. 3.27. Fig. 3.28 illustrates the setup of linear displacement 




(a) Specimens with a/D=1.0 
 
(b) Specimens with a/d=1.5 
Fig. 3.27 Position of strain gauges attached on the reinforcements 
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(a) Specimens with a/D=1.0           (b) with a/D=1.5 
Fig. 3.28 Setup of linear displacement transducers 
 
3.3.4 Test Results 
Load-displacement relationships and crack patterns 
Figure 3.29 shows beam shear force, V, -drift angle, R, relations. The shear force, 
V, is obtained as Eq. (3.37) and (3.38) considering horizontal force of leaned 
vertical hydraulic jacks. In a same manner with the test in section 3.2, the drift 
angle, R is defined as a ratio of relative displacement of beam to its length 
(=δexp/L). The horizontal dashed lines represent shear force, Vf, obtained by Eq. 
(2.43) to (2.47) which were used for the design of the specimens [2.16]. 
Symbols ○, ●, ∆, and ◊ in Fig. 3.29 represent first flexural cracking, first shear 








-1 0 1 2








-1 0 1 2









-1 0 1 2








-1 0 1 2




Fig. 3.29 Shear force, V – drift angle, R, relations 
 
Table 3.12 summarizes the test results. In Table 3.12, Vcr is shear force at shear 
cracking, Vexp is peak load, and Rexp is beam drift angle at peak load, respectively. 
Fig. 3.30 shows crack patterns of beams from beam drift angle of 0.25% to shear 
failure. Fig. 3.31 plots relationships among observed drift angle, R, shear force, 
V, and tensile stress of shear reinforcement in shear reinforced specimens, 
S-10-L10, S-10-L21, and S-15-L10. Straight lines, solid circles, and open 
squares in Fig. 3. 31 indicate envelop curve for shear force, V, tensile stress in 
shear reinforcement, fws, and peak load. Tensile stress, fws, in Fig. 3.31 is 
obtained by measured strain of shear reinforcement which across the crack.  
 
Table 3.12 Summary of test results 
Vcr (kN) Vexp (kN) Rexp (kN Specimen Failure mode 
+ - + - + - 
S-10-L10 S (DT) 1006 - 1006 -848 0.576 -0.249
S-10-L21 S (ST) 913 -774 1054 -934 0.472 -0.502
S-15-L00 S (DT) 803 - 803 -640 0.378 -0.252
S-15-L10 S (DT) 871 - 884 -877 0.753 -0.736








(c) S-15-L00  
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0.5 1.0 1.5 2.0 2.5
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Initiation of primary 
shear crack
 
Fig. 3.31 Relationship among shear force, V, drift angle, R, and tensile stress of 
shear reinforcement, fws 
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As shown in Fig. 3.29 to 3.31, all specimens failed in shear. In particular, three 
of four specimens failed in diagonal tension (DT). For definition of failure mode, 
refer to section 3.2.4. In S-10-L10, flexural cracks was initiated in R=0.10%. At 
R=0.58%, beam failed in shear immediately after initiation of primary shear 
crack. The failure mode is judged as diagonal tension failure (DT) because 
initiation of primary web shear crack leads to rapid decay of load carrying the 
shear capacity of the beam. Until shear failure, tensile stress of longitudinal bars, 
prestressing steel, and shear reinforcement did not reached their yield strength.  
 
In S-10-L21, tensile stress of shear reinforcement were gradually propagated 
after initiation of primary shear crack at R=0.25%. Non-prestressed longitudinal 
bar in compression zone yielded at same time. Initiation of primary shear crack 
did not affect the deterioration of the load carrying the shear capacity. Yielding 
of shear reinforcement at R=0.72% leads to decay of load carrying the shear 
capacity. The failure mode of S-10-L21 is judged as shear tension failure (ST). 
 
In S-15-L00, the load carrying the shear capacity in S-15-L00 rapidly dropped 
immediately after initiation of primary shear crack. It is because of excessive 
opening of shear crack without shear reinforcement. S-15-L00 is judged that it 
failed in diagonal tension (DT). 
 
In S-15-L10, gap joint opened at R=0.10%. Inclined flexural crack (flexural 
shear crack) was initiated at R=0.75%. The load carrying the shear capacity of 
beam rapidly dropped immediately after initiation of web shear crack at 
R=0.83%. Shear reinforcement did not yield until shear failure. It is judged that 
S-15-L10 failed in diagonal tension (DT). 
 
As shown in Fig. 3.31, tensile stress of shear reinforcement, fws, in the specimens 
which failed in DT rapidly increased with initiation of primary shear crack. 
Excessive opening of shear crack leads to shear failure of beam due to 
deterioration of interlock resistance. On the other hand, fws in S-10-L21 which 
failed in shear tension (ST) continuously increased without decay of load 
carrying capacity until shear reinforcement yielded. In general, shear 
reinforcement controls crack opening and width. An increase in energy release 
rate at the initiation of primary shear crack leads to significant opening of shear 
crack. Shear capacity rapidly drops by sliding along shear crack if aggregate 
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interlocking resistance deteriorates. This tendency was prominent in S-10-L10, 
S-15-L00, and S-15-L10, with small amount of shear reinforcement because low 
amount of shear reinforcement (ρw = 0.0 or 0.1%) could not significantly control 
opening of cracks. 
 
Based on the experimental results above, it can be seen that the first web-shear 
cracking load in the specimens which failed in DT represented the ultimate shear 
strength.  
 
Tensile stress distribution 
(1) PT tendon 
Figure 3.32 plots the stress distribution of PT tendons in test specimens for 
difference of drift angle: (a) S-10-L10; (b) S-10-L21; (c) S-15-L00; and (d) 
S-15-L10. Tensile yield strength of prestressing strand, fpy, is also indicated in 
Fig. 3.32. In a same manner with Fig. 3.16, upper and lower graphs in Fig. 3.32 
plot the distribution of tensile stress of prestressing strands in upper and lower 
side, respectively. As shown in Fig. 3.32, no prestressing strands yield in all 
specimens. Increasing of tensile stress of prestressing strands at flexural tension 
zone of critical section is prominent. Tensile stress in flexural compression zone 
of critical zone does not significantly decrease during increasing of drift angle. It 
is because prestressing strand can not effectively resist against compression 
resultant force. However, small tensile stress of prestressing strand decreases in 
S-10-L21 and S-15-L10. It is because of loss of prestressing force of the tendon. 
An initiation of compressive crack or crushing of concrete leads to increasing of 













Fig. 3.32 Tensile stress distribution of PT tendon 
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(2) Non-prestressed longitudinal bars 
Figure 3.33 illustrates the stress distribution of non-prestressed longitudinal bars 
in test specimens in a same manner with Fig. 3.17: (a) S-10-L10; (b) S-10-L21; 
(c) S-15-L00; and (d) S-15-L10. Compressive yield strength of longitudinal bar, 
fry, is also represented in Fig. 3.33. As shown in Fig. 3.33, non-prestressed 
longitudinal bars in flexural compression zone of all specimens except S-10-L10 
reach their yield strength while those in flexural tension zone did not. It is 
because tensile force of the longitudinal bar is hardly transferred to anchorage 















Fig. 3.33 Stress distribution of non-prestressed longitudinal bar 
 
(3) Shear reinforcement 
Figure 3.34 plots the tensile stress distribution of shear reinforcements in shear 
reinforced specimens: (a) S-10-L10; (b) S-10-L21; and (c) S-15-L10. Tensile 
yield strength of shear reinforcement, fwy, is indicated in the figure. As shown in 
Fig. 3.34, tensile stress of shear reinforcement at mid-span in specimens failed 
in diagonal tension (S-10-L10 and S-15-L10) did not develop until shear failure 
(R=0.5% cycle for S-10-L10, R=0.75% cycle for S-15-L10). It is corresponded 
to previous research on diagonal tension failure of reinforced concrete beams 
[3.9-3.11]. It points out that shear reinforcement does not significantly 
contribute for shear resistance of beam failing in diagonal tension. In S-10-L21, 
the tensile stress of shear reinforcement gradually increase after initiation of 
primary shear crack at R=0.5% cycle. Therefore, the conventional shear design 
models [2.7-2.8, 2.16] in which yield strength of shear reinforcement is 
specified need to be modified. Further, it is necessary to develop the analytical 
model for diagonal tension failure of reinforced / prestressed concrete beam in 
which failure mechanism of diagonal tension failure is considered. It will be 












(1) PT tendon 
Figure 3.35 plots the distribution of bond stress of PT tendons. Upper and lower 
graphs of each specimen plot the distribution of bond stress of prestressing 
strands in upper and lower side, respectively. Horizontal dashed lines represent 
bond strength of prestressing strand, τmax. For bond strength of prestressing 
strand, τmax, it is assumed as 4 MPa referred to analytical bond strength 
equations [3.4-3.6] as shown in Table. 3.5. As shown in Fig. 3.35, no bond 
stresses of prestressing strands significantly develop and reach their bond 
strength. It points out that bond stress of PT tendon does not significantly affect 















Fig. 3.35 Distribution of bond stress of PT tendon 
 
(2) Non-prestressed longitudinal bar 
Figure 3.36 plots the distribution of bond stress of non-prestressed longitudinal 
bars. The bond strength of longitudinal bar, τmax, was obtained as shown in Table 
3.13 referred to reference [3.7]. As shown in Fig. 3.36, bond stresses in beams 
failing in diagonal tension (S-10-L10, S-15-L00, and S-15-L10) hardly develop. 
It points out that a effect of bond stress of longitudinal bar on diagonal tension 
failure is negligible. On the other hand, bond stress of longitudinal bar in shear 
tension failed beam (S-10-L21) developed even though it does not reach its bond 
strength. 
 
Table 3.13 Analytical bond strength [3.7] 




















3.4 Shear Strength and Shear Failure Mechanism of 
Prestressed Concrete Members  
3.4.1 Experimental Data Used for The Verification 
To investigate the applicability of conventional shear analogy to precast / 
prestressed concrete members, analytical shear cracking and failure strengths by 
the current shear strength equations are compared to experimental ones.  
 
One hundred three experimental data from previous researches on shear 
behavior of prestressed / precast concrete members [2.9-2.10, 2.13-2.14, 
3.12-3.19] and from this study are used. Table 3.14 shows geometrical and 
material properties of specimens used in the verification. Experimental shear 
cracking and failure strength, Vexp_cr and Vexp, in this study is defined as load 
carrying the shear capacity of member at primary shear cracking and at peak. 
Fig. 3.37 plots range of parameters and the distribution of specimens for the 
verification: (a) compressive strength of concrete; (b) shear span ratio; (c) yield 
strength of shear reinforcement; (d) shear reinforcement ratio; (e) prestressing 
and axial force level (=(Pe+N)/(bDFc)); (f) failure mode; (g) prestressing steel 
and structural type. S, B, and F in Fig. 3.37 (f) indicate shear, bond, and flexural 
failure, respectively. The definition of shear failure modes, S (ST), S (DT), S 
(SC), and S (FSC) follow those in section 3.2.4. S(C), R(C), and D(C) in Fig. 
3.37 (g) indicate prestressing strand, round, and deformed PT bar in cast-in-situ 
prestressed concrete member, respectively. The prestressing steel, round, and 
deformed PT bar in precast prestressed concrete member are indicated as S(P), 














































































(e) Prestressing and axial force level          (f) Failure mode 









Prestressing steel and structural type






(g) Prestressing steel and structural type 
Fig. 3.37 Range of parameters of specimens for the verification 
 
Fig. 3.38 illustrates shear resistance mechanism due to shear reinforcement 
(truss mechanism) for cast-in-situ and precast prestressed concrete beam, 
respectively. Shear resistance mechanism of shear reinforcement (Truss 
mechanism) in cast-in-situ system exists between non-prstressed longitudinal 
bars in compression and tension because tensile force of non-prestressed 
longitudinal bar at the ends of member is transferred to anchorage zone as 
shown in Fig. 3.38. On the other hand, the truss mechanism in precast system 
with cut-off longitudinal bars significantly distributes between prestressing steel 
in compression and tension as shown in Fig. 3.38. This is because tensile force 
of non-prestressed longitudinal bars in precast system is hardly transferred to 
anchorage zone due to discontinuity of the longitudinal bars at the gap joint. To 
resolve this problem, Yuasa [2.15] proposed simplified analytical methodology 
in which distance between  both tensile and compressive reinforcements 
varies depending on structural type and bond properties of prestressing tendons 
as follows: 
1. In cast-in-situ system, distance between both compressive and tensile 
reinforcements, jo, is defined as distance between both non-prestressed 
longitudinal bars in compression and tension, jr, regardless of bond 
properties of prestressing steel. 
2. In precast system, jo varies depending on type of prestressing steel: 
   2.1- In the precast system with deformed PT bars or prestressing strands, 
jo is defined as distance between both prestressing steel in 
compression and tension, jp. 
   2.2- In the precast system with round PT tendons, jo is defined as zero. 
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(a) Structural type             (b) Truss mechanism 





































1 B1/3-0.1 71.6 2 0.28 B 810.1 
2 B1/2-0.1 57.8  
355 2 355 0.89 355 1193
0.49 B 883.2 
3 B1/2-0.1t 4 4 1.18 
415.5



















1177 0.48 B 811.7 
6 R-15-L32 3 3 0.32 0.27 B 1203 
7 R-15-L63 4 4 0.63 988 0.20 F 1185 
8 R-15-H32 3 3 0.32 0.26 B 1163 
9 R-15-H63 4 4 0.63 1435
R(P) 530.9
0.20 F 1186 












0.21 F 1230 
12 S-PW0 58.2 S(DT) 239.0 
13 S-PW04 58.4
31.7 0.45 381.0 0.126
B 279.0 [2.13] 
14 S-PW12 56.8 71.3 1.14 381.0
4 227.1 185 1804
0.130 S(FSC) 316.0 
15 S-JP00-PW12 62.8 71.3 1.14 381.0 0.117 F 271.0 




2 199 386 2 199 386.0
71.3 1.14 381.0
S(P) 
4 227.1 162 1735
0.123 F 307.0 
18 S-SR1-PW04 1.0 59.4 31 0.4 331.0 0.124 S(SC) 259.0 
19 S-SR1-PW12  59.6 71.3 1.14 366.0 0.123 B 328.0 





2 199 328 2 199 328.0
71.3 1.14 366.0
S(P) 4 227.1 185 1761
0.120 F 240.0 
22 NA-PW0 0 0 - 0 0 - R(P) 415.5 1115 S(DT) 227.0 
23 A-PW0 0 0 - S(DT) 184.0 















Table 3.14 Geometricaland material properties of specimens used for the verification 
Longitudinal bar 
Tensile Compressive
Shear reinforcement Prestressing steel Failure 
mode 
Vexp 
(kN) Ref. No. Specimen a/D 
Fc 
(MPa)
n Art fry n Arc fry Aw ρw fwy Type n Ap dp fpy ηpe+N   
26 LD2PW04φ13 132.7 1107 0.087 S(DT) 158.8 
27 LD2PW04φ17 227.0 1198 0.173 S(DT) 200.9 
28 LD2PW04φ23 
42.7 0.42 
415.5 1158 0.317 S(DT) 198.5 
29 LD2PW02φ13 132.7 1107 0.088 S(DT) 149.1 






145.5 1158 0.320 S(DT) 190.5 
32 LD2PW00φ13 - 132.7 1107 0.081 S(DT) 171.3 
33 LD2PW00φ17 - 227.0 1198 0.161 S(DT) 162.0 
34 LD2PW00φ23 
1.0 
46.0 0 0 
- 415.5 1158 0.294 S(DT) 165.4 




1107 0.096 F 125.1 
36 LD3PW04φ17 227.0 1198 0.191 F 163.4 
37 LD3PW02φ13 132.7 1107 0.098 FS 129.6 
38 LD3PW02φ17 
38.2 12.6 0.21 318.5
227.0 1198 0.194 FS 160.3 
39 LD3PW00φ13 0 0 - 132.7 1107 0.104 F 129.0 




0 0 - 415.5 1158 0.377 S(DT) 152.3 
42 LD4PW04φ13 132.7 1107 0.110 F 91.8 
43 LD4PW04φ17 
33.8 0.42 
227.0 1198 0.219 F 116.9 
44 LD4PW02φ13 132.7 1107 0.088 FS 94.3 






415.5 1158 0.320 FS 148.0 
47 LD4PW00φ13 0 0 - 132.7 1107 0.098 FS 93.2 





2 71.3 342 2 71.3 342.0




1158 0.357 S(ST) 140.2 
 108






Ref. No. Specimen a/D
Fc 
(MPa)





50 LD3PW02φ13I 132.7 1385 0.089 FS 178.3 
51 LD3PW02φ17I 
1.5 48.8
227.0 1166 0.152 S(DT) 178.7 
52 LD4PW02φ13I 132.7 1385 0.108 FS 132.8 
53 LD4PW02φ17I 
2.0 39.9
2 199 346 2 199 345 12.6 0.21 439.0
227.0 1166 0.186 FS 145.9 
54 LD3PW06φ23II 1.5 48.8 0.240 FS 243.7 
55 LD4PW06φ23I 2.0 39.9
0.62 432.2
0.293 F 156.8 
56 LD3PW08φ23II 1.5 48.8 0.240 FS 252.5 
57 LD4PW08φ23II 2.0 39.9
0.83 
0.293 F 158.1 
[3.16] 
58 LD3PW12φ23II 1.5 48.8
3 71.3 353 3 71.3 353 28.3 
1.24 
432
R(C) 2 415.5 235
1017
0.240 FS 244.7 
59 LD3φ23SD07α30 0.111 S(SC) 189.3 
60 LD3φ23SD07α45 0.166 S(SC) 193.9 
61 LD3φ23SD07α60 
39.7 210





0.229 S(ST) 200.1 
63 LD3φ26SD07α45 
2 




127 363 2 127 362
1 804.3 150 996 0.221 S(SC) 193.9 





199 339 2 199 339
12.6 0.42 434 R(C)
 415.5  1043
0.171 S(SC) 167.5 
67 No.1 45.8 0.094 S(SC) 199.1 
68 No.2 48.0 0.179 S(ST) 183.4 
69 No.3 51.1
2 275 1082
0.252 S(SC) 271.6 
70 No.4 50.7
28.3 0.20 261
0.169 S(SC) 240.3 
71 No.6 
2.0 
44.8 0.191 S(SC) 275.6 











0.181 S(SC) 234.4 
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Ref. No. Specimen a/D
Fc 
(MPa)





[3.18] 74 No.9 3.0 60.1 3 199 445 3 199 445 28.3 0.20 261 R(C) 1 804.3 175 1152 0.285 S(SC) 225.5 
75 No.1 127 1.69 839 F 690.0 
76 No.4 71.3 0.95 951 F 698.0 [3.19] 
77 No.5 
1.5 115 2 71.3 364 2 71.3 364
31.7 0.42 843
R(P) 4 415.5 235 1055 0.09
S(DT) 698.0 
78 9.2J04+1/4 53.0 66.5 1237 0.07 FS 207 
79 11J04+1/3 57.1 0.10 FS 251 
80 11J04+1/8 53.0 0.10 FS 171 
81 11J04+1/4 57.1
95.0 1231
0.10 FS 223 
82 13J04+1/8 0.13 FS 209 
83 13J04+1/4 
132.7 1213
0.13 FS 251 





0.19 FS 262 





0.10 FS 226 
88 11M04+1/4 54.1 12.6 0.10 FS 227 
89 11J04-3qs/4 57.1 0.10 F 86 
90 11J04+0 53.0 0.10 F 110 












0.10 F 170 
93 S-10-L42 0.42 0.175 S(FSC) 682.5 
94 S-10-L63 1.0 57.3 0.63 0.161 FS 741.6 
95 S-15-L21 0.21 0.150 S(DT) 509.3 




4 71.3 361 4 71. 361 31.7
0.63 
984 S(P) 2 592.3 300 1805
0.158 F 530.7 
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Ref. No. Specimen a/D
Fc 
(MPa)





98 S-20-L21 0.21 0.212 FS 386.8 
Test1 
99 S-20-L42 
2.0 55.9 4 71.3 361 4 71.3 361 31.7
0.42 
984 S(P) 2 592.3 300 1805
0.208 F 386.2 
100 S-10-L10 0.11 0.23 S(DT) 1006 
101 S-10-L21 
1.0 
0.21 0.22 S(ST) 1054 




65.2 4 71.3 381 4 71.3 381 28.3
0.11 
1006 S(P) 2 1184.5 500 1763
0.22 S(DT) 884 
Note: a/D is Shear span ratio; Fc is compressive strength of concrete in MPa; n is the number of reinforcement; Art, Aw, and 
Ap are sectional area of longitudinal bar, shear reinforcement, and prestressing steel in mm; fry, fwy, and fpy are yield strength 
of longitudinal bar, shear reinforcement, and prestressing steel in MPa; ρw is shear reinforcement ratio in %; dp is effective 
depth for prestressing steel in mm, and ηpe+N is effective prestressing and axial force ratio(=(Pe+N)/bDFc), respectively.  
Type of prestressing steel: R(C) and S(C) are round PT bar and prestressing strand in cast-in-situ prestressed concrete 




3.4.2 Shear Cracking Strength 
For the evaluation of shear cracking strength of prestressed concrete members, 
Vcr, a shear cracking strength equation in AIJ guide line [2.8] and a strut 
mechanism in AIJ PC standard [2.16] are used. 
 
AIJ Shear cracking strength equation [2.8] 
The shear cracking strength equation based on principle tensile stress 





1               Eq. (3.45) 
where b is width of member section, D is overall depth, Ft is tensile strength of 
concrete, Pe is effective prestressing force, N is axial force, respectively. 
 
AIJ PC Strut Mechanism [2.16] 
The shear contribution by concrete (strut mechanism) in AIJ standard for 
prestressed concrete member [2.16] (Eq. 3.46) is used. 









L 1αν                   Eq. (3.47) 
( ) DLDL /1/tan 2 −+=θ                 Eq. (3.48) 
D
aLr 2
=  and cF/60=α                 Eq. (3.49) 
1≤rL  and 1≤α                      Eq. (3.50) 
 
Figure 3.39 plot comparison between experimental and analytical shear cracking 
strength by two methods above: (a) for a difference of structural type; and (b) 
for a difference of failure mode. Vertical and horizontal axis in Fig. 3.39 
represent a ratio of observed shear cracking strength to flexural strength, Vcr-e/Vfu, 
and a ratio of predicted shear cracking strengths to flexural strength, Vcr-a/Vfu and 
Vcr-b/Vfu, resepetively. 
 
In evaluation by AIJ guide line [2.8], mean value of Vcr-e/Vcr-a, were 0.2 and 1.3 
for specimens failed in SC and DT, respectively. Coefficient of variation (C.V) 
distributes 0.16 for specimens failed in SC and DT, respectively.      
 
Analytical shear cracking strengths by AIJ standard [2.16] also employed similar 
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results with those by AIJ guide line [2.8]. For specimens failed in SC and DT, 
mean value of Vcr-e/Vcr-b by AIJ standard [2.16] were 0.2 and 0.5, respectively.  
 
It can be seen that two methods provided similar analytical results. However, 
further investigation for applicability of two methods above to specimens failed 
in different failure mode needs.  
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Vcr-e/Vfu
Vcr-a/Vfu
AIJ Shear cracking strength












(a) Structural type (R(C) and S(P)) 
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Vcr-e/Vfu
Vcr-a/Vfu
AIJ Shear cracking strength












(b) Failure mode 
Fig. 3.39 Comparison between observed and analytical shear cracking strength 
 
3.4.3 Shear Failure Strength 
For the analytical shear strength of prestressed / precast concrete members, three 
design equations (ACI shear design equation [2.7], AIJ guide line [2.8] and AIJ 
standard [2.16]). For the verification of shear failure strength, experimental data 





This is a set of shear design equations of ACI 318-08 [2.7]. The equations were 
specified in section 2.4.1. Effective depth, d, is defined as distance from extreme 
compression fiber to tensile longitudinal bar, dr, in Method A. 
 
Method B 
This is a set of shear design equations of ACI 318-08 [2.7] applied the following 
analytical modification. 
1. Effective depth, d, is defined as dr for cast-in-situ prestressed concrete 
members and distance from extreme compression fiber to tensile 




The shear design equations from AIJ guide line for reinforced concrete members 
[2.8] using following modifications are used in Method C. The shear design 
equations are specified in section 2.4.2. 
1. Yuasa’s methodology: Effective distance between reinforcing bar in 
compression and tension, je, is defined as a distance between 
non-prestressed longitudinal bars, jr, for cast-in-situ prestressed concrete 
members, and between prestressing steel in compression and tension, jp 
for post-tensioned precast concrete members, respectively.  
 
Method D 
The shear design equations in Ref. 2.16 applied the following modifications are 
used in Method D. 
1. Yuasa’s methodology: Distance between reinforcing bar in compression 
and tension, jo, is defined as a distance between non-prestressed 
longitudinal bars in compression and tension, jr, for cast-in-situ 
prestressed concrete members, and between prestressing steel in 
compression and tension, jp for precast prestressed concrete members, 
respectively. 
2. Upper limit for yield strength of shear reinforcement (fwy≤295 MPa) is 
neglected.  
The detail equations were specified in section 2.4.3. 
 
Figure 3.40 plots relationship between experimental and analytical shear 
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strength: (a) for a different structural type; (b) for a different failure mode. 
Horizontal and vertical axis in Fig. 3.40 represent a ratio of analytical shear 
strength to shear force at flexural strength, VA/Vfu, VB/Vfu, VC/Vfu, or VD/Vfu, and a 
ratio of experimental peak load to shear force at flexural strength, Vexp/Vfu, 
respectively. Analytical shear strength, VA, VB, VC, and VD are shear strength by 
Method A, B, C, and D respectively. Experimental peak load, Vexp, in specimen 
failed in flexure and shear represent flexural and shear strength, respectively. 
Shear force at flexural strength, Vfu in Fig. 3.40 is obtained by Mu/a where Mu is 
flexural strength by AIJ stress block (Eq. 3.3) and a is shear span, respectively.  
 














































(a) Structural type 
Fig. 3.40 Comparison between experimental and analytical shear strength 
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(b) Failure mode 
Fig. 3.40 Comparison between experimental and analytical shear strength 
 
As shown in Fig. 3.40 (a), Method A provided Vexp/VA of 1.6 for cast-in-situ 
prestressed concrete members with round PT bar (R(C)). It also produced 
Vexp/VA of 1.1, 1.2, and 1.7 for precast prestressed concrete member with 
prestressing strand (S(P)), round PT bar (R(P)), and deformed PT bar (D(P)), 
respectively. As shown in Fig. 3.40 (b), Method A provided Vexp/VA of 1.4, 1.2, 
1.6, 0.9, and 1.2 for shear strength of beam failed in shear tension (ST), shear 
compression (SC), diagonal tension (DT), flexural shear compression (FSC), 
and bond (B) failure, respectively. Analytical shear strength by Method A could 
not evaluate experimental shear strength within ±20% accuracy. Coefficient of 
variations of Vexp/VA distributed from 0.21 to 0.43 and from 0.03 to 0.31 for 
structural type and failure mode, respectively.   
 
Method B gave Vexp/VB of 2.8 for structural type R(P). For other structural types, 
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Method B provided analytical shear strength in a similar accuracy with Method 
A. In failure mode, Method B could not evaluate experimental shear strength of 
beam failed in shear compression (SC) within ±20% accuracy.  
 
Method C provided Vexp/VC of 2.2, 4.5, and 3.0 for S(P), R(P), and D(P), 
respectively. No analytical shear strength evaluated experimental ones within 
±20% accuracy. Also, large coefficient of variations (C.V = 0.28 to 0.39 and 
0.05 to 0.77 for structural type and failure mode) were resulted by Method C. It 
can be seen that most underestimated analytical shear strengths were resulted by 
Method C. It is because a beneficial effect of prestress on shear resistance is not 
taken into consideration in Method C.   
 
Analytical shear strength by Method D evaluated experimental shear strength in 
a best accuracy of four methods. Mean value of Vexp/VD distributed from 0.9 to 
1.2 and from 1.0 to 1.1 for structural type and failure mode. Further Vexp/VD of 
the smallest C.V.s were provided by Method D. 
 
3.4.4 Effect of Experimental Parameters on Shear Strength 
Figure 3.41 plots relationship between a ratio of experimental to analytical shear 
strength, Vexp/VA, and experimental parameters: (a) compressive concrete 
strength, Fc; (b) shear span to overall depth ratio, a/D; (c) yield strength of shear 
reinforcement, fwy; (d) shear reinforcement ratio, ρw; and (e) prestressing level, 
ηpe. Vertical and horizontal axis in Fig. 3.41 represent a ratio of experimental to 
analytical shear strength and each experimental parameters, respectively. In a 
same manner, the relationships between a ratio of experimental to analytical 
shear strength by Method B to D and experimental parameters are plotted in Fig. 
3.42 to 3.44, respectively.  
 
As shown in Fig. 3.41 to 3.44, Analytical shear strengths by Method D evaluated 
experimental ones in best accuracy of four methods regardless of experimental 
paramters. It points out that beneficial effect of prestress on shear resistance and 
bond properties of longitudinal and prestressing tendon must be taken into 





















































(e) Prestressing level 
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(e) Prestressing level 




3.4.5 Effect of Experimental Parameters on Failure Mode 
Figure 3.45 plots relationship between the shear failure mode and experimental 
parameters. Three shear failure modes, ST, SC, and DT, are accepted in this 
section. Vertical and horizontal axis in Fig. 3.45 indicate a ratio the number of 
specimens failed in shear to the number of total specimens and experimental 
parameters: (a) compressive strength of concrete; (b) shear span to overall depth 
ratio; (c) yield strength of shear reinforcement; (d) shear reinforcement ratio; 
and (e) prestressing level, respectively. Symbols, ■, ▲, and ● in Fig. 3.45 
represent experimental data of specimens failed in diagonal tension (DT), shear 
compression (SC), and shear tension (ST), respectively. The numbers in 
parenthesis in horizontal axis indicate the number of specimens corresponding to 
each experimental parameter. 
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(c) Yield strength of shear reinforcement     (d) Shear reinforcement ratio 













(8) (16) (9) (3)(11) (4)
 
(e) Prestressing level 
Fig. 3.45 Relationship between shear failure mode and experimental parameters  
 
As shown in Fig. 3.45, shear compression failure (SC) occurs in prestressed 
concrete member with high a/D or high ρw while diagonal tension failure (DT) 
does in the member with low a/D or low ρw. It points out that shear 
reinforcement in prestressed concrete member with long span or with large 
amount of shear reinforcement might not yield at shear failure (SC). Further, it is 
noted that shear reinforcement in short span member hardly contribute for shear 




In section 3, two series of static loading test on flexural and shear behavior of 
post-tensioned precast concrete beams had been conducted. Main conclusions by 
the tests are summarized as follows. 
1. Five failure modes (ST, SC, DT, FSC, and F) were observed: shear 
reinforcement in prestressed concrete beams failed in ST (shear tension) 
yielded at ultimate state while the shear reinforcement in the beams 
failed in SC or FSC does not yield. In DT failure, initiation of primary 
shear crack leads to decay of load carrying the shear capacity of beams, 
2. In flexural deformation, tensile stresses of prestressing steel at beam-stub 
joint were the largest: deformation of post-tensioned precast concrete 
beam concentrates the beam-stub joints. 
3. Tensile stresses of shear reinforcement at mid-span in which moment 
equals to zero were largest while those at both ends of beam were 
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approximately zero. 
4. In DT failure, shear reinforcement hardly contributed for shear resistance 
of beam. 
5. In FSC failure, the prominent crushing of the concrete at the flexural 
compression zone was observed. 
6. In evaluation of shear failure strength using current shear design 
equations, Method D in which shear equations in Ref. 2.16 were 
modified evaluated the experimental shear failure strength in the best 
accuracy.  
7. By parametric study using experimental data from previous researches 
and from this study, it can be seen that shear span to overall depth ratio, 
a/D, and shear reinforcement ratio, ρw, significantly affect to failure 
mode.  
 
The following future works must be resolved to rationally investigate shear and 
flexural failure mechanism of prestressed / precast concrete members. 
1. In shear compression failure (SC), the effect of bonds tress of 
non-prestressed longitudinal bars or prestressing steels and compressive 
stress in cover and cracked concrete on shear resistance mechanism of 
prestressed / precast concrete members needs to be quantified. 
2. In diagonal tension failure (DT), relationship between initiation of 
primary shear crack and shear resistance needs to be investigated. 
3. In flexural shear compression failure (FSC), the shear capacity of the 
concrete at the flexural compression zone needs to be scrutinized. 
4. Deformation capacity of post-tensioned precast concrete member at 
flexural failure must be predicted. 
5. An effect of bond stress of prestressing steel on flexural behavior of 
prestressed / precast concrete members must be scrutinized.  
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4. Analytical Model 1 for Shear Failure 
Mechanism of Post-tensioned Precast 
Concrete Members (SC and ST Model) 
 
 
4.1  Introduction 
Extensive researches have been conducted on shear behavior of reinforced 
concrete (RC) to investigate their shear resisting mechanisms [2.3, 4.1-4.6]. The 
original study on the shear resisting mechanism was conducted by Ritter [4.1] 
who proposed a truss model for computing the shear strength. Extensive 
experimental researches were then conducted to modify Ritter's model in terms 
of the inclination of shear crack [4.2]. Then, Mitchell [4.3] proposed the 
compression field theory (CFT) to account for load level and deformation. 
Vecchio [2.3] carried out further research to develop modified compression field 
theory (MCFT), in which tensile stresses in concrete was considered. Ghiassi 
[4.1] proposed an analytical method for post cracking response of reinforced 
concrete members using the stresses at the crack surfaces.  
 
Before MCFT model, it was difficult to apply the analytical models developed 
for RC members to prestressed / precast concrete members since effects of 
prestressing and bond characteristics of tendons on shear resistance model were 
not properly evaluated. Collins [2.2] applied MCFT model to prestressed 
concrete members. As upper limit conditions in the calculation procedure, 
Collins designated the maximum compressive strength of shear cracked concrete 
and yield strength of shear reinforcement.  
 
Let's consider a post-tensioned precast concrete member subjected to 
anti-symmetric bending with shear force, V, axial force N, and bending moment, 
M as shown in Fig. 1. At either end of the member, the prestressing tendons 
carry compressive and tensile forces, Cp and Tp, and the ordinary reinforcement 
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carries compressive and tensile forces, Cr and Tr. It is noted that the ordinary 
reinforcement are cut off slightly inside the ends in precast members. The 
former experiments on this type of members showed that the shear 




Fig. 4.1 Post-tensioned precast concrete member subjected to pure shear 
 
To account for the fact of non-yielding of shear reinforcement at the shear 
capacity, Yuasa [2.15] proposed a simplified analytical method based on a truss 
analogy to take into account shear contribution of shear reinforcement correctly.  
 
In his truss analogy, a distance between both tensile and compressive 
reinforcements varies depending on types of prestressing tendons. To evaluate 
concrete contribution to shear capacity, Yuasa used the shear design equation in 
the design standard of Architectural Institute of Japan [2.16]. He assumed that a 
distance between tensile and compressive reinforcements is zero if round 
prestressing bars are used in post-tensioned precast members. In this case, the 
shear contribution from shear reinforcement on shear strength becomes zero. 
However, it has been reported by several experiments that tensile stress in shear 
reinforcement increase and shear reinforcement contribute for shear capacity of 
post-tensioned precast concrete member [2.9-2.10]. Further, it is not clear the 
effects of bond characteristics of prestressing tendons on the stress and strain 
conditions of concrete and reinforcements. 
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In this chapter, the shear resisting model is proposed for ST, SC, and B failure of 
post-tensioned precast concrete members with cut-off non-prestressed 
longitudinal bars by taking into account the bond characteristics of prestressing 
tendons. The proposed truss model well simulated shear strength, 
load-deformation response, tensile stress of shear reinforcement, bond stress on 
prestressing steel, stress in cracked concrete compressive struts in 
Post-tensioned precast concrete members up to the peak. The accuracy of the 
proposed model was examined by comparing the simulation with experimental 




4.2  Model Outline 
4.2.1 Shear Resistance Model of Post-tensioned 
Prestressed Concrete Member 
Figure 4.2 illustrates a new truss model for a post-tensioned precast concrete 
member. The member has two layers of mild reinforcing bars and two layers of 
prestressing tendons. It is subjected to anti-symmetric bending moment with 
constant shear force and axial force. The proposed shear resisting mechanism 
assumes three zones. Zone 1, represented by ABF or EIJ, is compressive 
triangles in cover concrete at the top and bottom of the member. Zone 2, BCGF 
or DEIH, exists between the mild reinforcing bars and tendons and has diagonal 
cracks with angle θ2. Zone 3, CDHG, exists between two tendons with diagonal 
cracks with angle θ3. The analytical shear force, Va, is the summation of shear 
stress at each zone. 
 
 
Fig. 4.2 Proposed model for shear resistance mechanism of post-tensioned 
precast concrete member 
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In post-tensioned precast concrete members, compressive longitudinal mild bars 
normally yield before the maximum shear capacity is reached because mild steel, 
which has the yield strength between 300 MPa – 450 MPa, is used [2.9-2.10]. 
Since the bond stress of longitudinal reinforcing bars rapidly decreases after 
yielding [4.6], it is neglected to construct the shear resisting mechanism in this 
study. Fig. 4.3 illustrates distribution of bond stress of non-prestressed 
longitudinal bar in: (a) cast-in-situ prestressed concrete member; and (b) precast 
prestressed concrete member. Ichinose [2.5] showed the existence of additional 
contribution of lateral force from concrete cover in addition to the bond force of 
longitudinal bars although the quantification has not been made. In 
post-tensioned precast concrete member, tensile force of non-prestressed 
longitudinal bar is hardly transferred to anchorage zone. Then, equivalent bond 
stress of longitudinal bar distributes along the member length as shown in Fig. 
4.3 (b). In this study, it is assumed that cover concrete strut distribute along the 
whole of a member length because it can be seen that tensile force of 
longitudinal bar in tension side equals to zero in precast prestressed concrete 
member. Moreover, the contribution from the concrete cover is quantified to 
construct a new truss model. Therefore, in post-tensioned precast concrete 
member, the compressive struts due to cover concrete can be distribute as ABF 




(a) Cast-in-situ prestressed concrete member 




(b) Precast prestressed concrete member 
Fig. 4.3 Distribution of bond stress of upper non-prestressed longitudinal bar 
 
The analytical shear force, Va, by proposed truss model (Fig. 4.2) is calculated 
by Eq. (4.1). 
 ))(( 321 pprca jjjdbV τττ +−+=              Eq. (4.1) 
where b is the beam width, dc is the cover concrete depth, jr is the distance 
between two non-prestressed longitudinal bars, jp is the distance between two 
prestressing tendons, τ1, τ2, and τ3 are shear stresses in Zones 1, 2, and 3, 
respectively.  
 
For analytical simplification, the following assumptions are made. 
Assumption 1: Stresses and strains are uniform in each zone. Hence the mean 
values are used in formula. 
Assumption 2: The principle strain directions coincide with the principle stress 
directions. Shear cracks are parallel to the compressive principal 
strain and stress.  
Assumption 3: In practice, the width of shear crack is variable in even same 
zone. However, it is assumed that shear crack width in a zone 
same because strains are uniform in each zone (Assumption 1). 
Further, it is assumed that shear crack widths in Zones 2 and 3 in 
Fig. 4.2 are same because it is difficult to evaluate distribution of 
shear crack width in two zones. 
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4.2.2 Equilibrium Requirements of Stresses 
In order to consider the equilibrium conditions, stress states in each zone is 
defined. Fig. 4.4 illustrates stress states and resultant forces in: (a) Zone 1 and 2; 
(b) Zone 2 to 3; (c) Zone 1 and 3 in Fig. 4.4 at the zero moment section in web 
spacing, s. Fig. 4.5 illustrates Mohr’s stress circle for each zone. Zone 1 is 
compressed uniaxially with stress, f11, and angle, θ1, where L
dc=1tanθ . Shear 




Ldf +=τ . Zone 2 is under biaxial 
conditions with the principal stresses, f21 and f22. Stress f21 is the compressive 
principal stress with angle θ2, and it is parallel to the cracking as defined by 
Assumption 2. Stress f22 is the tensile principal stress. Shear stress in Zone 2, τ2, 
may be expressed as 2222212 cossin)( θθτ ff +=  from the Mohr’s circle in Fig. 
4.5 (b). In a same manner, shear stress in Zone 3, τ3, may be expressed as 
3332313 cossin)( θθτ ff +=  using the compressive principal stress f31, and tensile 
principal stress, f32 (Fig. 4.5 (c)).               
          
Let’s consider equilibrium conditions of free body which consists of Zone 1 and 
2 in Fig. 4.4 (a). Assuming that it has one set of shear reinforcement with 
spacing s and the beam width is b, the equilibrium conditions in longitudinal 















wsw ++=− θθ         Eq. (4.3) 
Solving simultaneous equation, Eq. (4.2) and (4.3), for f21 after eliminating f22 












++= θ               Eq. (4.4) 
where s is spacing of shear reinforcement and L is member length.  
 
In a same manner, equilibrium requirements in longitudinal and transverse 
direction in Zone 2 ~ 3 (Fig. 4.4 (b)) and 1~3 (Fig. 4.4 (c)) are as Eq. (4.5) to 
(4.8). Unknowns f31, f32, θ3, τp, and fws3 in Eq. (4.5) to (4.8) indicate principle 
compressive and tensile stress, inclination of shear crack in Zone 3, bond stress 
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on prestressing steel, and tensile stress in shear reinforcement, respectively. 



















wsw ++=− θθ    for Zone 1~3  Eq. (4.6) 
)(cossincossin)( 323133222221 ffb
ff pp +=++ θθψτθθ  for Zone 2~3 Eq. (4.7) 
bs









−+−=− θθθθ  for Zone 2~3 Eq. (4.8) 
]cossin)()(cos[sin 222221323133 θθθθψτ ffff
b
p
p +−+=      Eq. (4.9) 
where ψp is sum of perimeters of prestressing steels in one layer. 
 
 
Fig. 4.4 Stress state and resultant force in each zone 
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Fig. 4.4 Stress state and resultant force in each zone 
 
 
Fig. 4.5 Mohr`s stress circle of each zone 
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Longitudinal components in concrete and reinforcements must be counteracted 
by an equal applied axial forces, N. Fig. 4.6 shows the axial stresses at zero 
moment section in longitudinal direction. As shown in Fig. 4.6, unbalanced 
longitudinal component of the diagonal cracked concrete stresses and axial force 
must be equilibrated by tensile stresses in the non-prestressed longitudinal bar 
and prestressing steel. This longitudinal equilibrium requirement can be 
expressed as Eq. (4.10). Unknown f1x, f2x, and f3x are longitudinal stress in Zone 
1, 2, and 3 which are expressed as Eq. (4.11) to (4.13) by free body (Fig. 4.4) or 
Mohr’s stress circle (Fig. 4.5), respectively.  
















313 sincos θθ fff x −=     for Zone 3   Eq. (4.13) 
where Ar and Ap are sectional area of non-prestressed longitudinal bar and 




Fig. 4.6 Axial stresses at zero moment section in longitudinal direction 
 
4.2.3 Compatibility Conditions of Strains 
Let’s consider the compatibility conditions of strains in concrete and 
reinforcements in Zone 2 and 3. Compatibility condition for concrete in Zone 1 
is not mentioned in this section because it is not used to analytical calculation.  
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Figure 4.7 shows the strain state and Mohr’s strain circle of diagonally cracked 
concrete in Zone 2 and 3. As shown in the Fig. 4.7, diagonally cracked concrete 
of Zone 2 and 3 are in biaxial state. The longitudinal and transverse average 
strain in Zone 2 and 3, ε2x, ε2y and ε3x, ε3y, are given by Eq. (4.14) to (4.17) based 








































+=y          for Zone 3    Eq. (4.17) 
where ε21 and ε22 are average compression and tensile strain in Zone 2, ε31 and 
ε32 are average compression and tensile strain in Zone 3, θ2 and θ3 are inclination 
of shear crack in Zone 2 and 3. 
 
 
Fig. 4.7 Strain state and Mohr’s strain circle of diagonally cracked concrete in 
Zone 2 and 3 
 
The shear crack width in Zone 2 and 3 can be taken as the product of the 
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principle tensile strain, and the average spacing of the shear cracks, ε22smθ2 and 
ε32smθ3, in Zone 2 and 3, respectively. The shear crack width is obtained as Eq. 
(4.18) and (4.19). For the average spacing of the shear cracks, smθ2 and smθ3, the 
crack spacing expression of CEB-FIP code [4.9] is used in this study. Refer to 
CEB-FIP code [4.9] for detail equation of smθ.    
2222 θε msw =             for Zone 2   Eq. (4.18) 
3323 θε msw =              for Zone 3   Eq. (4.19) 
where w2 and w3 are shear crack width in Zone 2 and 3. 
 
4.2.4 Constitutive Laws 
Material constitutive laws for concrete and reinforcements applied in the 
proposed truss model are introduced in this section. For relationship between 
stress and strain in concrete of each zone, Vecchio’s model [2.3] for shear 
cracked concrete is introduced. For the principle tensile stress of concrete in 
Zone2 and 3, f22 and f32, corresponding to the principle tensile strain of concrete, 













tff    (MPa)       for Zone 3  Eq. (4.21) 
where ft is tensile strength of concrete, α1 and α2 are factors accounting for the 
bond characteristics of the reinforcement and the type of loading (α1 = 1.0 for 
deformed longitudinal bars and 0.7 for plain bars, wires or bonded strands, α2 = 
1.0 for short-tern monotonic loading and 0.7 for sustained and/or repeated loads 
[2.2]). 
 
The resulting principle compressive strain in Zone 2 and 3, ε21 and ε31, which 
corresponding to the principle compressive stresses, f21 and f31, are calculated by 
Eq. (4.22) and (4.23). For maximum compressive stress of diagonally cracked 
concrete, f21max and f31max, experimental stress-strain relationship by Vecchio 
[2.3] is used (Eq. (4.24) and (4.25)).  
)/11( max212121 ffc −−′= εε       for Zone 2  Eq. (4.22) 
)/11( max313131 ffc −−′= εε       for Zone 3  Eq. (4.23) 
22
max21 1708.0 ε+




′= cff          for Zone 3  Eq. (4.25) 
where ε’c is compressive strain corresponding to compressive strength, f’c. 
 
For the material constitutive laws of reinforcements in each zone, shear 
reinforcement, longitudinal bar, and prestressing steel is assumed as perfect 
elasto-plastic material. Hence, the constitutive laws for shear reinforcement, 
longitudinal bar, and prestressing steel are expressed as Eq. (4.26) to (4.29), 
respectively. It is assumed that longitudinal strain in longitudinal bar and 
prestressing steel equals to longitudinal strain of concrete in Zone 2 and 3, 
respectively.  
ywws Ef 22 ε=  for wyy εε ≤2 , wyws ff =2  for wyy εε >2    for Zone 2  Eq. (4.26) 
ywws Ef 33 ε=  for wyy εε ≤3 , wyws ff =3  for wyy εε >3     for Zone 3  Eq. (4.27) 
xrrs Ef 2ε=  for ryx εε ≤2 , ryrs ff =  for ryx εε >2           Eq. (4.28) 
)( 3xpepps Ef εε +=  for pypex εεε ≤+3 , ryrs ff =  for pypex εεε >+3     Eq. (4.29) 
where fws2 and fws3 are tensile stress, Ew is elastic modulus of shear reinforcement 
in Zone 2 and 3, Er and Ep are elastic modulus of longitudinal bar and 
prestressing steel, and εpe is tensile strain in the prestressing steel due to prestress, 
εwy, εry, and εpy are tensile strain corresponding to yield strength of shear 
reinforcement, longitudinal bar, and prestressing steel, respectively. 
 
To evaluate the maximum bond stress on prestressing steel, following 
experimental equation for bond strength of round PT bar and prestressing 
strands [3.6] is used in this study. Eq. (4.30) and (4.31) is empirical relation for 
bond stress–slip of prestressing steel proposed by Kiuchi [3.6]. Table 4.1 shows 
the summarized contents of the empirical parameters for maximum bond stress 
in Kiuchi`s model [3.6]. 
 gp f ′= 31.0maxτ  for round PT bar   (MPa)          Eq. (4.30) 
gp f ′= 53.0maxτ  for prestressing strands     (MPa)      Eq. (4.31) 
where τpmax is bond strength of prestressing steel and f’g is compressive strength 
of grout. For bond strength of deformed prestressing steel, bond strength 











τpmax 0.53(fg´)1/2 0.31(fg´)1/2 Bond 
stress 
(MPa) 
τf 0.5τpmax 0.2τpmax 
Sτpmax 0.004ϕ 0.045 Slip 
(mm) Sτf 3.0Sτpmax 3.0Sτpmax 
Bond stress-slip relations in Kiuchi model [3.6] 
1) Prestressing strands 
τ = τpmax (2X - X2), X = S / Sτpmax, for 0 ≤ S < Sτpmax 
τ = τpmax (1.25 – 0.25X), for Sτpmax ≤ S < Sτf 
τ = 0.5τpmax, for Sτf ≤ S 
 
2) Round PT bar 
τ = τpmax (2X - X2), X = S / Sτpmax, for 0 ≤ S < Sτpmax 
τ = τpmax (1.4 – 0.4X), for Sτpmax ≤ S < Sτf 
τ = 0.2τpmax, for Sτf ≤ S 
 Note: τpmax and τf are bond strength and frictional stress of prestressing steel, 
Sτpmax and Sτf are slip of prestressing steel corresponding to τpmax and τf, 
respectively. 
 
4.2.5 Analytical Procedures 
Figure 4.8 illustrates calculation procedure by truss model proposed in this study. 
For the calculation using proposed method, equilibrium conditions for stress, 
compatibility conditions for strain, and constitutive laws for material properties 
are used in Zone 1, 2, and 3, respectively.  
 
First, shear stress of concrete in Zone 2, τ2, is estimated. Second, principal 
compressive stress in Zone 1, f11, is obtained by equilibrium condition for stress 
in Zone1 (Eq. (4.2)). Principal compressive stress in Zone 1, f11, which is larger 
than concrete compressive strength, fc´, is revised. Third, for Zone 3, principal 
tensile strain of cracked concrete, angle of shear crack, and tensile stress of 
shear reinforcement, ε32, θ3, and fws3, is estimated. Based on the equilibrium and 
compatibility conditions for stress and strain in Zone 3, principal stresses and 
strains of cracked concrete in Zone 3, f32, f31, ε31, ε3x, and ε3y are obtained and 
revised until they satisfy that f31 and fws3 are smaller than their ultimate strengths, 
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f´31max and fwy, respectively. Forth, for Zone 2, principle tensile strain of cracked 
concrete, angle of shear crack, and tensile stress of shear reinforcement in Zone 
2, ε22, θ2, and fws2, is estimated and revised in a same manner with Zone 3. Fifth, 
axial force is obtained by Eq. (4.10) to (4.13). The axial force must equal to 
desired value (usually, zero for beam). Last, bond stress and strength in 




Fig. 4.9 Calculation procedure of proposed analytical model 
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An analytical example by proposed model is employed for a post-tensioned 
precast concrete beam (S-10-L42 in section 3.2). Refer to Table 3.3 and 3.4 for 
geometrical and material conditions of S-10-L42 for the calculation. 
1. Estimate shear stress of cracked concrete in Zone 2, τ2. Estimate τ2 as 
1.60 MPa. 
2. By Eq. (4.2), f11 is obtained as 38.9 MPa.  






f τ   Eq. (4.32) 
3. Check that f11 ≤ Fc where Fc is compressive strength of concrete. If f11 > 
Fc, return to step 1 and choose a smaller τ2. 
4. Estimate valuables in Zone 3, ε32, θ3, and fw3. Estimate them 0.008%, 30 
degree, and 4 MPa, respectively. 




















s θθθ    Eq. (4.33) 






























































cff      Eq. (4.36) 
7. Check f31 ≤ f31max. If f31 > f31max, return to step 4 and estimate a smaller ε32. 
max3131 4.703.3 ff =<= , Therefore, go to Step 8. 
8. Eq. (4.23), (4.16), and (4.17) give ε31 of -0.005%, ε3x of -0.002%, and ε3y 
of 0.005%, respectively. 






















































θεεε y   Eq. (4.39) 
9. Calculate fws3 by Eq. (4.27). It is resulted as 9.7 MPa. 
7.900005.019400033 =⋅=⋅= ywws Ef ε       Eq. (4.40) 
10. Check fws3 ≤ fwy. If fws3 > fwy, return to Step 4 and revise a smaller fws3.  
11. Calculate shear stress in cracked concrete of Zone 3, τ3 by following 





10.13.3cossin)( 3332313 =⋅+=+= θθτ ff    Eq. (4.41) 
12. Estimate ε22 and θ2. Estimate them as 0.01% and 45 degree, 
respectively. 
13. smθ2 by CEB-FIP code is resulted as 381.9 mm. 
14. Estimate fws2. Estimate it as 14 MPa. 
15. Shear crack width of cracked concrete in Zone 2 and 3, w2 and w3, are 
obtained by Eq. (4.18) and (4.19). They produce 0.038 and 0.037 mm, 
respectively. 
038.09.3810001.02222 =⋅== θε msw         Eq. (4.42) 
037.03.46400008.03323 =⋅== θε msw        Eq. (4.43) 
16. Check w2 = w3. If w2 ≠ w3, return to Step 12 and estimate a smaller ε22. 
Modified ε22 of 0.009% produces w3 of 0.038. Because of w2=w3, go to 
Step 17. 
























































 Eq. (4.45) 
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cwsw θ  Eq. (4.46) 
19. Check f21 in Step 17 = f21 in Step 18. If f21 in Step 17 ≠ f21 in Step 18, 
return to Step 12, and revise θ2. Modified θ2 of 35 degree produces f21 of 
2.4. Go to Step 20. 







cff     Eq. (4.47) 
21. Calculate ε21, ε2x, and ε2y by Eq. (4.22), (4.14), and (4.15), respectively. 
































θεεε y   Eq. (4.50) 
22. Calculate fws2 by Ewε2y. Check fws2 estimated in Step 14 = Ewε2y. If 
necessary, return to Step 14, revise fws2. Modified fws2 (=15 MPa) in Step 
14 produces 15 MPa (=Ewε2y) in Step 22. Go to Step 23.  
23. Calculate shear stress in cracked concrete of Zone 2, τ2 by following 
equation. It results τ2 of 1.6 MPa. ( ) 6.182.057.001.14.2cossin)( 2222212 =⋅⋅+=+= θθτ ff   Eq. (4.51) 
24. Check τ2 in Step 23 = τ2 estimated in Step 1. If necessary, return to Step 
1, revise τ2. Because of τ2 in Step 23 = 1.6 = τ2 estimated in Step 1, go to 
Step 25. 
25. Check axial force, N, by Eq. (4.10). Eq. (4.10) produces N of 152.3 kN. 
Return to Step 4, revise θ3. Modified θ3 of 28 degree produces axial 
force, N, of 0.0 kN corresponding to beam. go to Step 26. 
26. Calculate bond stress and bond strength of prestressing steel, τp and 
τpmax by Eq. (4.9) and (4.31), respectively. Check τp ≤ τpmax. If necessary, 
return to Step 4 and apply a smaller ε32. 
27. Shear force of 184.2 kN is obtained by the following equations. ( )( ) ( ) 2.18420073.113460.13362.1300321 =⋅+⋅+⋅⋅=+−+= pprca jjjdbV τττ
 
To obtain the response of the beam at shear force, these calculations above are 
repeated for an increasing τ2 until the each shear resistance component reach 
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their ultimate state (f11=Fc, f31=f31max, τp = τpmax, or fws3 = fwy).  
 
For the judgement of failure mode, obtained analytical results, f11, f31, τp, and fws3, 
are compared to their ultimate strength, f´c, f´31max, τpmax, and fwy, respectively. If 
shear reinforcement yields at maximum shear capacity (fws3 = fwy), the failure 
mode is judged as shear tension failure (ST). The failure mode due to crushing 
of diagonally cracked concrete (f31 = f31max) or cover concrete (f11=f’c) is judged 
as shear compression failure (SC). Crushing of concrete after yielding of shear 
reinforcement is defined as ST in this study. The failure mode due to bond 
failure of prestressing steel (τp =τpmax) is judged as bond failure (B). 
 
 
4.3  Verification of Analytical Results 
4.3.1 Experimental Data Used for Verification 
To clarify the accuracy of analytical results by truss model proposed in this study, 
twelve experimental data on half scale of post-tensioned precast concrete 
members failed in shear compression (SC), shear tension (ST), bond (B) (four 
beams [2.14, 3.12], eight columns [2.9, 2.10], and two beams from Test 2 in 
Chapter 3) are used. Those were also used for the verification in section 3.4. 
Experimental data of post-tensioned precast concrete members failed in diagonal 
tension (DT) are excluded in this section, because analytical model proposed in 
this chapter can not cover DT failure. A new analytical model which can cover 
DT failure of prestressed / precast concrete member will be scrutinized in 
Chapter 5. Table 4.2 shows geometrical and material properties of specimens 
used in the verification. Fig. 4.9 plots range of parameters and the distribution of 
specimens for the verification: (a) compressive strength of concrete; (b) shear 
span ratio; (c) yield strength of shear reinforcement; (d) shear reinforcement 
ratio; (e) prestressing and axial force level (=(Pe+N)/(bDFc)); (f) failure mode. 
The definition of notation on failure mode, SC, B and ST in Fig. 4.9 (f) follow 
the definition of failure mode in section 3.2.4. Analytical shear strength, failure 
mode, shear load-deformation response, and tensile stress in shear reinforcement 







Table 4.2 Experimental parameters of specimens used for the verification 
Ref. Specimen b D a/D Fc ρw fwy 
Type of 
PT tendon ηpe+N 
Failure
mode
B-1/3-0.1 400 400 1.5 71.6 0.89 355 R  0.28 B 
B-1/2-0.1 400 400 1.5 57.8 0.89 355 R  0.49 B 
B-1/2-0.1t 400 400 1.5 70.4 1.19 376 R  0.41 B 
B-1/3-0.2 400 400 1.5 70.4 0.89 376 R  0.27 B 
[2.9] 
B-1/2-0.2 400 400 1.5 57.8 0.89 355 R  0.48 B 
R-15-L32 400 400 1.5 107 0.32 988 R  0.27 B 
R-15-H32 400 400 1.5 107 0.32 1435 R  0.26 B [2.10] 
D-15-L32 400 400 1.0 107 0.32 988 D  0.27 B 
[2.14] SJP075PW04 250 250 1.5 59.0 0.45 347 S  0.15 SC 
SSR1PW04 250 250 1.0 59.4 0.45 331 S  0.15 SC 
[3.12] 
SSR1PW12 250 250 1.0 59.6 1.14 366 S  0.15 SC 
Test 2 S-10-L21 300 600 1.0 65.2 0.21 1006 S 0.22 ST 
Note: b and D are member sectional width and depth in mm, a/D is shear span to 
overall depth ratio, Fc is compressive strength of concrete in MPa, ρw is shear 
reinforcement ratio in %, fwy is tensile yield strength of shear reinforcement in 
MPa, ηp+N is prestressing and axial force ratio (= (N+Pe)/bDFc) where N and Pe 
are axial and prestressing force, repectively. R and S in Type of prestressing steel 

















(a) Compressive strength of concrete   (b) Shear span to overall depth ratio 
































ST DT SC FSC FB  
(e) Prestressing and axial force level          (f) Failure mode 
Fig. 4.9 Range of parameters and the distribution of specimens for the 
verification 
 
4.3.2 Shear Failure Strength and Failure Mode 
Based on the proposed method, shear failure strength at ultimate state of each 
shear resistance component (f11=Fc, f31=f31max, τp = τpmax, or fws3 = fwy) can be 
obtained. Fig. 4.101 shows the comparison between analytical and experimental 
shear strength. Vertical and horizontal axis in Fig. 4.10 represents experimental 
and analytical shear strengths, Veu and Vau, respectively. For experimental shear 
strength, experimental peak load of post-tensioned precast concrete members 
failed in shear (SC and ST) and bond (B) are used. For analytical shear strength, 
analytical shear strength by the conventional MCFT for prestressed concrete 
member [2.2], and a new truss model proposed in this study are shown in Fig. 
4.10 (a) and (b), respectively. Circles, squares, and triangles in Fig. 4.10 (b) 
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represent observed failure mode data of B, SC, and ST, respectively. Solid and 
open dots in Fig. 4.10 (b) represent data in which predicted failure modes agree 

























=Observed - predicted data from MCFT
















Fig. 4.10 Comparison between experimental and analytical shear strength by: (a) 
conventional MCFT; (b) proposed truss model. 
 
As shown in Fig. 4.10, analytical shear strengths by the truss model proposed in 
this study evaluate experimental shear strength in a good accuracy. The 
conventional MCFT [2.2] produced overestimated analytical shear strength. It is 
because it designates only the yield strength of shear reinforcement, fwy, and 
compressive strength of diagonal shear cracked concrete, f2max, as upper limit 
conditions in the calculation procedure. Further, it noted that thirteen out of 
fourteen analytical data for failure mode show agreement with observed ones. It 
points out that the truss model proposed in this study appropriately evaluates the 
shear strength and failure mode of post-tensioned precast concrete member. For 
deep understanding on analytical and experimental results, predicted and 
observed results on Fig. 4.10 are listed Table 4.3. To enhance the accuracy for 
the evaluation of failure mode, it is necessary to observe quantitatively the 
failure mode such as crushing of cracked concrete because stress in concrete can 
not measured in the test. Establishment of quantitative observation method for 
the failure mode in the test is future work. 
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Table 4.3 Predicted and observed data in Fig. 4.10 
Predicted shear 
strength 











B-1/3-0.1 817 1242 835 BF BF 
B-1/2-0.1 929 1459 1160 BF BF 
B-1/2-0.1t 957 1764 977 BF BF 
B-1/3-0.2 787 1271 858 BF BF 
[2.9] 
B-1/2-0.2 860 1610 1402 BF BF 
R-15-L32 1181 1501 1168 BF BF 
R-15-H32 1029 1730 1162 BF BF [2.10] 
D-15-L32 1092 1518 1175 BF BF 
[2.14] SJP075PW04 275 278 221 STF STF 
SSR1PW04 259 272 328 SCF BF 
[3.12] 
SSR1PW12 328 383 405 BF BF 
Test 2 S-10-L21 1054 1330 1208 STF STF 
 
4.3.3 Load-Deformation Response 
An advantage of the proposed analytical method is to be able to predict the 
load-shear deformation response until shear failure of a post-tensioned precast 
concrete member. Post-tensioned precast concrete columns (R-15-L32 and 
R-15-H32 [2.10]) and a beam (S-10-L21 in Test 2) were selected from data base 
in order to show the load-shear deformation response. In proposed analytical 
model, shear strains in zone 2 and 3 are different. Therefore, average shear strain, 
γave, can be obtained as Eq. (4.52) using energetic equilibrium condition between 
external and internal force (Eext = Eint). Observed shear strain are average shear 
strain measured by linear displacement transducers which are diagonally 
attached in the segment of mid-length of member. 
  { }333322221111 )(5.0)()(5.0)(5.0 DDDbLLVV crcrcravecra γττγττγττγ +++++=+  Eq. (4.52) 
where Vcr is shear force at initiation of shear crack, τcr1, τcr2, and τcr3 are shear 
stress of concrete in zone 1, 2, and 3 at initiation of shear crack, γ1 is shear strain 
in zone 1 which is obtained as τ1/G1 (=2(1+0.2) τ1/Ec), respectively. 
 
Figure 4.11 compares the predicted and observed responses until shear failure of 
the post-tensioned precast concrete beams and columns. In the figure, solid and 
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dotted curves indicate the observed and predicted responses. In the figure, black 
and open squares indicate observed and predicted initiation of shear crack, 
respectively. The predicted responses were obtained by straight line connecting 
analytical results as increasing of shear strain. In the response of beams as 
shown in the Fig. 4.11 (a), the overall response of shear strain predicted by truss 
model proposed in this study show a good agreement while shear force is little 
overestimated. However, rapid increase of shear strain in observed results can 
not be simulated in predicted ones. It is because that stable development of 
strains in diagonally cracked zone is assumed and fractural behavior of shear 
crack is not considered in proposed model. In the response of columns in Fig. 
4.11 (b), the responses of predicted shear strain show a good agreement while 
ultimate shear strain of R-15-H32 is underestimated. This is because R-15-H32 
failed in shear due to rapid increase of shear strain immediately after initiation 
of primary shear crack. However, it can be seen that overall behavior of 
load-deformation of post-tensioned precast concrete member subjected to pure 
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Fig. 4.11 Comparison between experimental and analytical load-deformation 
response 
 
4.3.5 Tensile Stress in Shear Reinforcement 
Figure 4.12 compares the predicted and observed tensile stress in shear 
reinforcement. In the figure, solid and dotted curves indicate the observed and 
predicted responses. The observed tensile stresses in the Fig. 4.12 are a product 
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of elastic modulus of shear reinforcement and measured maximum strain in 
shear reinforcement in mid-length of member, Ewεy. The predicted tensile stress 
are a product of Ew and transverse strain in Zone 3, ε3y (=Ewε3y). In a same 
manner with the Fig. 4.11 (a), shear force is little overestimated. It is because 
observed shear capacity of S-10-L21 decayed due to rapid increase of strain in 
diagonally cracked zone after yielding of shear reinforcement (ST) while rapid 
increase of strain in shear reinforcement are not simulated in proposed model. 
Furthermore, as shown in Fig. 4.11 (b), ultimate tensile stress of shear 
reinforcement in R-15-H32 is underestimated in the same manner with the Fig. 
4.11 (b). It is because of rapid and simultaneous increase of strain in shear 
reinforcement and bond failure on prestressing steel (B) due to fractural opening 
of shear crack. However, analytical tensile stresses of shear reinforcement in 
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Fig. 4.12 Comparison between experimental and analytical load-tensile stress of 
shear reinforcement response 
 
From the verifications above, it can be emphasized that the overall 
load-deformation response, tensile stress in shear reinforcement, bond stress in 
prestressing steel, as well as ultimate shear strength of post-tensioned precast 
concrete member are well predicted by proposed truss model. It can be seen that 
the proposed model can be applied to the post-tensioned precast concrete 
members with materials in excess of the range of parameters used for the 
verification because the proposed model is based on the equilibrium condition of 




4.4  Conclusions 
A new analytical shear resistance model for post-tensioned precast concrete 
members had been proposed. In the model, the bond characteristics of 
prestressing steel and compressive stress in cover concrete were taken in 
account. To verify the accuracy of analytical results by proposed truss model, 
experimental data on post-tensioned precast concrete members which failed in 
shear from previous research [2.9, 2.10, 2.14, 3.12] and from Test 2 in Chapter 3 
were used.  
 
The most important conclusions are summarized as follows:  
1. Analytical shear strengths of post-tensioned precast concrete member by 
truss model proposed in this study evaluated experimental shear strength 
in a better accuracy than those by conventional MCFT [2.2].  
2. In thirteen out of fourteen post-tensioned precast concrete members used 
for verification, analytical failure mode of post-tensioned precast 
concrete member by proposed model provided results agreed with 
observed one.    
3. Analytical load-deformation response of post-tensioned precast concrete 
beams and columns showed a good agreement with experimental 
response while shear strength of post-tensioned precast concrete beam 
(S-10-L21 in Test 2) was little overestimated.  
4. Shear strain and tensile stress in shear reinforcement of post-tensioned 
precast concrete column with round PT bar (R-15-H32 [2.10]) was 
underestimated. However, overall behavior of load-displacement of 
post-tensioned precast concrete member subjected to pure shear was 
well simulated by proposed method. 
Analytical model for DT failure of prestressed concrete member which were 
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5. Analytical Model 2 for Reinforced / 




5.1  Introduction 
In shear failure mode of prestressed / precast concrete member, many members 
had been failed in diagonal tension (DT) as shown in Fig. 3.37 (f). Moreover, 
the diagonal tension failure is the most brittle and catastrophic failure mode in 
shear failure mode. The DT failure is a sudden shear failure induced by a 
primary diagonal crack which opens excessively, and by deterioration of 
aggregate interlock resistance [5.1]. It points out that shear reinforcement does 
not significantly contribute for the shear resistance because the member failed in 
shear prior to development of tensile stress in shear reinforcement. New 
analytical model specified in Chapter 4 can not apply to prestressed concrete 
member failing in DT because it covers shear tension (ST), shear compression 
(SC), and bond failure (B) of post-tensioned / precast concrete member. 
Therefore, to prevent prestressed concrete beams from the DT failure and to 
effectively use shear reinforcement in shear design of prestressed concrete 
members, the relationship between the aggregate interlock and the opening of 
shear crack at initiation of shear crack should be investigated.  
 
According to previous studies on the DT failure of reinforced concrete beams 
[3.9-3.11], the excessive opening of the crack at initiation of shear crack is 
closely related to the shear span to overall depth ratio, a/D, and beam section 
width to overall depth ratio, b/D. A decrease in a/D or in b/D leads to a higher 
energy release rate of crack surface at initiation of shear crack, increasing of 
crack widths, and deterioration of the load-carrying capacity by aggregate 
interlocking. From the previous researches on shear behavior of prestressed 
concrete beams [2.13, 3.12-3.17], it has been experimentally observed that a 
decrease in the amount of shear reinforcement, ρw, also leads to the DT failure.  
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In Japan, to prevent prestressed members from DT failure, web-shear cracking 
strength, Vwc, based on principal stress corresponding to tensile strength of 
concrete, ft, ([2.8], Eq. (3.45)) is conventionally used. It can be judged that the 
prestressed concrete member does not fail in DT if web-shear cracking strength, 
Vwc, is less than the ultimate shear strength, Vu ([2.16], Eq. (3.46-3.50)). 
However, its theoretical basis does not reflect the mechanical relationship 
between opening of shear crack and the aggregate interlock resistance. Further, 
the verification for the method above using Vwc has not been fully conducted.  
 
Therefore, it is necessary to investigate the DT failure of prestressed concrete 
beam and propose the quantitative relationship between experimental parameters 
affecting DT failure (the shear span to overall depth ratio, a/D, beam section 
width to overall depth ratio, b/D and the amount of shear reinforcement, ρw) and 
crack width at initiation of primary shear crack, w.  
 
Based on the experimental results in previous research and in section 3.3, the 
conventional method using Vwc is verified. Hence, an analytical method to 
evaluate the crack width at the initiation of shear crack and to predict the DT 
failure is proposed. The analytical results obtained by proposed method such as 
failure mode, crack width etc. are clarified by comparing observed ones in the 
researches in the past [2.13, 3.12-3.17]. 
 
 
5.2  Model Outline 
5.2.1 Initiation and Development Mechanism of Shear Crack 
To propose an analytical method reflecting the mechanism of DT failure, it is 
necessary to evaluate crack width at initiation of primary shear crack. A 
relationship between release of fracture energy of concrete on shear crack 
surface and deformation of reinforcement on shear crack interface is analytically 
investigated.  
 
Figure 5.1 illustrates the initiation mechanism of tensile crack in a member 
subjected to pure tension and definition of fracture energy. In fracture mechanics, 
initiation of crack is recognized as development of micro-crack because it is 
assumed that initial defects exist in concrete. Increasing in outer force, T, leads 
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to increasing in elastic energy accumulated in uncracked and produces the 
energy dissipated to develop of micro-crack. Therefore, fracture energy is 
defined as difference between work done by outer force, W, and elastic energy 
accumulated in member, U, per unit area (N.m/m2). If the fractural energy 
accumulated at tips of micro-crack, G, reaches its critical value (critical fracture 
energy, Gf), development of micro-crack is initiated (cracking occurs). The 
critical fracture energy is depended on material properties and is regardless of 
loading patterns.   
 
 
Fig. 5.1 Initiation mechanism of tensile crack in a member subjected to pure 
tension and definition of fracture energy.  
 
Figure 5.2 illustrates process of from initiation to development of tensile crack 
in a member subjected to pure tension. As shown in Fig. 5.2 (a), tensile strain in 
concrete and reinforcement are same before cracking. It is because concrete and 
reinforcement is strongly bonded and tensile strain in concrete is transferred to 
both ends of member by the bonded reinforcement. Once primary tensile crack 
occurs, concrete is released from its encasement (debonding and slip), and crack 
starts to open by release of fracture energy on crack surface (Fig. 5.2 (b)). The 
opening of crack continues until total release fracture energy, GfAcr, equals to 
total energy dissipated by debonding and slip of reinforcement, ΣG. According 
to elastic fracture mechanics, GfAcr equals to (1/2)ΣG. Therefore, it can be seen 





Fig. 5.2 Process of from initiation to development of tensile crack 
 
Figure 5.3 illustrates the initiation and development mechanism of a diagonal 
shear crack in a beam subjected to double curvature and constant shear force. A 
decrease in the amount of each reinforcement resisting against opening of a 
shear crack leads to an excessive increase in crack width and deterioration in the 
load capacity carrying by aggregate interlocking [3.11]. In a same manner with 
reinforcement across tensile crack, once shear crack has opened or slid, the each 
reinforcement across the shear crack are released from their concrete 
encasement (debonding) [5.2]. In initiation and development of shear crack, 
dowel action of reinforcement also must be considered as well as debonding and 
slip. Fig. 5.4 illustrates three mechanism of dowel action of reinforcement across 
shear crack for different crack width. In large crack width, kinking action is 
prominent as dowel action. Therefore, kinking of reinforcement is applied to 
analytical model in this study because excessive opening of shear crack is 
prominent in diagonal tension failure. 
 
 
In a same manner with initiation and development mechanism of tensile crack, it 
can be seen that the fracture energy of concrete released on shear crack surface 
is dissipated by deformation (debonding, sliding, and dowel action) of 
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reinforcement on shear crack interface. Therefore, crack width at initiation of 
primary shear crack can be evaluated by equilibrium condition between released 
fracture energy of concrete on crack surface and dissipated deformation energy 
of reinforcement on crack interface.  
 
 
Fig. 5.3 Initiation and development mechanism of diagonal shear crack 
 
 
Fig. 5.4 Dowel action of reinforcement across shear interface 
 
The following assumptions are made to evaluate crack width at initiation of 
primary shear crack. 
Assumption 1: The fracture energy of concrete on the surface of a primary 
shear crack, GfAcr, is dissipated by the debonding, sliding, and 
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kinking of prestressing steel, longitudinal, and shear 
reinforcement, respectively. 
Assumption 2: Relation of total energy dissipated by each reinforcement and 
released fracture energy of concrete is linear elastic.  
Assumption 3: Dowel action of reinforcing bar across the shear crack is 
developed as kinking as shown in Fig. 5.4 (c) because dowel 
strengths of reinforcing bar is obtained as kinking for larger 
crack width.  
Assumption 4: Debonded lengths of reinforcements due to opening of crack 
are calculated by Dan’s model [5.3].  
Assumption 5: In bond stress-slip relationships of reinforcement (Fig. 5.5), 
immediately after bond strength is neglected. Fig. 5.5 illustrates 
bond stress-slip relationship of reinforcement used in this study. 
Frictional stress, τf, is constant. For bond strength, τmax, slip at 
bond strength, Smax, and frictional stress, τf, conventional 
analytical models [3.6, 5.4, 5.5] are used. 
 
 
Fig. 5.5 Bond stress-slip relationship applied in this study 
 
5.2.2 Energy Equilibrium Requirements on Shear Interface 
Total energy dissipated by deformation of each reinforcement, ΣG, consists of 
the energy dissipated by debonding, sliding, and dowel action (kinking) of each 
reinforcement on shear crack, Gd, Gs, and Gk as Eq. (5.1), respectively. The 
debonding energy, Gd, consists of debonding energy of longitudinal bar, 
prestressing steel bar, and shear reinforcement as indicated in Eq. (5.2), 
respectively. In the same manner, the sliding and kinking energy, Gs and Gk can 
be expressed as Eq. (5.3) and (5.4). The debonding, sliding, and kinking energy 
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on the shear crack, Gd, Gs, and Gk will be clarified in the section 5.2.4 to 5.2.6.   
ksd GGGG ++=∑                     Eq. (5.1) 
dwdpdrd GGGG ++=                     Eq. (5.2) 
swspsrs GGGG ++=                      Eq. (5.3) 
kwkpkrk GGGG ++=                     Eq. (5.4) 
where Gdr, Gdp, and Gdw are debonding energy of longitudinal bar, prestressing 
steel bar, and shear reinforcement, Gsr, Gsp, and Gsw are sliding energy of 
longitudinal bar, prestressing steel, and shear reinforcement, Gkr, Gkp, and Gkw 
are kinking energy of longitudinal bar, prestressing steel, and shear 
reinforcement, respectively. 
 
5.2.3 Fundamental Relation of Linear Elastic Fracture 
Mechanics 
Since it is assumed that a relation of released fracture energy of concrete, γf, and 
total energy dissipated by deformation of each reinforcement, ΣG, is linear 
elastic (Assumption 2), a relation between γf and ΣG can be expressed as Eq. 
(5.5). The fracture energy, γf, is obtained by CEB-FIP model code 1990 [5.6] as 
shown in Eq. (5.6).    













         Eq. (5.6) 
where Gf (N.m/m2) is a fracture energy of concrete per unit area by splitting, ag 
(mm) is aggregate size in concrete, fc (N/mm2) is compressive strength of 
concrete, and Acr (mm2) is a crack surface area. 
 
5.2.4 Debonding Energy on Shear Crack Interface 
To evaluate total dissipation energy, ΣG, debonding, sliding, and kinking energy 
on shear crack interface, Gd, Gs, and Gk, are clarified. Let’s first consider the 
debonding energy of reinforcement. Noting that the debonded surface of 
reinforcement is 2ldψ where ld is debonded length and ψ is perimeter of each 
reinforcement. Fig. 5.6 illustrates calculation method for debonding energy of 
reinforcement. As shown in Fig. 5.6, debonding energy of reinforcement can be 
defined as multiple of total area of debonded surface, 2ldψn, and area between 
the simplified bond stress-slip curve and the slip axis from the origin to the slip 
at the peak stress, OAB in Fig. 5.6 (b). Then, Eq. (5.7) to (5.9) can be made. 
 159
Debonded length, ld, is obtained as Eq. (5.10) to (5.12) [5.3].  
 
 




rrrddr ∫= max0 )(2 τψ      for longitudinal bar      Eq. (5.7) 
∫= max0 )(2 pS pppddp dSSnlG τψ     for prestressing steel     Eq. (5.8) 












)(1.2 −=         for prestressing steel    Eq. (5.11) 





)(1.2 −=         for shear reinforcement Eq. (5.12) 
where Srmax, Spmax, and Swmax are the slip corresponding to the bond strength of 
longitudinal bar, prestressing steel, and shear reinforcement, lrd, lpd, and lwd are 
debonded lengths of longitudinal bar, prestressing steel, and shear reinforcement, 
ψr, ψp, and ψw are perimeter length of longitudinal bar, prestressing steel, and 
shear reinforcement, nr, np, and nw are the number of longitudinal bar, 
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prestressing steel, and shear reinforcement on interface of shear crack, τr, τp, and 
τw are bond stress of longitudinal, prestressing steel, and shear reinforcement, dr, 
dp, and dw are diameters of longitudinal bar, prestressing steel, and shear 
reinforcement, respectively.  
 
For a relationship between bond stress and slip of each reinforcement until 
maximum bond stress, τr(S), τp(S), and τw(S) in Eq. (5.7) to (5.9), the following 
analytical models are used.  
For longitudinal bar (deformed bar) [5.4, 5.5] 
αττ )/()( maxmax rrr SSS =               Eq. (5.13) 
 cr fc
38.0
max 03.0=τ                  Eq. (5.14) 
 17.0003.0max ≤= cSr                Eq. (5.15) 
 18.013.0 c=α                   Eq. (5.16) 

















SS ττ                 Eq. (5.17) 
gp f53.0max =τ , ppS φ3max 100.4 −×=  for prestressing strands   Eq. (5.18) 
gp f31.0max =τ , 045.0max =pS  for round PT bar        Eq. (5.19) 
For shear reinforcement (plain bar) [5.4, 5.5] 
.  αττ )/()( maxmax www SSS =                 Eq. (5.20) 
cw fc
38.0
max 015.0=τ                    Eq. (5.21) 
6.0max =wS                        Eq. (5.22) 
4.0=α                         Eq. (5.23) 
where τrmax, τpmax, and τwmax are the bond strength of longitudinal bar, prestressing 
steel, and shear reinforcement, c is a thickness of cover concrete, and ϕp is a 
nominal diameter of prestressing strands. 
 
5.2.5 Sliding Energy on Shear Crack Interface 
Figure 5.7 illustrates distributions of deformation, stress, and strain at a cracked 
section and debonded zone. A cracking leads to sliding back of concrete as from 
ab to ac and elongation of steel as from de to df in Fig. 5.7 (a), respectively. 
Then, strains in concrete and steel are also varied as from εc1 to εco and as from 
εs1 to εso in Fig. 5.7 (b), respectively. Variables σco, σc1, σso, σs1, εco, εc1, εso, and εs1 
in the Fig. 5.7 (a) and (b) represent cohesive stress of concrete after cracking, 
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tensile stress of concrete at cracked section, tensile stress of longitudinal bar at 
cracked section and tip of debonded zone, and strains corresponding to σco, σc1, 
σso, and σs1, respectively. The slip of longitudinal bar is double sum of steel 
elongation, uso, and concrete slide back, uco, after debonding [5.7] as shown in 
Fig. 5.7 (a). Since uso and uco can be evaluated from abc and def in Fig. 5.7 (a), 
Eq. (5.24) can be made. Tension is assumed as positive in this study. 
Displacement of reinforcement and concrete, us and uc, can be defined as Eq. 
(5.25). Total displacement due to elongation of reinforcement and slide back of 
concrete, us-uc, can be expressed as Eq. (5.26).  
 
 



























εε −=−                       Eq. (5.26) 
 
Figure 5.8 illustrates calculation method for sliding energy of reinforcement 
after debonding. Then, the energy dissipated due to sliding of non-prestressed 
longitudinal bar, Gsr, can be expressed as Eq. (5.27) because frictional stress of 
non-prestressed longitudinal bar, τrf, is constant (Assumption 6). In the same 
manner, sliding energy of prestressing steel and shear reinforcement, Gsp and Gsw, 
can be expressed as Eq. (5.28) and (5.29), respectively.  
 
 






2)(2 Δ+=−=−= ∫ wlnlndSuunG rfdrrdrcorsorfrrl rcrsrfrrrrs d τψεετψτψ  Eq. (5.27) 
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1 Δ+= wlnG wfdwwsw τψ , )(22 wcowsodlw εε −=Δ+       Eq. (5.29) 
where τpf, τpf, and τwf are frictional stresses of non-prestressed longitudinal bar, 
prestressing steel bar, and shear reinforcement, and εpe is tensile strain in 
prestressing steel due to prestress (equals to zero for RC member), respectively.   
 
The frictional stress of non-prestressed longitudinal bar, prestrssing steel bar, 
and shear reinforcement, τrf, τpf, and τwf in Eq. (5.27) to (5.29) are obtained by Eq. 
(5.30) to (5.33) [3.6, 5.4, 5.5]. 
max15.0 rrf ττ =     for longitudinal bar      Eq. (5.30) 
max5.0 ppf ττ =     for prestressing strands   Eq. (5.31) 
  max2.0 ppf ττ =     for round PT bar        Eq. (5.32) 
max15.0 wwf ττ =    for shear reinforcement   Eq. (5.33) 
 
5.2.6 Kinking Energy on Shear Crack Interface 
Figure 5.9 illustrates kinking of reinforcement on the shear crack interface of the 
member. As shown in Fig. 5.9, vertical displacement of the kinked 
reinforcement equals to wcosθ+∆sinθ. Therefore, kinking energy of longitudinal 
bar is expressed as Eq. (5.34) to (5.37). In Eq. (5.34), Ar and σrso are the sectional 
area and tensile stress of longitudinal bar due to elongation after cracking. 
Tensile stress, σrso, is defined by the lesser of yield strength of longitudinal bar, 
fry, or multiple of Young’s modulus and tensile strain in longitudinal bar, Erεrso. 
By Eq. (5.27), εrso is expressed as Eq. (5.36). Cohesive strain in concrete after 
cracking, εrco, is obtained by Shah`s model [5.8] (Eq. (5.37)). 
)sincos(cos θθθσ Δ+= wAG rsorkr            Eq. (5.34) 





G ετψε += 2




wf )06103.0exp( 01.1−=ε                 Eq. (5.37) 
where ft and Ec are tensile strength and Young`s modulus of concrete, and w is 




Fig. 5.9 Kinking of reinforcement across shear crack 
 
In a same manner, kinking energy of prestressing steel bar and shear 
reinforcement can be expressed as Eq. (5.38) and (5.39), respectively.  
)sincos(cos θθθσ Δ+= wAG psopkp                 Eq. (5.38) 
)sincos(cos θθθσ Δ+= wAG wsowkw                 Eq. (5.39) 
where Ap and σpso are the sectional area and tensile stress of prestressing steel 
due to elongation (=min(fpy, Epεpso)), fpy and Ep is yield strength and elastic 
modulus of prestressing steel, εpso is tensile strain due to elongation of 
prestressing steel, Aw and σwso are the sectional area and tensile stress of shear 
reinforcement due to elongation (=min(fwy, Ewεwso)), fwy and Ew is yield strength 
and elastic modulus of shear reinforcement, εwso is tensile strain of shear 
reinforcement due to elongation, respectively. 
 
5.2.7 Axial (longitudinal) Equilibrium Condition 
To evaluate opening and sliding of shear crack, w and ∆, equilibrium condition 
for axial force in member is used as well as energy equilibrium condition (Eq. 
(5.1) to (5.4), section 5.2.2) in this study. Fig. 5.10 illustrates axial (longitudinal) 
force components in shear cracked concrete and reinforcements. As shown in 
Fig. 5.10, the axial (longitudinal) force equilibrium condition is expressed as 
cixcixwxpxrx VFFFFN +−−−−= . Then, the equation can be derived as Eq. (5.40). 
The normal and shear stresses on the surface of shear crack, fci and vci, in Eq. 
(5.40) are estimated by a Li and Maekawa model (Eq. (5.41) and (5.42), [5.9]).  
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fwv cci                    Eq. (5.42) 
where θ is inclination of primary shear crack, s is spacing of shear reinforcement, 
jr is a distance between longitudinal bars in tension and compression, and fpe is 




Fig. 5.10 Axial (longitudinal) force components on shear crack interface 
 
5.2.8 Analytical Procedures 
The first web-shear cracking load in the beam failing in diagonal tension (DT) 
represents the ultimate shear strength. To evaluate the web-shear cracking 
strength, the conventional Modified Compression Field Theory (MCFT) for 
reinforced/prestressed concrete beams with web reinforcement [2.2] and the 
simplified MCFT for reinforced concrete beams without web reinforcement 
[4.6] are used in this study. The first web-shear cracking strength is attained as a 
shear force when the principle tensile strain reaches ft/Ec, where ft and Ec are 
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tensile strength and Young’s modulus of concrete. For more detail about the 
analytical procedures of the MCFTs, refer to Ref. [2.2] and [4.6]. 
 
Figure 5.11 illustrates the calculation procedure for prediction of DT failure. 
Main calculation procedures are as follows: First, shear cracking strength, Vwc, 
and inclination of primary shear crack, θ, are obtained by the conventional 
MCFTs [2.2, 4.6]. Then, estimate width and sliding of shear crack, w and ∆. 
Third, normal and shear stress on the surface of shear crack, fci and vci, are 
obtained by Li and Maekawa model (Eq. (5.41) to (5.42), [5.9]) using estimated 
w and ∆. Fourth, check the axial force equilibrium condition by Eq. (5.40). If 
necessary, revise the ∆. Fifth, bond strength and slip at bond strength of each 
reinforcement are obtained by Eq. (5.13) to (5.23). Sixth, debonding, sliding, 
and kinking energy of each reinforcement can be obtained by Eq. (5.7) to (5.12), 
(5.27) to (5.29), and (5.34) to (5.37), respectively. Total energy dissipated by 
deformation of reinforcements, ΣG, and fracture energy of concrete, Gf, are 
obtained by Eq. (5.1) to (5.6) in seventh step. Eighth, equilibrium condition of 
energy is checked to estimate w. Displacements across and along the primary 
shear crack, w and ∆, statically increase until the total dissipated energy G 
equals to 2γf (=2GfAcr). In the final step, if the estimated shear crack width, w, is 
larger than the critical width, wcr, given by Hordijk`s model (Eq. (5.43)), it is 
judged that the beam is expected to fail in DT.  
)/(14.5 tfcr fGw =                   Eq. (5.43) 
where Gf is a fracture energy of concrete per unit area by splitting in N.m/m2 and 
ft is tensile strength of concrete in N/mm2. 
 
An analytical example by proposed model is employed for a post-tensioned 
precast concrete beam (S-10-L10 in section 3.3). Refer to Table 3.10 and 3.11 
for geometrical and material conditions of S-10-L10 for the calculation. 
1. Calculate shear cracking strength, Vwc, and inclination of primary shear 
crak, θ, by two MCFTs. They produced 111.9 kN and 20.4 degree, 
respectively.  
2. Estimate displacement across and along the primary shear crak: width, w, 
and sliding, ∆. Initial value of 5.0 and 3.0 mm for w and ∆ are applied.  
3. Normal and shear stress on shear crack, fci and vci, are given as -1.5 and 













































fwv cci     Eq. (5.45) 
4. Calculate axial force, N, by Eq. (5.40). 
5. Check axial force, N. Modified ∆ (=1.99 mm) produces axial force of 
zero. 
6. Calculate bond strength and slip at bond strength of each reinforcement 
by Eq. (5.13) to (5.23).  
For longitudinal bar (deformed bar) [5.4, 5.5] 
244.0
maxmax )099.0/(386.7)/()( SSSS rrr == αττ        Eq. (5.46) 
 386.72.6538.03303.038.003.0max =×⋅== cfcrτ        Eq. (5.47) 
 099.033003.0003.0max =⋅== cSr            Eq. (5.48) 
 244.03313.013.0 18.018.0 =⋅== cα           Eq. (5.49) 






















pp ττ      Eq. (5.50) 
89.39.5353.053.0max === gp fτ          Eq. (5.51) 
22.055100.4100.4 33max =××=×= −− ppS φ        Eq. (5.52) 
For shear reinforcement (plain bar) [5.4, 5.5] 
.  4.0maxmax )6.0/(70.3)/()( SSSS www == αττ          Eq. (5.53) 
70.32.6533015.0015.0 38.038.0max =⋅⋅== cw fcτ         Eq. (5.54) 
6.0max =wS                        Eq. (5.55) 
4.0=α                         Eq. (5.56) 
7. Debonding, sliding, and kinking energy can be obtained by Eq. (5.7) to 
(5.12), (5.27) to (5.29), (5.34) to (5.37), respectively. Following results 
are given: Gdr = 1.8, Gdp = 10.2, Gdw = 8.15, Gsr = 3.04, Gsp = 8.34, Gsw 
= 21.7, Gkr = 3.0, Gkp = 1.0, and Gkw = 0.6 N·m, respectively. 
8. Total energy dissipated by debonding, sliding, and kinking energy of 
each reinforcement, ΣG, is given as 57.83 N·m by Eq. (5.1) to (5.4).  
83.576.408.3315.20 =++=++=∑ ksd GGGG        Eq. (5.57) 
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15.2015.82.108.1 =++=++= dwdpdrd GGGG          Eq. (5.58) 
08.337.2134.804.3 =++=++= swspsrs GGGG         Eq. (5.59) 
6.46.00.10.3 =++=++= kwkpkrk GGGG            Eq. (5.60) 
 
9. Fractural energy of concrete on primary shear crack surface, Gf, are 
















   Eq. (5.61) 
10. Check equilibrium condition of energy based on the linear fractural 
mechanics (ΣG, = 2GfAcr, Eq. (5.5)). If necessary, return to step 2 and 
revise w.  
fG γ287.8283.57 =≠=∑        Eq. (5.62) 
Therefore, estimated w and ∆ must be revised. Reviesed w of 7.82 and ∆ 
of 3.07 mm give zero axial force and ΣG of 41.5 N·m. Go to next step. 
11. Calculate the critical shear crack width, wcr, by Eq. (5.43). It results 
2.054 mm. 
054.2)7.2/109.107(14.5)/(14.5 2 =×== −tfcr fGw    Eq. (5.63) 
12. Judge failure mode. S-10-L10 is expected to fail in diagonal tension 
(DT) because estimated w of 7.82 mm is larger than wcr of 2.054 mm. 
 
To verify the accuracy of analytical results by analytical method proposed in this 
study, comparison between the analytical and experimental results [2.13, 
3.12-3.17]. It will discuss in next section. 
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Fig. 5.11 Calculation procedures for prediction of DT failure 
 
 
5.3  Verification of Analytical Results 
5.3.1 Experimental Data Used for Verification 
The proposed analytical method is verified by comparing with the test results. A 
total four prestressed concrete (PC) beams from this study and 36 PC beams 
from the research in the past [2.13, 3.12-3.17] are taken for the verification. 
Eighteen reinforced concrete (RC) beams [5.10, 5.11] and 7 RC columns [5.12] 
are also taken for the verification of shear cracking strength and failure mode, 
because the model proposed in this study can be applied to RC as well as PC 
members. Fig. 5.12 shows the range of the main parameters and failure mode of 
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these test specimens. Horizontal axis in Fig. 5.12 represents the experimental 
parameters and failure mode. The number of tested specimens for each fraction 
of the experimental paramaters and failure mode is indicated in vertical axis in 
Fig. 5.12. DT, SC, ST, and FSC in Fig. 5.12 (d) indicate diagonal tension, shear 
compression, and shear tension failure, flexural shear compression failure, 
respectively. Table 5.1 shows the geometrical and experimental parameters of 
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Table 5.1 Geometrical and experimental parameters of specimens  
Specimens for  
the verification 















S-PW0 58.2 - 0.00[2.13] 
S-PW12 




S-SR1-PW04 59.4 331 0.45[3.12] 
S-SR1-PW12 




A-PW0 1169 - 0.00
A-PW04 1169 421 0.45[3.13] 
NA-PW0 















LD2PW00ϕ13 1107 - 





















































Table 5.1 Geometrical and experimental parameters of specimens 
Specimens for  
the verification 

































65.2 380 1763 1006
0.10
B-210-0 20.4 - - 
B-360-0 37.5 - - [5.10] 
B-570-0 





B-0 34.0 - - 0.00
B-30-046 32.8 - 349 0.46
B-30-121 32.2 - 285 1.21
B-60-030 32.6 - 492 0.30
B-60-059 32.9 - 554 0.59
B-80-019 33.3 - 865 0.19
B-80-046 33.3 - 901 0.46
B-80-059 33.7 - 901 0.59
B-80-121 33.8 - 898 1.21
B-120-019 34.5 - 1061 0.19
B-120-030 34.8 - 1061 0.30
B-120-059 34.7 - 1060 0.59
B-120-121 34.8 - 1065 1.21
B-150-019 
2.0













60-7-10-2 76.9 - 0.40
60-10-10-4 93.4 -  











b: sectional width, D: sectional depth, a/D: shear span ratio, Fc: compressive 
strength of concrete, ρw: shear reinforcement ratio, fry, fpy, and fwy: yield strength 




5.3.2 Shear Cracking Strength and Failure Mode 
Figure 5.13 shows the comparison between observed shear cracking strength, 
Vcr-e and predicted shear cracking strengths: (a) Vcr-a; (b) Vcr-b; and (c) Vcr-c. 
Three shear failure modes, ST, SC, and DT failure, were selected in this section. 
Vertical axis in Fig. 5.13 indicates observed shear cracking strength, Vcr-e. 
Horizontal axis in Fig. 5.13 represents the predicted shear cracking strengths, 
Vcr-a, Vcr-b, and Vcr-c, respectively. Predicted shear cracking strengths in Fig. 5.13, 
Vcr-a, Vcr-b, and Vcr-c represent analytical shear cracking strengths by AIJ RC 
guide line ([2.8], Eq. (3.45)), PC standard ([2.16], Eq. (3.46)), and the proposed 
method in this study, respectively. Circles, squares, and triangles in Fig. 5.13 
indicate observed data for RC and PC members which experimentally failed in 


























(a) Vcr-a by AIJ RC guide line [2.8] 

















































(c) Vcr-c by proposed method 
Fig. 5.13 Comparison between observed and predicted shear cracking strength 
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As shown in Fig. 13 (a), predicted shear cracking strength by AIJ RC guide line 
([2.8], Eq. (3.45)) evaluated observed shear cracking strength of RC members in 
a good accuracy (mean value of Vcr-e/Vcr-a = 1.06 and coefficient of variation 
(C.V.) = 0.29). However, Vcr-a can not evaluate Vcr-e of PC members in a good 
accuracy (mean value of Vcr-e/Vcr-a = 1.22 and C.V. = 0.23). It points out that AIJ 
RC guide line ([2.8], Eq. (3.45)) can not appropriately evaluate shear cracking 
strength of PC members. The predicted shear cracking strengths show a good 
agreement with their observed web-shear cracking strength. 
 
Analytical shear cracking strength by AIJ PC standard ([2.16], Eq. (3.46)) Vcr-b, 
can not evaluated observed shear cracking strength of PC member with ± 20% 
accuracy (mean value of Vcr-e/Vcr-a = 1.29 and C.V. = 0.17). It is because concrete 
strength factor, ν, in Eq. (3.46) is based on the empirical results of prestressed 
concrete for evaluation of shear failure strength. It points out that methodology 
using strut mechanism in Eq. (3.46) to evaluate shear cracking strength of PC 
member is not appropriate.    
 
As shown in Fig. 5.13 (c), analytical shear cracking strength in proposed method 
(MCFTs [2.2, 4.6]) evaluated observed shear cracking strength in the best 
accuracy (mean value of Vcr-e/Vcr-a = 1.02 and C.V. = 0.20 for RC members, 
mean value of Vcr-e/Vcr-a = 0.96 and C.V. = 0.19 for PC members ).  
 
Figure 5.14 plots comparison between observed and predicted failure mode by 
proposed method. Solid and open data in Fig. 5.14 indicate predicted failure 
modes agree and disagree with the observed ones. Vertical and horizontal axis in 
Fig. 5.14 represent observed and predicted shear cracking strength. As shown in 
Fig. 5.14, most predicted failure modes agree with the observed ones except for 
nine out of 65 specimens. It points out that propose method is appropriately 



















: Predicted failure modes agree
  with observed ones
: Predicted failure modes disagree
  with observed ones
(b)  
Fig. 5.14 Comparison between observed and predicted failure mode 
 
5.3.3 Primary Shear Crack Width 
To verify the analytical method proposed in this study, evaluation of the width of 
primary shear crack is important. Fig. 5.15 shows comparison of predicted and 
observed width of primary shear crack. Horizontal and vertical axis in Fig. 5.15 
represent predicted and observed width of primary shear crack, respectively. It is 
difficult to observe the crack width of primary shear crack in beams which failed 
in DT because the beam simultaneously fails at initiation of primary shear crack. 
However, it is possible to measure the width of primary shear crack in the beams 
which failed in other modes than DT (SC and ST etc.) because the crack width 
gradually increases even after shear cracking. In this study, observed crack 
widths of primary shear crack in PC beams which failed in ST, SC, FS, and F are 
used. Notation, ST, SC, FS, and F indicate shear tension, shear compression, 
shear failure after flexural yielding, and flexural failure. Refer to section 3.2.4 
for the definition of the failure modes. As shown in Fig. 5.15, analytical widths 
of primary shear crack predicted by proposed method evaluate observed crack 
width at primary shear cracking in a good accuracy. However, further 

























Fig. 5.15 Comparison between predicted and observed width of primary shear 
crack 
 
5.3.4 Parametric Study 
Figure 5.16 plots relationship between a ratio of experimental to analytical shear 
cracking strength by AIJ RC guide line ([2.8], Eq. (3.45)), Vcr-e/Vcr-a, and 
experimental parameters: (a) compressive concrete strength, Fc; (b) shear span 
to overall depth ratio, a/D; (c) yield strength of shear reinforcement, fwy; (d) 
shear reinforcement ratio, ρw; and (e) prestressing level, ηpe. Vertical and 
horizontal axis in Fig. 5.16 represent a ratio of experimental to analytical shear 
cracking strength and each experimental parameters, respectively. In a same 
manner, the relationships between a ratio of experimental to analytical cracking 
shear strength by AIJ PC standard ([2.16], Eq. (3.46)) and proposed method, 
Vcr-e/Vcr-b, and Vcr-e/Vcr-c, and experimental parameters are plotted in Fig. 5.17 to 
5.18, respectively.  
 
As shown in Fig. 5.16 to 5.18, analytical shear cracking strengths in proposed 
method (MCFTs [2.2, 4.6]) evaluated experimental ones in best accuracy of 
three methods regardless of experimental paramters. Further, it can be seen that 
the proposed model can be applied to the post-tensioned precast concrete 
members with materials in excess of the range of parameters used for the 
verification because the proposed model is based on the equilibrium condition of 























































(e) Prestressing level 
Fig. 5.16 Relationship between a ratio of experimental to analytical shear 























































(e) Prestressing level 
Fig. 5.17 Relationship between a ratio of experimental to analytical shear 




















































(e) Prestressing level 
Fig. 5.18 Relationship between a ratio of experimental to analytical shear 
cracking strength by proposed method and parameters 
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5.3.5 Minimum Ratio of Shear Reinforcement 
By the proposed method, failure modes of PC/RC members were predicted in a 
good accuracy. It points out that the lower limit of shear reinforcement ratio, ρm, 
of member failing in DT and other mode simultaneously can be obtained by 
proposed method. The lower limit of the shear reinforcement ratio, ρm, is 
important to prevent PC/RC members from DT failure and to effectively use the 
shear reinforcement in shear design, if a/D and b/D are known. 
 
Figure 5.19 shows required ρm to prevent DT failure for difference of a/D and 
b/D. Material properties of PC beams for this verification in Fig. 5.19 are same 
with ones of specimens tested in section 3.3. Vertical and horizontal axis in Fig. 
5.19 represent shear reinforcement ratio, ρw, and member section width/depth 
ratio, b/D, for difference of shear span/overall depth ratio, a/D; (a) 1.0; (b) 1.5, 
respectively. Solid curve indicates ρm predicted by proposed method. Open 
circles and square indicate two test specimens which failed in DT (S-10-L10, 
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S-15-L10(DT)
b/D






Fig. 5.19 Required minimum ratio of shear reinforcement to prevent DT failure 
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As shown in Fig. 5.19, a specimen failed in DT if its experimental parameters 
(b/D-ρw) are placed under the solid curve. It points out that analytical method 
proposed in this study can evaluate ρm required to prevent the member from DT 
failure and be useful to propose ρm in shear design of PC and RC members. 
 
For deep understanding on analytical results by proposed method, the analytical 
results in Fig. 5.13 to 5.19 are shown in Table 5.2. 
 
 
5.4  Conclusions 
An analytical method to predict diagonal tension (DT) failure of RC and PC 
member was proposed. Based on the fundamental relation in fracture mechanics, 
debonding, sliding, and kinking energy of each reinforcement (non-prestressed 
longitudinal bar, prestressing steel, and shear reinforcement) on shear crack 
interface were obtained. Using the debonding, sliding, and kinking energy, 
analytical method to predict DT failure was proposed. For the verification of 
proposed analytical method, predicted web-shear cracking strength, failure 
modes, and the width of primary shear crack were compared to the observed 
ones. Analytical results from proposed method showed a good agreement with 
observed ones such as shear strength, crack width of primary shear crack, and 
failure mode. Further, minimum shear reinforcement ratio, ρm, to prevent the 
members from DT failure was analytically investigated. It pointed out that 
proposed method is effective and useful to propose the minimum ratio of shear 













Table 5.2 Summary of analytical results by proposed method 








S-10-L10 DT DT 1006 1119 1.11 2.72 2.08 1.3 
S-10-L21 ST N-DT 913 1125 1.23 1.07 2.08 0.5 
S-15-L00 DT DT 803 1134 1.41 20.0 2.08 9.6 
S-15-L10 DT DT 884 1117 1.26 4.04 2.08 1.9 
A-PW0 DT DT 184 234 1.27 4.49 1.88 2.4 
A-PW04 SC N-DT - 235 - 0.63 1.88 0.3 
NA-PW0 DT DT 227 230 1.01 2.82 1.88 1.5 
S-PW0 DT DT - 263 - 5.38 2.04 2.6 
S-PW12 SC N-DT - 265 - 0.49 2.03 0.2 
LD2PW04ϕ13 DT DT 159 141 0.89 5.60 1.91 2.9 
LD2PW04ϕ17 DT N-DT 201 182 0.91 1.39 1.91 0.7 
LD2PW04ϕ23 DT N-DT 198 232 1.17 0.41 1.91 0.2 
LD2PW02ϕ13 DT DT 150 140 0.93 8.96 1.91 4.7 
LD2PW02ϕ17 DT DT 183 182 0.99 3.55 1.91 1.9 
LD2PW02ϕ23 DT N-DT 190 207 1.09 0.91 1.91 0.5 
LD2PW00ϕ13 DT DT 171 144 0.84 16.8 1.94 8.7 
LD2PW00ϕ17 DT DT 162 185 1.14 15.1 1.94 7.8 
LD2PW00ϕ23 DT DT 165 236 1.43 11.1 1.94 5.7 
LD3PW00ϕ23 DT DT 152 220 1.45 12.9 1.85 7.0 
LD3PW02ϕ17Ι DT N-DT 178 187 1.05 1.81 1.96 0.9 
S-SR1-PW04 SC N-DT - 266 - 0.96 2.04 0.5 
S-SR1-PW12 SC N-DT - 269 - 0.49 2.04 0.2 
LD3ϕ23SD07α30 SC N-DT 193 142 0.74 0.67 1.88 0.4 
LD3ϕ23SD07α45 SC N-DT 198 166 0.84 0.70 1.88 0.4 
LD3ϕ23SD07α60 ST N-DT 217 186 0.86 0.72 1.88 0.4 
LD3ϕ23SD08α60 ST N-DT 204 184 0.90 0.60 1.87 0.3 
LD3ϕ26SD07α45 ST N-DT 199 179 0.90 0.45 1.87 0.2 
LD3ϕ32SD05α60 SC N-DT 198 176 0.89 0.31 1.87 0.2 
LD4ϕ23SD07α30 SC N-DT 166 139 0.84 0.46 1.87 0.2 
LD4ϕ23SD07α45 SC N-DT 171 161 0.94 0.49 1.87 0.3 
No.1 SC N-DT 199 216 1.09 1.79 1.94 0.9 
No.2 ST DT 183 260 1.42 2.49 1.96 1.3 
No.3 SC DT 272 287 1.06 3.32 1.98 1.7 
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Table 5.2 Summary of analytical results by proposed method 








No.4 SC DT 240 266 1.11 3.30 1.98 1.7 
No.6 SC N-DT 276 287 1.04 0.34 1.93 0.2 
No.7 SC N-DT 180 272 1.51 3.25 2.00 1.6 
No.8 SC DT 234 320 1.37 7.58 2.12 3.6 
No.9 SC DT 226 324 1.43 5.93 2.05 2.9 
S-10-L42 SC N-DT 706 608 0.86 0.48 2.03 0.2 
S-15-L21 DT DT 516 690 1.34 2.01 1.55 1.3 
B-210-0 DT DT 116 83 0.72 3.79 1.98 1.9 
B-360-0 DT DT 176 112 0.64 3.63 2.24 1.6 
B-570-0 DT DT 194 135 0.70 5.50 2.41 2.3 
B-0 DT DT 77 95 1.23 3.97 2.20 1.8 
B-30-046 SC N-DT 81 93 1.15 0.46 2.18 0.2 
B-30-121 SC N-DT 91 93 1.02 0.21 2.17 0.1 
B-60-030 SC N-DT 92 93 1.01 1.04 2.18 0.5 
B-60-059 SC N-DT 79 94 1.19 0.44 2.18 0.2 
B-80-019 ST N-DT 88 94 1.07 1.23 2.19 0.6 
B-80-046 ST N-DT 72 95 1.32 0.44 2.19 0.2 
B-80-059 DC N-DT 87 95 1.09 0.35 2.19 0.2 
B-80-121 DC N-DT 82 95 1.16 0.20 2.19 0.1 
B-120-019 ST N-DT 100 96 0.96 0.51 2.20 0.2 
B-120-030 ST N-DT 89 96 1.08 0.37 2.21 0.2 
B-120-059 SC N-DT 92 96 1.04 0.19 2.20 0.1 
B-120-121 DC N-DT 74 96 1.30 0.11 2.21 0.0 
B-150-019 ST N-DT 76 96 1.26 0.22 2.21 0.1 
B-1.5-0 DT DT 99 97 0.98 4.26 2.21 1.9 
0-10-10-4 DT DT 1420 1322 0.93 8.67 2.69 3.2 
20-10-10-4 DT DT 1280 1316 1.03 5.67 2.69 2.1 
60-7-10-2 DT DT 1050 969 0.92 2.65 2.59 1.0 
60-10-10-4 DT DT 1350 1402 1.04 3.16 2.69 1.2 
60-7-10-4 SC N-DT 1380 1345 0.97 1.49 2.59 0.6 
90-10-10-4 SC N-DT 1470 1402 0.95 1.49 2.69 0.6 
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6. Analytical Model 3 for Post-tensioned 




Shear failure mechanisms of post-tensioned precast concrete members failed in 
ST, SC, B, and DT were investigated and shear analogies were developed in 
Chapter 4 and 5. From the Test 1 in Chapter 3 and experimental research on 
shear behavior of post-tensioned precast concrete members in the past [2.13], 
significant deterioration of shear capacity due to crushing of the concrete in 
flexural compression zone had been observed as shown in Fig. 6.1. Fig. 6.1 
illustrates the crack patterns of post-tensioned precast concrete beams failed in 
shear due to crushing of the concrete in the flexural compression zone. It points 
out that the deterioration of shear capacity of the concrete at flexural 
compression zone significantly also affect the shear failure mechanism of 
post-tensioned precast concrete members. The failure mode in this case is 
defined as flexural shear compression failure (FSC) in this study.  
 
 
Fig. 6.1 Crack patterns of post-tensioned precast concrete member failed in FSC 
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Choi [2.1] proposed the analytical method to evaluate inelastic deformation 
capacity of reinforced concrete beams using shear capacity of concrete at 
flexural compression zone in critical section. However, Choi`s model only can 
be applied to reinforced concrete beams failing in flexure. There is not yet 
analogy to investigate the FSC failure and to evaluate shear strength of 
post-tensioned precast concrete member failing in FSC.  
 
To evaluate shear strength of post-tensioned precast concrete members failing in 
FSC, an analytical model based on the stress state of concrete in the flexural 
compression zone is proposed in this chapter. Further, failure mode of 
post-tensioned precast concrete member will be also predicted by the proposed 
model. For the estimation of deformation capacity of post-tensioned precast 
concrete member failing in flexure, drift angle at flexural failure using rocking 
model in which rocking deformation at the joint interface of post-tensioned 
precast concrete member is considered will be also evaluated by the proposed 
method. By comparison between analytical and experimental results (shear 
strength, failure mode, and drift angle at flexural failure), accuracy of analytical 
results will be clarified. 
 
 
6.2  FSC Failure Strength 
Figure 6.2 illustrates load-displacement relation and shear capacity. F, ST, SC, 
DT, and FSC failure in Fig. 6.2 indicates flexural, shear tension, shear 
compression, diagonal tension, and flexural shear compression failure, 
respectively. As shown in Fig. 6.2, the member in which shear capacity is 
smaller than shear demand at flexural yielding might fail in shear (DT, ST, SC, 
or FSC). Fig. 6.3 shows the shear failure types of post-tensioned precast 
concrete member. Refer to section 3.2.4 for the definition of the failure modes.  
Excessive opening of shear crack due to yielding of shear reinforcement leads to 
deterioration of interlock resistance of shear crack and to shear failure (ST). 
Significant increasing in compressive principle stress in shear cracked concrete 
leads to compression failure of shear cracked concrete strut (SC). In the member 
with low shear reinforcement ratio, ρw, low member section to depth ratio, b/D, 
or low shear span to depth ratio, a/D, excessive opening of primary shear crack 
at initiation of shear crack leads to deterioration of interlock resistance on shear 
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crack surface and significant decay of load carrying the shear capacity of the 
member (DT). Shear resistance capacity of the concrete in the flexural 
compression zone also significantly affect the shear capacity of post-tensioned 
precast concrete member, because the concrete in flexural compression zone is 
subjected to shear as well as the axial stress. Shear failure of the concrete in the 
flexural compression zone leads to deterioration of transferred diagonal 




Fig. 6.2 Load-displacement relation and shear capacity 
 
 
Fig. 6.3 Shear failure type of post-tensioned precast concrete member 
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Extensive researches on shear behavior of reinforced / prestressed concrete 
member have applied ST, SC, and DT failure modes to develop or modify the 
shear analogies. [2.3, 2.9-2.15, 2.17-2.23, 3.12-3.19, 4.1, 4.4-4.8] Also, ST, SC, r 
DT failure strength can be evaluated by the analytical models proposed in Chapter 
4 and 5. However, there is no shear analogy considering the shear capacity of the 
concrete in the flexural compression zone. In this section, stress state of the 
concrete at flexural compression zone is investigated. Then, an analytical model 
to be able to predict the shear strength and failure modes of post-tensioned 
precast concrete member failing FSC as well as ST or SC will be proposed.  
 
6.2.1 Analytical Assumption 
To evaluate the shear strength of a member due to FSC failure, the conventional 
section analysis with following analytical assumptions is used. 
1. The shear force is resisted primarily by the concrete in the compression zone 
of the critical section after initiation of flexural crack or gap opening, 
because once a flexural crack (or gap opening) initiates, the tensile crack 
immediately propagates to the neutral axis at the cross section, and provoke 
the decreasing of effective depth resisting the shear force [2.1]. 
2. Plane section before bending remains plane after bending. 
3. Prestressing steels do not perfectly bond with concrete. Strain compatibility 
factor, F, representing a ratio of actual strain on prestressing steel to strain on 
prestressing steel which is perfectly bonded with concrete is used in this 
study. 
4. The tensile strength of concrete are neglected. 
5. Ultimate strain of concrete, εcu, is assumed as 0.003. 
6. For plane and confined stress-strain curve of concrete, Komuro`s model 
[6.1] is used. Cover concrete is assumed as the plane concrete. The concrete 
section except for cover is assumed as confined section. 
 
6.2.2 Shear Capacity of Concrete at Flexural Compression 
Zone 
Let`s consider the critical section of-post-tensioned precast concrete to evaluate 
the shear strength of FSC failure mode. Fig. 6.4 illustrates distribution of stress 
and strain at critical section in joint interface. For shear stress of the concrete in 
the flexural compression, Rankine`s failure criteria (Eq. (6.1)), using normal 
stress, σc, and compressive strength of concrete, Fc. As shown in Fig. 6.4, the 
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part of the compression zone experiencing compressive softening no longer 
provides the shear stress capacity controlled by compression [2.1]. Shear 
capacity of the concrete in flexural compression zone, Vcc, can be obtained as Eq. 
(6.2) and (6.3).  
))(()( zFFz cccc στ −=                 Eq. (6.1) 
∫= nx ccc dzzbV 0 )(τ , for εc ≤ εcc               Eq. (6.2) 
∫= c ccc dzzbV 0 )(τ , for εc > εcc                Eq. (6.3) 
where b is cross sectional width of member, εcc is normal strain corresponding to 
compressive strength of confined concrete, c is effective depth of shear stress 




Fig. 6.4 Distribution of stress and strain at critical section in joint interface 
 
6.2.3 Shear Demand of Post-tensioned Precast Concrete 
Member 
In this section, analytical method using the conventional section analysis for the 
shear demand of post-tensioned precast concrete member will be introduced. For 
estimated variables, εc and xn in Eq. (6.1) to (6.3), equilibrium condition for 
resultant forces at critical section (Eq. (6.4)) and compatibility condition for 
bond stress on prestressing steel (Eq. (6.5)) are used. Sum of resultant forces in 
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the critical section of member, ΣP, must be equilibrated with axial force, N, as 
shown in Eq. (6.4). Compressive axial force is defined as positive in this study. 
Fig. 6.5 illustrates distribution of bond stress and tensile force of prestressing 
steel at the top and bottom of post-tensioned precast concrete member subjected 
to double-curvature. When double-curvature flexural deformation is imposed on 
a member where prestressing steels are symmetrically located at the section, the 
stress and strain distributions at the top and bottom critical sections are the same. 
Therefore, the maximum tensile force difference of a prestressing steel between 
at the top and bottom critical sections, ∆Tmax, equals to the bond force of a 
prestressing steel at bond strength, τpmaxψpL. Then, tensile force difference of a 
prestressing steel between at the top and bottom critical sections, Tpt-Tpc, can be 
derived as Eq. (6.5) using compatibility factor, F, defined as a ratio of actual 
strain on prestressing steel to strain on prestressing steel which is perfectly 
bonded with concrete as shown in Eq. (6.6) and (6.7) [6.2]. Eq. (6.6) and (6.7) 
represent strains at prestressing steel in tension and compression, respectively. 
Then, coefficient F is obtained as Eq. (6.8). Tensile strain increment of 
prestressing steel at the critical section, ∆εp, is obtained as Eq. (6.9).  Then, 
flexural moment at the critical section of a member is derived as Eq. (6.10). 
Shear demand at the critical section of member, Vf, is obtained as Eq. (6.11).  


































































 Eq. (6.10) 
a
M
V ff =                    Eq. (6.11) 
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where Cc, Cr, Tr, Tpc, and Tpt are resultant force of concrete, longitudinal bar in 
compression and tension side, and prestressing steel in compression and tension 
side, N is axial force, εpt and εpc are tensile strain of prestressing steel in tension 
and compression, εpe is tensile strain in prestressing steel due to initial prestress, 
εcpn is compressive strain in concrete due to initial prestress, dpt and dpc are 
distance from extreme compression fiber to centroid of prestressing steel in 
tension and compression, Ep, Ap, τpmax are elastic modulus, sectional area, and 
bond strength of prestressing steel, respectively. 
 
 
Fig. 6.5 Distribution of bond stress and tensile force of prestressing steel 
 
6.2.4 Prediction of Failure Mode 
For the prediction of failure mode, five failure modes, flexural failure (F), shear 
tension failure (ST), shear compression failure (SC), diagonal tension failure 
(DT), and flexural shear compression failure (FSC), are accepted. The failure 
mode of the member is determined by the lesser of flexural strength and shear 
strength. ST and SC failure strengths are obtained by the analytical model 1 in 
Chapter 4. DT failure strength is obtained by the analytical model 2 in Chapter 5. 
Flexural strength of member, Vfu, can be obtained by the maximum shear 
demand at the critical section of member as shown in Fig. 6.2. FSC failure 
occurs when shear capacity of the concrete at the flexural compression zone, Vcc, 
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equals to shear demand, Vf, as shown in Eq. (6.12). 
fcc VV =                       Eq. (6.12) 
 
If the compressive strain of concrete at the extreme compression fiber at the 
maximum shear demand, εcmax, is smaller than the compressive strain of concrete 
at the extreme compression fiber satisfying Eq. (6.12), the member is expected 
to fail in flexure prior to shear (F). If not, the member is judged to fail in shear 
(ST, SC, DT, or FSC). Shear failure modes (ST, SC, DT, and FSC) are 
determined by the lesser of ST, SC, DT, and FSC failure strength. FSC failure 
occurs when shear capacity of the concrete at the flexural compression zone, Vcc, 
satisfying Eq. (6.12) is smaller than ST or SC failure strength.  
 
 
6.3 Deformation Capacity of Post-tensioned Precast 
Concrete Member at Flexural Failure 
6.3.1 Analytical Assumptions 
For evaluation of deformation capacity of post-tensioned precast concrete 
members at flexure failure, following analytical assumptions are applied in this 
study. 
1. Shear deformation of post-tensioned precast concrete member is neglected, 
because shear deformation is much smaller than the flexural deformation in 
post-tensioned precast concrete member failing in flexure [6.3]. Therefore, 
total deformation of post-tensioned precast concrete member, R, is evaluated 
by the flexural deformation only, Rf, as shown in Eq. (6.13). 
2. Bond stress on prestressing steel linearly distributes in the longitudinal 
direction. 
3. The length of plastic hinge region in post-tensioned precast concrete member, 
Lp, equals to overall depth of member cross section (Lp = 1.0D).  
4. The curvature of member after initiation of plastic hinge, ϕp, distributes as 




Fig. 6.6 Distribution of curvature after initiation of plastic hinge 
 
6.3.2 Flexural Deformation of Post-tensioned Precast 
Concrete Member 
Flexural deformation consists of pulling-out deformation of prestressing steel at 
joint interface, Rf.pu, and flexural deformation in outside joint interface, Rf.p (Eq. 
(6.14)). As the pulling-out deformation model of post-tensioned precast concrete 
members subjected to double-curvature, the conventional rocking deformation 
model is applied in this study. Fig. 6.7 illustrates an example of rocking model 
for a column and stub. The rocking model in Fig. 6.7 is from the conventional 
pulling-out idea of reinforced concrete member. In the general rocking model, 
the curvature, ϕ, of post-tensioned precast concrete members concentrates at 
beam-column or column-foundation joint interface because deformation due to 
pull-out of prestressing steel is prominent. Variables, δp, ∆εp, ∆εpa, ls, and xn in 
Fig. 6.7 are pulling-out of prestressing steel, tensile strain increment of 
prestressing steel at joint interface and anchorage zone, development length of 
prestressing steel, and neutral axis depth, respectively. Pulling-out of 
prestressing steel, δp, consists of sum of the pulling-out due to slip of 
prestressing steel from the column and stub, δp1 and δp2, as shown in Eq. (6.15). 
If neutral axis, xn, is larger than distance from extreme compression fiber to 
centroid of prestressing steel in tension, dpt, pulling-out deformation, Rf.pu equals 
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to zero (Eq. (6.16)). Neutral axis, xn, and tensile strain increment of prestressing 
steel at joint interface, ∆εp, in Eq. (6.15) and (6.16) are obtained by the section 
analysis mentioned in section 6.2.3 (Eq. (6.9)). Flexural deformation in outside 
joint interface, Rf.p, can be obtained as Eq. (6.17) because curvature of member 
distributes as shown in Fig. 6.6 [6.4].  
fRR ≈                        Eq. (6.13) 












,  for (xn < dpt)    Eq. (6.15) 
0. =pufR ,        for (xn ≥ dpt)    Eq. (6.16) 
















. φ     Eq. (6.17) 
where ϕp is curvature of member at plastic hinge (=εc/xn), Lp is length of plastic 
hinge in longitudinal direction of member, Vp is shear force at initiation of 
plastic hinge, Ec is Young`s modulus of concrete, and Ie is equivalent moment of 
inertia for effective area in section, respectively.  
 
 
Fig. 6.7 Rocking deformation model of post-tensioned precast concrete column 
 
 197
Variables, δp1, δp2, ∆εpa, and ld, in Fig. 6.7 and Eq. (6.15) can be obtained by Eq. 
(6.18) to (6.22). Tensile force of prestressing steel corresponding to bond 
strength in development length, τpmaxψpld, must be equilibrated with ∆εpEptApt 
where τpmax, ψp, Ept, and Apt are bond strength, perimeter length, elastic modulus, 
and sectional area of prestressing steel in tension zone, respectively. Therefore, 
development length of prestressing steel, ld, can be derived as Eq. (6.18).  By 
substituting stub height, Ls, into ld in Eq. (6.18), upper limit of tensile strain 
increment of prestressing steel at joint interface, ∆εpmax, is obtained as Eq. (6.19). 
Because it is assumed that bond stress in prestressing steel linearly distributes, 
pulling-out of prestressing steel, δp, is derived as Eq. (6.21) in a small tensile 
strain increments (∆εp ≤ ∆εpmax). In large tensile strain increments (∆εp > ∆εpmax), 
tensile strain increment at anchorage zone, ∆εpa, can be obtained as Eq. (6.20). 



















































Δ= , for maxpp εε Δ>Δ   
Eq. (6.22) 
 
For bond strength of prestressing steel, τpmax, following analytical models and 
assumptions in the report of research committee on bond property in prestressed 
concrete members and structures organized by Japan Prestressed Concrete 
Engineering Association [3.4] are used. 
gp Fατ 53.0max =  MPa   for prestressing strands  Eq. (6.23) 
5.1max =pτ  MPa   for round PT bar       Eq. (6.24) 
0.6max =pτ  MPa   for deformed PT bar    Eq. (6.25) 
where α equals to 1.0 and 1.17 for seven and nineteen wire strands, Fg is 




6.4 Calculation Procedure of Proposed Method for 
The Prediction of Shear Strength, Failure Mode, 
and Deformation Capacity of Post-tensioned 
Precast Concrete Members 
Figure 6.8 illustrates calculation procedure of shear strength and deformation 
capacity by proposed method. First, predict the primary shear cracking strength, 
Vcr, and failure modes by the analytical model 2 in Chapter 5. Second, judge the 
failure mode. If the member is expected to fail in DT, the analytical procedure is 
teminated. If not, go to next step. Then, section analysis is conducted to obtain 
the shear strength for FSC failure, Vcc, and shear demand at the critical section 
of member, Vf. In third step, estimate the compressive strain at the extreme 
compression fiber, εc, compatibility factor for bond properties of prestressing 
steel, F, and the neutral axis depth, xn. Fourth, check the resultant force based on 
the estimated εc, F, and xn by Eq. (6.4). If necessary, return to Step 3 and revise 
xn. In fifth step, check the coefficient F by Eq. (6.5). If necessary, return to Step 
3 and reduce the value of F. In sixth step, calculate the Vcc and Vf by Eq. (6.2) to 
(6.3) and (6.11), respectively. Seventh, check Vcc=Vf (Eq. (6.12)). If necessary, 
return to Step 3 and revise εc until satisfying Eq. (6.12). In eighth step, the 
flexural strength, Vfu, is obtained by repeating Step 3 to 7 until the maximum 
value of Vf is produced. In ninth step, the failure mode is judged by comparison 
between the lesser of shear strengths, min(Vu, Vcc), and the flexural strength, Vfu. 
If Vfu is smaller than the lesser of shear strengths, Vu and Vcc, it is judged that the 
member fails in flexure (F). Then, go to Step 12 and calculate the deformation 
capacity of the member at flexural failure. If not, it is expected that the member 
fails in shear. Then, go to Step 10 and predict shear strength by analytical model 
1 in Chapter 4, Vu. In eleventh step, judge the shear failure mode by the lesser of 
Vu and Vcc. If Vu is smaller than Vcc, the member is expected to fail in ST or SC. 
Then, the failure modes (ST or SC) are predicted by the analytical model 1 in 
Chapter 4. If Vu is not smaller than Vcc, the predicted failure mode is FSC.  
 
From twelfth step, the deformation capacity of member at flexural failure is 
evaluated using εc, xn, and F obtained at Step 8. In twelfth step, calculate tensile 
strain increment of prestressing steel, ∆εp, by Eq. (6.9). In thirteen step, check 
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∆εp ≤ ∆εpmax. If ∆εp is not larger than ∆εpmax, go to Step 13 and calculate δp1 and 
δp2 by Eq. (6.21). If ∆εp is larger than ∆εpmax, go to Step 14 and calculate δp1 and 
δp2 by Eq. (6.22). Last, calculate the total flexural deformation of the member, Rf, 
by Eq. (6.13) to (6.17). 
 
 
Fig. 6.8 Calculation procedure of proposed method. 
 
 
6.5 Verification of Analytical Results 
6.5.1 Experimental Data Used for Verification 
To clarify the accuracy of analytical failure strength and deformation capacity by 
the proposed method, experimental data on twenty two and seventeen half-scale 
of post-tensioned precast concrete beam [2.13-2.15, 3.14, 3.20, Test 1 and 2] and 
columns [2.10, 3.20] are used. The geometrical conditions and experimental 
results (drift angle at flexural failure, Ru, peak load, Ve, and failure mode) of test 
specimens used for evaluation in this study are summarized in Table 6.1. 
Material properties of the specimens are summarized in Table 6.2.  
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Table 6.1 Geometrical conditions and experimental results of test specimens 
 Ref. Specimen b D L jp dpt Pe N Ru Ve 
Failure 
mode†
S-PW0 - 239 DT
[2.13] S-PW12 250 250 750 120 185 460 0 - 316 FSC
SJP00-PW12 0 125 3.8 271 F 
SJP075PW04 - 275 SC [2.14] 
SJP075PW12 
250 250 750 75 163 460 0 4.0 307 F 
SSR1PW04 500 0 - 259 SC 
SSR2PW04 0 - 215 FS [2.15] 
SSR2PW12 
250 250 1000 120 185 460 0 - 240 F 
A-PW0 - 184 DT[3.13] A-PW04 250 250 750 12 18 367 0 - 244 DT
[3.19] 11J04+0 250 250 1000 120 185 354 0 >4.0 110 F 
S-10-L42 1204 - 683 FSC
S-10-L63 800 1104 - 742 FS 
S-15-L21 1121 - 509 DT
S-15-L42 1093 2.0 510 F 
S-15-L63 
1200
1178 1.9 531 F 








1.8 386 F 
S-10-L10 2699 - 1006 DT
S-10-L21 2580 - 1054 ST 








R-15-L63 1166 3838 1.6 1185 F 
R-15-H63 1192 3805 1.6 1186 F [2.10] 
D-15-L63 
400 400 1200 200 300
1058 3940 1.8 1230 F 
9.2J04+1/4 247 780 - 207 FS 
11J04+1/3 354 1040 - 251 FS 
11J04+1/8 354 390 - 171 FS 
11J04+1/4 354 780 - 223 FS 
13J04+1/8 496 390 - 209 FS 
13J04+1/4 496 780 - 251 FS 
17J04+1/8 733 390 - 217 FS 
17J04-1/4 733 780 - 262 FS 
11J08+1/4 354 780 - 225 FS 
11J12+1/4 354 780 - 226 FS 
11M04+1/4 354 780 1.6 232 F 
11J04-3qs/4 354 -160 >4.0 86 F 




250 250 1000 120 185
354 390 2.7 170 F 
Note : b and D are width and total depth of member section in mm, L is member 
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length in mm, a/D is shear span ratio, jp is distance between both prestressing 
steels in tension and compresson in mm, dpt is distance from extreme 
compression fiber to centroid of prestressing steel in tension in mm, Pe is 
effective prestresing force in kN, N is axial load in kN (compressive load is 
positive), Ru is experimental drift angle of members at design ultimate state in %, 
Ve is experimental peak load of members in kN, repectively. 
Failure mode†: ST, SC, and FSC are shear tension, shear compression, and 
flexural shear compression failure prior to flexural yielding, and F and FS are 



































 steel Ref. Specimen 
Fc Ec ρw fwy Ew Ar fry Er Ap fpy Ep
S-PW0 58.2 37 0.45 347 195[2.13] S-PW12 56.8 34 1.14 381 206 199 386 198 227 1804 188
SJP00-PW12 62.8 37 1.14 381 206 1804 189
SJP075PW04 59.0 40 0.45 347 195[2.14] 
SJP075PW12 59.7 38 1.14 381 206
199 386 198 227 1735 185
SSR1PW04 59.4 35 0.45 331
SSR2PW04 57.8 56 0.45 331 184[2.15] 
SSR2PW12 61.1 34 1.14 366 188
199 328 189 227 1761 187
A-PW0 0.00 - - [3.13] A-PW04 39.1 33 0.45 421 197 398 360 184 227 1115 202
[3.19] 11J04+0 53.0 32 0.40 480 200 71.3 295 200 95.0 1231 205
S-10-L42 0.42








S-20-L42 55.9 28 0.42









1006 202 71.3 381 183 1184 1763 195
R-15-L63 0.63 988 197





















11J08+1/4 30 0.75 211












Note : Fc and Ec are compressive strength and Young`s modulus of concrete in 
MPa and GPa, ρw is a ratio of shear reinforcement in %, Ar and Ap are sectional 
area of a longitudinal bar and prestressing steel in mm2, fwy, fry, and fpy = yield 
strength of shear, longitudinal, and prestressing reinforcement in MPa, and Ew, 
Er, and Ep = elastic modulus of shear, longitudinal, and prestressing 
reinforcement in GPa, respectively. 
 
6.5.2 Failure Strength and Failure Mode 
Figure 6.9 plots relationship between observed and predicted failure strength 
and failure mode. The observed failure strength in Fig. 6.9 represents peak load 
observed in the tests. The predicted failure strengths for the members failed in 
shear (ST, SC, DT, or FSC) were defined as the analytical shear strength 
obtained by the lesser of shear strengths (Vcr, Vcc, and Vu) in the proposed 
method. For the members failed in flexure (F), the predicted failure strengths 
indicate the ultimate flexural strength, Vfu. Vertical and horizontal axis in Fig. 
6.9 represent observed and predicted failure strength, respectively. Circles, 
squares, triangles, and rhombus in Fig. 6.9 indicate observed data for 
post-tensioned precast concrete members experimentally failed in each failure 
modes (ST, SC, FSC, FS, and F), respectively. Solid and open dots in Fig. 6.9 
indicate that the predicted failure modes agree and disagree with the 
experimental observations, respectively. As shown in Fig. 6.9, mean value and 
C.V. (Coefficient of variations) for observed / predicted failure strength equals to 
0.97 and 0.16, respectively. It is clear that analytical failure strengths obtained 
by the proposed method evaluate experimental failure strength in a good 
accuracy regardless of failure mode. Further, it can be seen that most predicted 
failure modes agree with the observed ones except for five specimens. It points 
out that the proposed method is the effective analytical tool which can be widely 
applied to evaluate the failure strength and to predict the failure mode of 





































Fig. 6.9 Comparison between observed and predicted failure strength and mode 
 
6.5.3 Deformation Capacity 
Figure 6.10 plots the relationship between observed and predicted drift angle at 
flexural failure of post-tensioned precast concrete members failed in flexure (F). 
The observed drift angle is defined as the ratio of relative displacement to length 
of member at peak load. The predicted drift angle is defined as the flexural drift 
angle, Rf, obtained by Eq. (6.13) to (6.25). Vertical and horizontal axis in Fig. 
6.10 indicate observed and predicted drift angle at flexural failure. As shown in 
Fig. 6.10, the mean value and C.V. for observed / predicted drift angle equals to 
1.14 and 0.16, respectively. It can be seen that predicted drift angle at flexural 
failure, Rf, evaluats observed drift angle at flexural failure in a good accuracy. It 
is clear that the analytical method proposed in this study is useful tool to 
evaluate the deformation capacity of post-tensioned precast concrete members 
failing in flexure.  
 
Further, it can be seen that the proposed model can be applied to the 
post-tensioned precast concrete members with materials in excess of the range 
of parameters used for the verification because the proposed model is based on 
the equilibrium condition of stresses and compatibility conditions of strains in 







































To predict failure strength and failure mode of post-tensioned precast concrete 
member, a new analytical method considering the stress state of the concrete at 
the flexural compression zone and using the conventional section analysis was 
proposed. To predict shear strength for ST, SC, or DT failure, analytical models 
proposed in the Chapter 4 and 5 are used. For the shear strength of FSC failure, 
the shear capacity of the concrete at the flexural compression zone is assumed to 
be provided by the intact concrete in the compression zone. Further, drift angle 
at the flexural failure of post-tensioned precast concrete members was also 
evaluated by the proposed method using the rocking deformation model. 
Deformations due to pulling-out of prestressing steel at joint interface and due to 
flexural deformation in outside joint interface were considered as the total 
deformation of post-tensioned precast concrete member. For the verification, 
analytical results such as failure strength, failure mode, and drift angle at 
flexural failure predicted by the proposed method were compared to observed 
ones. The principle findings of this study are summarized as follows: 
1. Based on the stress state of the concrete at the flexural compression zone, 
shear strength due to deterioration of shear capacity of the concrete, Vcc, can 
be obtained. 
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2. By the comparison between shear strengths and flexural strength, the failure 
modes were predicted. 
3. Rocking deformation model in which only pulling-out deformation of the 
prestressing steel at joint interface is considered is the effective deformation 
model to simulate the deformation properties of post-tensioned precast 
concrete members.  
4. The predicted results (shear strength, flexural strength, failure mode, and 
drift angle at flexural failure) produced by the proposed method evaluated the 
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7. Effect of Bond Strength and Mild Steel 
Ratio on Seismic Performance of 




Post-tensioned precast concrete structures are generally constructed with grouted 
tendon. The grouting is of importance for preventing tendons from corroding and 
providing bond between tendon and concrete. Unbonded tendon is coated with a 
corrosion inhibitor such as grease. Prestressed concrete (PC) structures with 
unbonded tendon systems have been constructed to save work and time for 
grouting.  
 
The significant development of a new technology using a self-centering function 
of unbonded PT tendon systems has been established as part of PRESSS project. 
Unbonded tendon systems once developed to save grouting work help construct 
a high-performance building for earthquake resistance. 
 
Because of no bond between PT tendon and concrete, the structural behavior of 
members with unbonded tendon is different from the one of members with 
bonded tendon [7.1]. Because plane section assumption cannot be applied to 
unbonded tendon, the flexural strength of prestressed concrete members using 
unbonded tendon is considered to be 10 - 20% smaller than when bonded tendon 
is used. However, there are not enough analytical or experimental investigations 
for the structural behavior of prestressed concrete members with unbonded 
tendons. 
 
In this study, the structural behaviors of beams with bonded and unbonded PT 
tendon are compared based on analytical results. FEM analyses using a 
structural analysis software package, FINAL/99-Rev.2, are carried out. Based on 
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the analyses results, the effect of bond strength of PT bars and longitudinal 
mild-steel reinforcing bar ratio on the flexural strength, hysteretic energy 
dissipation capacity, and residual deformation is investigated. 
 
 
7.2 Analytical Modeling in Finite Element Method 
7.2.1 Outline of Finite Element Analysis Modeling 
Finite element analyses are carried out on a prestressed concrete beam with 
unbonded PT tendons reported in Ref. [7.1] under seismic loading. The 
analytical results are compared with the experimental results to ensure the 
applicability of the analyses. 
 
Table 7.1 summarizes the geometrical and material properties of the specimen in 
Ref. [7.1]. The beam cross sectional dimensions are 160×210 mm. The beam 
length and shear span depth ratio are 3000 mm and 7.14, respectively. Flexure is 
considered to be dominant. Reinforcing details are shown in Fig.7.1. The beam 
was post-tensioned by prestressing steel bars (2-ϕ13), and shear reinforced with 
mild-strength round bars (ϕ6@150 mm), which were supported by 
supplementary longitudinal reinforcing bars of mild-strength steel (4-D10). The 
bond strength of PT tendon is assumed as small as 0.0001 MPa.  
 
 
Fig. 7.1 Reinforcing and meshing details 
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Table 7.1 Geometrical and material properties of the beam in Ref. [7.1] 
Section b×D 160×210 mm
Beam length L 3000 mm 
Shear span depth ratio a/D 7.14 
Mild strength longitudinal 
bar D10 
Yield strength fry 394 MPa 
Yield strength fwy 394 MPa 
Shear reinforcement ϕ6 Shear reinforcement 
ratio 
pw 0.24 % 
Post-tensioning bar ϕ13 Yield strength fpy 1270 MPa 
Compressive strength Fc 47.3 MPa 
Young`s modulus Ec 24.0 GPa Concrete 
Tensile strength Ft 3.8 MPa 
Prestressing force ratio Pe/bDFc 0.106 
Initial prestress / yield strength of PT tendon fpe/fpy 0.50 
Ratio of moment capacity due to prestressing steel 
to the total moment capacity 
λ 0.87 
Bond strength of PT tendon  τpmax 0.0001 MPa
 
Domain discretization: Meshing 
Elements formed in the FEM analyses are illustrated in Fig.7.1. An element in 
the specimen is 50 mm long in the longitudinal direction. The domain 
discretization in the transverse direction ranges from 30 to 40 mm depending on 
the location of non-prestressed longitudinal and prestressed reinforcements. 
 
Material constitutive law: concrete 
Plane stress elements for concrete with four nodes are used. Modified Ahmad 
model for stress-strain (s-s) curve (Eq. (7.1), [7.2]) is used. Table 7.2 shows the 








⋅−+⋅=σ              Eq. (7.1) 
where σ: concrete stress, Fc: uniaxial compressive strength of concrete  
 
(for ascending curves) 
,/ maxεε=X ,)1/(/200 2max −−= EEFD cc cccc FE ε/=   Eq. (7.2) 
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εε , 2)1000/(4.39.0 cFn += , cc FFFD /)1/(18001 2max −−=  Eq. (7.3) 
where, ε: concrete strain, εmax: concrete strain corresponding to the maximum 
compressive stress in multi-axial stress, Fmax, Ec and Emax: Young’s modulus of 
concrete in uniaxial and multi axial stress, respectively.    
 
Table 7.2 Concrete model for FEM 
Stress-strain 
relationship 
Modified Ahmad model [7.2] (Eq. 7.1) 
Compression failure 
criteria 




Modified Ahmad model [7.2] (Eq. 7.1) 
No strain softening at compressive strength after cracking
Strain at compressive strength 
(=1.37Fc (kgf/cm2)+1690 (10-6)) [7.3] 
Shear transfer 
characteristic 
Naganuma model [7.4] 
Tension stiffening 
effect 
Izumo model (c=0.2) [7.5] 
 
Material constitutive law: mild-strength steel 
The truss elements with rectangular section are used for longitudinal 
mild-strength bar. The truss element is formed by connecting pre-defined nodes 
of concrete as shown in Fig.7.2. Fig.7.3 illustrates the stress-strain curve for 
longitudinal steel. The relationship is defined as elasto-perfectly-plastic. 
 
Material constitutive law: shear reinforcement 
The truss elements with rectangular section like a longitudinal bar element are 





Fig. 7.2 Concrete and longitudinal bar model 
 
 
Fig. 7.3 Stress-strain curve for longitudinal mild-strength bar 
 
Material constitutive law: PT bar and bond element 
For a tendon element, a truss element with the same sectional area with the 
tendon is used. The stress-strain curve is defined as an elasto-perfectly-plastic 
relationship. A bond element between the tendon and concrete is idealized as 
shown in Fig. 7.4. The property of the bond element is defined in the 
longitudinal and transverse directions. A bond stress-slip relationship shown in 
Fig. 7.5 is applied to the longitudinal bond property. Nodes of the tendon 
element (nodes 5 and 8) are rigidly connected with nodes of concrete element 
(nodes 6 and 7) in the transverse direction. The anchorage is assumed at both 
ends of the member, so that the tendon does not have a relative move against 
concrete at the ends. 
 
Figure 7.5 illustrates a bond stress-slip relationship between unbonded tendon 
and concrete idealized as a bi-linear model. The slip at the bond strength is 
assumed as 0.02 mm. The bond strength of unbonded tendon, τpmax, is assumed 
as low as 0.0001 MPa because the tendon profile is straight and only friction is 
available. The difference of unbonded tendon tensile force between the 
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anchorages, ∆Tp corresponds to frictional resistance. Using bond strength, τpmax = 
0.0001 MPa, the friction force of 2.45 N (=0.0001ψpL) is calculated, where ψp is 
the perimeter length of tendon and L is the member length. The friction force of 
2.45 N corresponds to the friction coefficient of 0.68×10-4/m. The friction 
coefficient of PT bar in this study is much smaller than the friction coefficient 
(λ=0.003) of a bonded bar specified in Ref. 7.6 when the prestress is introduced.  
 
 
Fig. 7.4 Bond element between concrete and PT tendon 
 
 
Fig. 7.5 Bond stress-slip relationship 
 
Cracking model 
In this study, smeared cracking model is applied because the investigation of the 
global structural behavior of prestressed concrete beam is a main objective in 
this FEM analysis.  
 
7.2.2 Verification of Analytical Results 
Table 7.3 indicates the summary of the comparison between the analytical and 
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experimental results. Fig. 7.6 shows load - beam rotation angle relationships 
obtained analytically and experimentally. As shown in Fig. 7.6 and Table 3, the 
results by the FEM analyses simulate the experimental results in a good 
accuracy. Fig. 7.7 plotts tensile stress variations from the initial prestress in one 
of the two tendons. It can be seen that the FEM analyses appropriately simulates 
the increment of tensile stress in the unbonded tendon. Fig. 7.8 indicates the 
comparison between predicted and observed crack patterns of the specimen [7.1]. 
As shown in Fig. 7.8, crack spacing predicted by FEM analysis is not 
corresponded to the crack spacing observed in the test [7.1]. It is because the 
analytical model applied in the FEM analysis is smeared cracking model. 
Discrete cracking model taking local behavior of cracking into consideration is 
effective to simulate the local behavior of crack, etc. crack spacing or crack 
width. It points out that FEM models applied in this study can not simulate the 
local behavior of cracking of prestressed concrete beam. Establishment of 
analytical model with discrete cracking model for evaluation of crack spacing 
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Fig. 7.7 Comparison between analytical and experimental increment of tensile 
stress in PT tendon 
 
 
Fig. 7.8 Comparison between analytical and experimental crack patterns 
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Table 7.3 Summary of the analytical and experimental results 
Experimental results Analytical results  
R (%) V (kN) R (%) V (kN) 
Flexural cracking 0.18 7.33 0.20 8.90 
Yielding of non-prestressed 
longitudinal bar 
1.06 17.5 0.79 16.9 
Yielding of PT-tendon - - - - 
Maximum load capacity 3.15 20.5 3.47 19.8 
 
 
7.3 Effect of Bond Stress and Mild Steel Ratio on 
Structural Behavior of Prestressed Concrete 
Beams 
7.3.1 Outline of Finite Element Analysis Modeling 
To investigate the effect of bond stress of PT tendon and amount of 
non-prestressed longitudinal mild-strength bars on structural behaviors of a 
prestressed concrete beam, FEM analyses are carried out. A design example 
described in Ref. [7.6] is referred. Table 7.4 shows the geometrical and material 
properties of the prestressed concrete beam. Elements formed in the FEM 
analyses are illustrated in Fig. 7.9. As shown in Table 7.4 and Fig. 7.9, The beam 
cross sectional dimensions are 400x1000 mm. The beam length and shear span 
depth ratio are 7500 mm and 3.75, respectively. The beam was post-tensioned by 
prestressing bar (4-ϕ21) and shear reinforced with high strength shear 
reinforcement (D10@200), which were supported by supplementary 
longitudinal reinforcing bars of mild strength steels (6-D22 or 6-D32). The 
initial prestressing force corresponding to 70% of the yield strength of the 
tendon was introduced. Table 7.5 shows the analytical parameters allocated to 
the beams. They were three levels of bond strength and two levels of 






Table 7.4 Geometrical and material properties of beam 





Shear span depth ratio a/D 3.75 
Prestressing force ratio Pe/bDFc 0.077 
Initial prestress / yield strength in PT tendon fpe/fpy 0.70 
Ratio of PT tendon contribution to moment 
capacity 
λ 
0.8 for 6-D22 















reinforcement Shear reinforcement 
ratio 













Reinforcement ratio ρr (%) 
0.7 for 6-D22 
1.4 for 6-D32 
Bond strength of PT tendon 
τpmax 
(N/mm2)
1.64 for round PT bar 




Fig. 7.9 Reinforcing detail 
 
Table 7.5 Analytical parameters allocated to the beams 













0.7 (6-D22) No.1 No.2 No.3 
1.4 (6-D32) No.4 No.5 No.6 
Note: ρr = Ar/bd, where Ar is sectional area of non-prestressed longitudinal bar in 
mm2, b and d are the beam width and the effective depth in mm, respectively. 
 
Domain discretization: Meshing 
As shown in Fig. 7.9, the longitudinal size of an element is 50 mm. The domain 
discretization in the transverse direction is dependent on the location of 
non-prestressed and prestressed reinforcement. 
 
Material constitutive law: concrete, longitudinal bar, shear reinforcement 
The same material constitutive laws as the previous section are used. 
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Material constitutive law: PT tendon and bond element 
For the unbonded tendon element, the same material constitutive law as the 
previous section is used. The bond-slip relationships between bonded tendon and 
concrete are illustrated in Fig. 7.10. Iihosi’s model [7.7] (Eq. (7.4) to (7.12)) for 




Fig. 7.10 Bond stress-slip relationships 
 
(Round PT bar);      ,02.00 mmS ≤< Sp ×= 50/ maxττ      Eq. (7.4) 
,38.002.0 mmS ≤<  03.144.1/ max +×−= Spττ    Eq. (7.5) 
,338.0 mmS ≤<  51.007.0/ max +×−= Spττ    Eq. (7.6) 
,103 mmS ≤<  34.001.0/ max +×−= Spττ    Eq. (7.7) 
58.0
max 18.0 gp F=τ （=1.64 N/mm2）     Eq. (7.8) 
(Deformed PT bar);    ,25.00 mmS ≤<  Sp ×= 81.2/ maxττ    Eq. (7.9) 
,3.125.0 mmS ≤<  63.028.0/ max +×= Spττ   Eq. (7.10) 
,103.1 mmS ≤< 07.106.0/ max +×−= Spττ   Eq. (7.11) 
87.0
max 52.0 gp F=τ （=14.30 N/mm2）     Eq. (7.12) 
 
7.3.2 Loading and Computations 
The loading steps below are applied. 
・Step 0: Tensile force corresponding to the initial prestressing force is 
introduced to PT tendons 
・Step 1: The loading cycles indicated in Fig. 7. 11 are imposed. 
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Figure 7.11 illustrates the loading histories applied to the FEM analyses. The 
shear forces and displacements at yielding of mild-strength bar, Vy and δy, in the 
loading histories are obtained by a monotonic loading analysis for the beam No.3 
(ρr=0.7%) and No.6 (1.4%). The results provide Vy of 344 kN for No.3 and 430 
kN for No.6. The displacements, δy, are 0.41 mm for No.3 and 0.42 mm for No.6. 
 
 
Fig. 7.11 Loading histories 
 
 
7.4 Discussion on Analytical Results 
7.4.1 Load-Displacement Relation 
Figures 7.12 to 7.14 show the load, V - drift angle, R, relationships. Table 7.6 
summarizes the load-displacement relationships of specimens. The drift angle, R, 
is obtained by δ/L, where δ and L are relative vertical displacements between the 
ends of the beam and beam length, respectively. As shown in Figs. 7.12 to 7.14, 
no deterioration of load carrying capacity is observed in all beams.  
 
In the beams with ρr = 0.7%, a first flexural crack occurred at R = 0.06%. The 
maximum load capacities of the beams with bonded tendons were approximately 
30 kN larger than those with unbonded tendons. The longitudinal mild-strength 
steel in all beams yielded at R = 0.25%. The unbonded bar did not yield while 
the round and deformed bars yielded at R = 0.48 and 0.39%, respectively. Cover 
concrete in the beams with unbonded, round, and deformed bars reached the 




In the beams with ρr = 1.4%, a first flexural crack occurred at R = 0.06%. The 
longitudinal mild-strength bar in all beams yielded at R = 0.29%. The beams 
with unbonded, round, and deformed bars reached their maximum load capacity 
at R = 1.25, 0.63, and 0.63%, respectively. The unbonded bar did not yield while 
the round and deformed bars yielded at R = 0.64 and 0.61%, respectively. The 
softening of cover concrete started at R = 0.63, 0.63, and 0.51% for the beams 
with the unbonded, round, and deformed bars, respectively.     
 










R(%) V(kN) R(%) V(kN) R(%) V(kN) R(%) V(kN)
Unbonded 0.06 133.0 0.25 300.0 - - 0.82 326.5
Round bar 0.06 131.1 0.25 312.1 0.48 316.0 0.41 351.0
pr = 
0.7% 
Deformed bar 0.06 133.1 0.25 311.0 0.39 347.8 0.61 356.1
Unbonded 0.06 140.4 0.29 384.6 - - 1.25 412.2
Round bar 0.06 140.4 0.28 394.3 0.64 426.5 0.63 450.2
pr = 
1.4% 






















:Flexural cracking :Yielding of longitudinal bar :Yielding of PT tendon :Crusing of concrete
 
(a) ρr = 0.7%                  (b) ρr = 1.4% 
Fig. 7.12 Load-drift angle relation for the beams with unbonded tendon 
 

















(a) ρr = 0.7%                  (b) ρr = 1.4% 
Fig. 7.13 Load-drift angle relation for the beams with bonded round bar 
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(a) ρr = 0.7%                  (b) ρr = 1.4% 
Fig. 7.14 Load-drift angle relation for the beams with bonded deformed bar 
 
7.4.2 Tensile Stress Variation of PT Tendon 
Figures 7.15 to 7.17 illustrate tensile stress variations of tendons for No.1 to 6. 
As shown in Fig. 7.15, the maximum tensile stress increment of the unbonded 
tendon was 250 MPa, which indicated it remained elastic. For the bonded tendon, 
the tensile stress increment reached 500 MPa, which indicated it reached its 








































(a) ρr = 0.7%                  (b) ρr = 1.4% 









































(a) ρr = 0.7%                       (b) ρr = 1.4% 








































(a) ρr = 0.7%                       (b) ρr = 1.4% 
Fig. 7.17 Stress variation in tendon for beams with bonded deformed bar 
 
7.4.3 Crack Patterns 
Figure 7.18 shows the crack patterns of the analytical specimens. As shown in 
Fig. 7.18, flexural cracks distribute in wide region for specimens with high ρr 
(No. 4, 5, 6). Significant effect of bond stress on crack patterns does not 
observed. As mentioned in section 7.2.2, further analytical discrete cracking 




(a) No.1 (with unbonded PT tendon, ρr=0.7%) 
  
(b) No.2 (with round PT tendon, ρr=0.7%) 
  
(c) No.3 (with deformed PT tendon, ρr=0.7%) 
   
(d) No.4 (with unbonded PT tendon, ρr=1.4%) 
   
(e) No.2 (with round PT tendon, ρr=1.4%) 
  \ 
(c) No.3 (with deformed PT tendon, ρr=1.4%) 
Fig. 7.18 Crack patterns 
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7.4.4 Energy Dissipation Capacity 
Figure 7.19 shows equivalent viscous damping factor, heq, plotted against beam 
rotation angle. Fig. 7.20 plots the comparison of energy dissipation capacity 
among materials such as concrete, mild-strength longitudinal bar, and PT tendon 
which are located at the critical section of the member. At R=1.2%, the beams 
with ρr = 1.4% developed the energy dissipation capacity of heq = 0.47 while 
those with ρr = 0.7% developed the energy dissipation capacity of heq = 0.4. It 
can be pointed out that increase in ρr leads to increase in heq. This is because 
most hysteretic energy was dissipated by yielding of the non-prestressed 
mild-strength longitudinal bars as shown in Fig. 7.20.  
 
As shown in Fig. 7.20, it can be seen that there is no significant difference of 
energy dissipation capacity in beam between with bonded deformed PT bar and 
with others. It is because the energy dissipation capacity due to mild-strength 
longitudinal bar decreases as energy dissipation capacity due to PT tendon 
increases. owever, it is clear that the bond stress of tendon did not significantly 













: with deformed PT tendons
: with round PT tendons
































Type of PT tendon
Unbonded Round Deformed
 
Fig. 7.20 Comparison of energy dissipation capacity among materials 
 
7.4.5 Residual Deformation 
Residual drift angles are plotted in Fig.7.21. A residual drift angle is the drift 
angle at zero load after unloading in the positive direction. As shown in Fig.7.12, 
no significant difference in residual drift angle among the beams is observed 
until R=0.4%. When the peak drift angle exceeds 0.6%, the amount of 
non-prestressed mild-strength longitudinal bar affects the residual drift angle. At 
R=1.2%, the residual drift angles of 0.8% in the beams with ρr = 1.4% develop 
while those of 0.4% in the beams with ρr = 0.7% does. It can be seen that the 
higher ρr is provided, the larger residual drift angle is observed. Compression 
force by prestress needed to push back the longitudinal mild-strength bar yielded 
in the previous loading cycle to the opposite sign of strain should be provided. It 
is noted that the larger amount of mild-strength steel ratio, ρr, was provided, the 
larger residual deformation was observed. It is pointed out that the tendon type 
does not significantly affect residual deformation and reduction in prestress in 
tendon while the mild-strength steel ratio, ρr, does. 
 
Based on the analytical results above, the bond stress of the tendons affects the 
maximum load capacity of the beams while the amount of non-prestressed 
mild-strength longitudinal bars has an influence on hysteretic energy dissipation 
capacity and residual deformation.  
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: with deformed PT tendons
: with round PT tendons
: with unbonded PT tendons
 
                 Fig. 7.21 Residual drift angle 
 
7.5 Conclusions 
The main purpose of this study was to investigate the effect of bond stress in PT 
tendon and the amount of non-prestressed longitudinal mild-strength bars on 
structural behaviors of prestressed concrete beams. Based on the FEM analyses, 
the structural behaviors of the beams with unbonded and bonded tendons were 
discussed. The conclusions obtained are summarized as follows.  
 
1. The maximum load capacities of the beams with bonded tendons (round 
or deformed bars) were approximately 10% larger than those of the beams 
with unbonded tendons. 
2. The larger amount of non-prestressed mild-strength longitudinal bars was 
provided, the larger hysteretic energy dissipation capacity (equivalent 
viscous damping factor, heq) was obtained: at R=1.2%, the beams with ρr 
= 1.4% developed the energy dissipation capacity of heq = 0.47 while 
those with ρr = 0.7% developed the energy dissipation capacity of heq = 
0.4. 
3. The larger amount of non-prestressed mild-strength longitudinal bars was 
provided, the larger residual deformation was observed: at R=1.2%, the 
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residual drift angles of 0.8% in the beams with ρr = 1.4% developed while 
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8. Major Conclusions and Future Work 
 
 
8.1 Major Conclusions 
Concluding remarks regarding the results from the study undertaken have 
generally been given at the end of each chapter. They are summarized again as 
follows: 
 
8.1.1 Chapter 2 
Ichinose’s truss analogy takes into account the shear contribution of compressive 
cover concrete and required bond stress of reinforcing bar. It points out that 
Ichinose’s truss analogy can be applied to reinforced concrete members which 
are subjected to axial force or with insufficient bond stress of reinforcing bars. 
However, the truss model does not make quantitative relationships between 
valuables. 
 
MCFT proposed by Vecchio and based on the stress and strain status of concrete 
and reinforcement simulated shear force-deformation relation very well. As an 
upper limit condition for calculation procedures Vecchio used yield strength of 
shear reinforcement, fwy, and softened compressive strength of concrete strut, 
fc2max, respectively. However, MCFT does not take into account shear 
contribution of compressive cover concrete. Moreover, shear resistance 
mechanism for reinforced / prestressed concrete members with multiple layered 
reinforcing bars can not be investigated by MCFT. It is necessary to develop a 
new shear resistance model for reinforced / prestressed concrete with shear 
contribution of compressive cover concrete or with multiple layered reinforcing 
bars. 
 
Current shear design equations in ACI provision [2.7] and AIJ guideline [2.8, 
16] were introduced. Shear design equations in the ACI provision consist of 
shear contribution of concrete and shear reinforcement. The shear contribution 
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of concrete in the ACI provision was empirical equations based on the 
experimental parameters affecting shear behavior of reinforced concrete member. 
Therefore, the design equations can not be applied to the member in which 
geometric or material properties are exceed to applicable coverage. An equation 
for the shear reinforcement contribution in ACI provision underestimates the 
experimental results because it is based on the conventional 45 degree angle 
truss model. Shear design equations in AIJ guide lines were based on the strut 
and truss analogies as shear contribution of concrete and shear reinforcement, 
respectively. In order to apply the equations in AIJ guide line to prestressed 
concrete member with cut-off longitudinal bar at ends of the member, further 
investigations on the effect of bond stress of PT tendons and cover concrete on 
the shear behavior need. 
 
In order to investigate inelastic deformation capacity of reinforced concrete 
beams failing in flexure and shear after flexural yielding, analytical methods 
proposed by Choi [2.1] and Nakatsuka [2.4] were introduced. Choi used 
Rankine’s failure criteria to investigate stress-strain relationship of concrete in 
flexural compression zone. Based on the shear capacity of concrete in flexural 
compression zone, Choi developed the analytical method to investigate the 
deterioration of shear capacity of slender reinforced concrete beams. However, 
the model can not be applied to reinforced concrete beam failing in shear or 
short beam. Also, to apply the model to prestressed concrete members, further 
investigations need. 
 
To investigate the deterioration of shear capacity of reinforced concrete failing 
in shear after flexural yielding, Nakatsuka proposed analytical model based on 
the Mohr-Columb’s failure criteria. To simulate deterioration of shear capacity 
after flexural yielding, Nakatsuka used the shear resistance capacity of concrete 
in flexural compression and shear reinforcement. Nakatsuka’s model is effective 
tool to investigate the deterioration of shear capacity of reinforced concrete 
beams failind shear after flexural yielding. 
 
8.1.2 Chapter 3 
In section 3, two series of static loading test on flexural and shear behavior of 
post-tensioned precast concrete beams had been conducted. Main conclusions by 
the tests are summarized as follows. 
1. Five failure modes (ST, SC, DT, FSC, and F) were observed: shear 
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reinforcement in prestressed concrete beams failed in ST (shear tension) 
yielded at ultimate state while the shear reinforcement in the beams 
failed in SC or FSC does not yield. In DT failure, initiation of primary 
shear crack leads to decay of load carrying the shear capacity of beams, 
2. In flexural deformation, tensile stresses of prestressing steel at beam-stub 
joint were the largest: deformation of post-tensioned precast concrete 
beam concentrates the beam-stub joints. 
3. Tensile stresses of shear reinforcement at mid-span in which moment 
equals to zero were largest while those at both ends of beam were 
approximately zero. 
4. In DT failure, shear reinforcement hardly contributed for shear resistance 
of beam. 
5. In FSC failure, the prominent crushing of the concrete at the flexural 
compression zone was observed. 
6. In evaluation of shear failure strength using current shear design 
equations, Method D in which shear equations in Ref. 2.15 were 
modified evaluated the experimental shear failure strength in the best 
accuracy.  
7. By parametric study using experimental data from previous researches 
and from this study, it can be seen that shear span to overall depth ratio, 
a/D, and shear reinforcement ratio, ρw, significantly affect to failure 
mode.  
 
8.1.3 Chapter 4 
A new analytical shear resistance model for post-tensioned precast concrete 
members had been proposed. In the model, the bond characteristics of 
prestressing steel and compressive stress in cover concrete were taken in 
account. To verify the accuracy of analytical results by proposed truss model, 
experimental data on post-tensioned precast concrete members which failed in 
shear from previous research [2.9, 2.10, 2.14, 3.12] and from Test 2 in Chapter 3 
were used.  
 
The most important conclusions are summarized as follows:  
1. Analytical shear strengths of post-tensioned precast concrete member by 
truss model proposed in this study evaluated experimental shear strength 
in a better accuracy than those by conventional MCFT [2.2].  
2. In thirteen out of fourteen post-tensioned precast concrete members used 
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for verification, analytical failure mode of post-tensioned precast 
concrete member by proposed model provided results agreed with 
observed one.    
3. Analytical load-deformation response of post-tensioned precast concrete 
beams and columns showed a good agreement with experimental 
response while shear strength of post-tensioned precast concrete beam 
(S-10-L21 in Test 2) was little overestimated.  
4. Shear strain and tensile stress in shear reinforcement of post-tensioned 
precast concrete column with round PT bar (R-15-H32 [2.10]) was 
underestimated. However, overall behavior of load-displacement of 
post-tensioned precast concrete member subjected to pure shear was 
well simulated by proposed method. 
Analytical model for DT failure of prestressed concrete member which were 
excluded in this chapter will be clarified in next chapter. 
 
8.1.4 Chapter 5 
An analytical method to predict diagonal tension (DT) failure of RC and PC 
member was proposed. Based on the fundamental relation in fracture mechanics, 
debonding, sliding, and kinking energy of each reinforcement (non-prestressed 
longitudinal bar, prestressing steel, and shear reinforcement) on shear crack 
interface were obtained. Using the debonding, sliding, and kinking energy, 
analytical method to predict DT failure was proposed. For the verification of 
proposed analytical method, predicted web-shear cracking strength, failure 
modes, and the width of primary shear crack were compared to the observed 
ones. Analytical results from proposed method showed a good agreement with 
observed ones such as shear strength, crack width of primary shear crack, and 
failure mode. Further, minimum shear reinforcement ratio, ρm, to prevent the 
members from DT failure was analytically investigated. It pointed out that 
proposed method is effective and useful to propose the minimum ratio of shear 
reinforcement, ρm, in shear design of PC and RC members, if a/D and b/D are 
known. 
 
8.1.5 Chapter 6 
The main purpose of this study was to propose the prediction method for failure 
strength and deformation capacity of post-tensioned precast concrete members. 
To predict failure strength and failure mode of post-tensioned precast concrete 
member, a new analytical method considering the stress state of the concrete at 
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flexural compression zone and using the conventional section analysis was 
proposed. To predict shear strength for ST, SC, or DT failure, analytical models 
proposed in the Chapter 4 and 5 are used. For the shear strength for FSC failure, 
the shear capacity of the concrete at flexural compression zone is assumed to be 
provided by the intact concrete in the compression zone. Further, drift angle at 
flexural failure of post-tensioned precast concrete members also is evaluated by 
the proposed method using the rocking deformation model. Deformations due to 
pulling-out of prestressing steel at joint interface and due to flexural deformation 
in outside joint interface are considered as the total deformation of 
post-tensioned precast concrete member. For the verification, analytical results 
such as failure strength, failure mode, and drift angle at flexural failure predicted 
by the proposed method were compared to observed ones. The principle findings 
of this study are summarized as follows: 
1. Based on the stress state of the concrete at the flexural compression zone, 
shear strength due to deterioration of shear capacity of the concrete, Vcc, can 
be obtained. 
2. By the comparison between shear strengths, Vcc and Vu, and the flexural 
strength, Vfu, the failure modes were predicted. 
3. Rocking deformation model in which only pulling-out deformation of 
prestressing steel at joint interface is considered is the effective deformation 
model to simulate deformation properties of post-tensioned precast concrete 
members.  
4. The predicted results (shear strength, flexural strength, failure mode, and 
drift angle at flexural failure) produced by the proposed method evaluated the 
observed ones in a good accuracy.  
 
8.1.6 Chapter 7 
The main purpose of this study was to investigate the effect of bond stress in PT 
tendon and the amount of non-prestressed longitudinal mild-strength bars on 
structural behaviors of prestressed concrete beams. Based on the FEM analyses, 
the structural behaviors of the beams with unbonded and bonded tendons were 
discussed. The conclusions obtained are summarized as follows.  
 
4. The maximum load capacities of the beams with bonded tendons (round 
or deformed bars) were approximately 10% larger than those of the beams 
with unbonded tendons. 
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5. The larger amount of non-prestressed mild-strength longitudinal bars was 
provided, the larger hysteretic energy dissipation capacity (equivalent 
viscous damping factor, heq) was obtained: at R=1.2%, the beams with ρr 
= 1.4% developed the energy dissipation capacity of heq = 0.47 while 
those with ρr = 0.7% developed the energy dissipation capacity of heq = 
0.4. 
6. The larger amount of non-prestressed mild-strength longitudinal bars was 
provided, the larger residual deformation was observed: at R=1.2%, the 
residual drift angles of 0.8% in the beams with ρr = 1.4% developed while 
those of 0.4 % in the beams with ρr = 0.7% did. 
 
 
8.2 Future work 
Several additional problems encountered during the research work for the thesis 
could not be directly applied to practical structural design field. To establish the 
rational structural design procedure and development of prestressed / precast 
concrete structures, the following research topics are suggested. 
 
1. New analytical model proposed in this study (Chapter 4 to 6) can not be 
applied to practical structural design procedure because of sophisticate 
calculation procedures. Therefore, more simplified and rational structural 
design procedure reflecting the failure mechanism of prestressed / precast 
concrete members needs to be developed.  
2. In Chapter 6, drift angle post-tensioned precast concrete members at 
flexural failure was predicted by the proposed analytical model. However, 
predicted drift angel by the analytical method did not evaluate some 
observed drift angle in a good accuracy. Therefore, further investigation 
on estimation of total deformation of post-tensioned precast concrete 
members is expected.  
3. As shown in Chapter 7, amount of mild-strength longitudinal bar 
significantly affect the structural behavior of prestressed concrete beams. 
However, effect of other analytical parameters such as compressive 
strength of concrete, yield strength of shear reinforcement, amount of 
prestressing steel in a section on structural behavior is not clear yet. 
Moreover, structural behavior of post-tensioned precast concrete member 
was not investigated by FEM analysis. Further investigation on structural 
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A.1 Stress-Strain Relationship of Materials in Test 1   
A.1.1 Concrete 


















0 0.05 0.1 0.15 0.2 0.25 0.3
2回目
Strain(%)  
0 0.05 0.1 0.15 0.2 0.25 0.3
3回目
Strain(%)  
 (a) S-10-L42、S-10-L63(Before loading) 
















0 0.05 0.1 0.15 0.2 0.25 0.3
2回目
Strain(%)  
0 0.05 0.1 0.15 0.2 0.25 0.3
3回目
Strain(%)  
(b) S-10-L42、S-10-L63(After loading) 
Fig. A.1 Strain-strain relationship of concrete in Test 1 
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(c) S-15-L21、S-15-L42、S-15-L63(Before loading) 
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(d) S-15-L21、S-15-L42、S-15-L63(After loading) 
 

















0 0.05 0.1 0.15 0.2 0.25 0.3
2回目
Strain(%)  
0 0.05 0.1 0.15 0.2 0.25
3回目
Strain(%)  
(e) S-20-L21、S-20-L42(Before loading) 
Fig. A.1 Strain-strain relationship of concrete in Test 1 
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(f) S-20-L21、S-20-L42(After loading) 
Fig. A.1 Strain-strain relationship of concrete in Test 1 
 
A.1.2 Joint Mortar 
Figure A. 2 plots the stress-strain relationship of joint mortar used in Test 1. 
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 (c) S-20-L21、S-20-L42 













A.1.3 Grouting Mortar 
Figure A. 3 plots the stress-strain relationship of grouting mortar used in Test 1. 
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Fig. A.3 Strain-strain relationship of grouting mortar in Test 1 
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Fig. A.3 Strain-strain relationship of grouting mortar in Test 1 
 
A.1.4 Prestressing Strand 
Seven-wired strands were used in the Test 1. Fig. A. 4 plots the stress-strain 
relationship of prestressing strands. The experimental result on seven 
seven-wired strands is plotted in Fig. A. 4. 
 
Fig. A.4 Strain-strain relationship of prestressing strands in Test 1 
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A.1.5 Non-Prestressed Longitudinal Bar 






















Fig. A.5 Strain-strain relationship of non-prestressed longitudinal bars in Test 1 
 
A.1.6 Shear Reinforcement 






























A.2 Stress-Strain Relationship of Materials in Test 2 
A.2.1 Concrete 


























(b) After loading 






A.2.2 Joint Mortar 














Fig. A.8 Strain-strain relationship of joint mortar in Test 2 
 
A.2.3 Grouting Mortar 





















A.2.4 Prestressing Strand 
Table A. 1 summarizes the material properties of prestressing strand used in Test 
2. 
 









2088 2316 7.0 194.7 
 
A.2.5 Non-Prestressed Longitudinal Bar 
Figure A. 10 plots the stress-strain relationship of non-prestressed longitudinal 
























Fig. A.10 Strain-strain relationship of non-prestressed longitudinal bars in Test 2 
 
A.2.6 Shear Reinforcement 


















































A.3 Strain Distributions of Materials in Test 1 
A.3.1 Prestressing Strands 
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A.3.2 Non-Prestressed Longitudinal Bar 
Figure A. 13 plots the strain distributions of non-prestressed longitudinal bars 
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A.3.3 Shear Reinforcement 
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A.4 Strain Distributions of Materials in Test 2 
A.4.1 Prestressing Strands 
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A.4.2 Non-Prestressed Longitudinal Bar 
Figure A. 16 plots the strain distributions of non-prestressed longitudinal bars 
























































































































































































































































































































































































































































































































































































































A.4.3 Non-Prestressed Longitudinal Bar 




































































































































































(c S-15-L10  
Fig. A.17 Strain distribution of shear reinforcements in Test 2 
 
 
 
